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		  Datasheet File OCR Text:


		  20 stern ave. springfield, new jersey 07081 us a bipolar transistors ratings and specifications telephone: (973) 376-2922 (212) 227-6005 fax: (973) 376-8960 high speed switching transistors ? suitable for 50khz class switching regulators ? allows transformers to be reduced in size device type vc*o vck> volta volts 2sc4383 ! 200 180 2sc2767 2sc2769 2sc3822 2sc3723 2sc3821 2sc4242 2sc3724 2sc2625 2sc3725 2sc2929 2sc3865 2sc4622 j 2sc4795 2sc2542 2sc2245 2sc2246 300 200 300 200 450 400 450 400 450 400 450 400 450 400 l 450 400 450 400 500 400 500 400 500 400 500 400 650 400 650 400 650 400 2sc2623 i 650 400 2sc4786 et359 et405 et364 et389 900 500 300 200 450 400 450 400 500 400 ET403 850 500 veto k (sus) con*. volts amps. 180 8 200 5 200 10 400 5 400 5 400 5 400 7 400 10 400 10 400 15 400 3 400 5 400 7 400 30 400 5 400 10 400 15 400 20 500 5 200 8 400 10 400 20 400 5 500 6 pc watts 40 60 100 30 40 40 40 80 80 80 60 40 hn min. 30 20 20 10 10 10 10 10 10 10 20 10 40 10 120 60 120 120 120 40 80 80 80 30 40 20 10 10 10 10 20 80 10 10 18 15 ic amps. 3 1 2 2 2 2 4 4 4 6 0.5 2 4 12 2 4 6 8 1 1 4 8 1.2 0.5 vcf volts 4 5 5 5 5 5 5 5 5 5 5 5 5 | 5 5 5 5 5 switching time (max.) ton tltt tl psec. jisac. iisec. 2.0 1.0 0.8 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.5 0.5 1.0 1.0 1.0 1.0 1.0 1.0 s 1.0 4 |_ 2.0 s i 1.0 5 2 5 1.0 1.0 1.0 4.0 2.0 2.0 2.5 2.5 2.5 2.5 2.5 2.0 25 2.0 1.5 2.5 2.5 2.0 2.0 2.0 3.0 4.0 4.0 2.0 3.0 3.0 3.0 1.0 1.0 0.5 0.5 0,5 1.0 0.5 0.5 1.0 0.5 0,8 0.15 0.5 0.5 1.0 1.0 package to-220f to-220ab to-3p to-220f to-220ab to-220f to-220ab to-3p to-3p to-3p to-220ab to-220f to-220ab to-3p to-220ab to-3 1.0 to-3 1.0 to-3 0.5 to-3pf 1.0 to3p 1.0 1.0 0.5 1.0 to-3pf to-3p to-220f to-220f net weight grams 2.5 2 6 2.5 2 2.5 2 6 6 6 2 2.5 2 6 2 17 17 17 6 6 6 6 2.5 2.5 to3 h .37s -j max. ~ . 138 max. seatingplane .1*8 max. both ends .aaa 7ibt nj semi-conductors reserves the right to change test conditions, parameter limits and package dimensions without notice. information furnished by nj semi-conductors is believed to be both accurate and reliable at the time of going to press. however, nj semi-conductors assumes no responsibility for any errors or omissions discovered in its use. nj semi-conductors encourages customers to verify that datasheets are current before placing orders. quality semi-conductors
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