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		  Datasheet File OCR Text:


		  ? all specifications are subject to change without notice. ? conformity to rohs directive: this means that, in conformity with eu directive 2002/95/ec, lead, cadmium, mercury, hexavalent  chromium, and specific  bromine-based flame retardants, pbb and pbde, have not been used, except for exempted applications. clamp filters (ferrite core with case) for cable zcat series type: issue date: zcat zcat-a/-ap zcat-b zcat-c zcat-d/-dt february 2012  www.datasheet.co.kr  datasheet pdf - http://www..net/

 ? all specifications  are subject to change without notice. (1/4) 001-05 / 20120215 / e9a15_zcat clamp filters for cable zcat series features ? unique plastic case ensures simple, convenient installation and  includes a self-holding mechanism to prevent slippage on  cables. ? ferrite core provides excellent absorption of high-frequency  emc. ? highly effective as countermeasure against common mode emc  without adverse effect on signal quality. ? large core size prevents saturation during large signal surges. applications personal computers, word processors, monitors, hard disk drives,  digital telephones, audio devices, electronic musical instruments,  video games, copiers and facsimiles product identification (1) series name (2) outer dimensions(mm) (3) length(mm) (4) inner dimensions(mm) (5) material code (6) fixed type code a: cable fixed hold the cable to secure it with the main body ap:cable fixed (with lock mechanism) b: clamp fixed c: cable coil securing type (coil the cable one time within the  case to fix it/with lock mechanism.) d: flat cable type dt: flat cable type (hold with adhesive pad.)  non code: band fixed (secure the cable and main body with the nylon belt.) (7) outer color code bk: black non code: gray temperature ranges zcat-c type packaging style and quantities conformity to rohs directive zcat 24 36 ? 13 30 a ? bk    (1) (2) (3) (4) (5) (6) (7) operating temperature range ?40 to +85c temperature range for  engagement work 0 to +50c type quantity zcat3035 200 pieces/box zcat2017-b 350 pieces/box zcat2235 400 pieces/box zcat2436 400 pieces/box zcat2032 420 pieces/box zcat2035 480 pieces/box zcat2132 480 pieces/box zcat2749 400 pieces/box zcat1730 840 pieces/box zcat2017 640 pieces/box zcat1325 1344 pieces/box zcat1518 896 pieces/box zcat1525 900 pieces/box zcat3618-d 480 pieces/box zcat4625-d 240 pieces/box zcat6819-d 160 pieces/box ZCAT10D 770 pieces/box zcat13d 500 pieces/box zcat20d 280 pieces/box ? conformity to rohs directive: this means that, in conformity with eu directive 2002/95/ec, lead, cadmium, mercury, hexavalent  chromium, and specific  bromine-based flame retardants, pbb and pbde, have not been used, except for exempted applications.  www.datasheet.co.kr  datasheet pdf - http://www..net/

 ? all specifications  are subject to change without notice. (2/4) 001-05 / 20120215 / e9a15_zcat shapes and dimensions zcat zcat-a, zcat-ap  zcat-b zcat-c zcat-d | zcat-dt ZCAT10D, 13d, 20d internal construction structure of the mounting band dimensions in mm ? 1  these products are delivered with fixed band. ? 2  zcat-dt type: adapted for flat cables and hold with adhesive pad. ? zcat-b type: clamp fixed type installation hole diameter ?4.8 to 4.9mm, thickness of board 0.5 to 2mm. ? zcat-ap and zcat-c types: once closed, the case will not be easily opened manually. b c d a b d a c e c d b a e a b d c c d a b applicable cable thickness: 1.3mm max. a b e d c ferrite core plastic case ( 90 to 105mm ) ( 2.3 to 2.5mm ) material: 66-nylon ( natural color ) part no. abcde applicable cable  outer diameter weight (g) impedance freq. characteristics fig. zcat1518-0730(-bk) ? 1 221 181 71 151 ? 7max. 6.1 1 zcat2017-0930(-bk) ? 1 211 171 91 201 ? 9max. 7.0 2 zcat2032-0930(-bk) ? 1 361 321 91 19.51 ? 9max. 22.7 3 zcat2132-1130(-bk) ? 1 361 321 111 20.51 ? 11max. 21.6 4 zcat3035-1330(-bk) ? 1 391 341 131 301 ? 13max. 64.8 5 zcat1525-0430ap(-bk) 251 201 41 14.851 11.51 2.5 to 4(usb) 7.0 4 zcat1325-0530a(-bk) 251 201 51 12.81 11.21 3 to 5(usb) 6.37 4 zcat1730-0730a(-bk) 301 231 71 16.51 151 4 to 7(usb/ieee1394) 11.6 6 zcat2035-0930a(-bk) 351 281 91 19.51 17.41 6 to 9 21.2 3 zcat2235-1030a(-bk) 351 281 101 21.51 201 8 to 10 26.0 7 zcat2436-1330a(-bk) 361 291 131 23.51 221 10 to 13 29.0 8 zcat2017-0930b(-bk) 211 171 91 201 (29) 9max. 11.5 2 zcat2749-0430c(-bk) 491 271 4.51 19.51 ? 4.5max. 25.0 9 zcat3618-2630d(-bk) 33.51 17.51 261 11.51 ? for 20 wires flat cable 15.6 10 zcat3618-2630dt(-bk) ? 2 33.51 17.51 261 12.51 ? for 20 wires flat cable 15.6 10 zcat4625-3430d(-bk) 45.51 24.51 341 121 ? for 26 wires flat cable 32.5 11 zcat4625-3430dt(-bk) ? 2 45.51 24.51 341 131 ? for 26 wires flat cable 32.5 11 zcat6819-5230d(-bk) 67.51 18.51 521 161 ? for 40 wires flat cable 58.4 11 zcat6819-5230dt(-bk) ? 2 67.51 18.51 521 171 ? for 40 wires flat cable 58.4 11 zcat 10d-(bk) 271 14.51 101 41 71 4max. 5.6 12  zcat 13d-(bk) 341 201 131 51 8.51 5max. 14.8 13  zcat 20d-(bk) 351 301 201 51 151 5max. 46.3 14  www.datasheet.co.kr  datasheet pdf - http://www..net/

 ? all specifications  are subject to change without notice. (3/4) 001-05 / 20120215 / e9a15_zcat electrical characteristics ? test conditions: r-x meter at unloaded condition, ?1mm solder plated copper wire passes through. typical emc suppression effects radiation level vs. frequency characteristics without emc filter with emc filter zcat2035-0930a part no. impedance ( ? )min. [10 to 100mhz] [100 to 500mhz] [50 to 500mhz] zcat1518-0730(-bk) 25 50 ? zcat2017-0930(-bk) 20 50 ? zcat2032-0930(-bk) 50 100 ? zcat2132-1130(-bk) 40 80 ? zcat3035-1330(-bk) 80 150 ? zcat1525-0430ap(-bk) 50 100 ? zcat1325-0530a(-bk) 50 100 ? zcat1730-0730a(-bk) 40 80 ? zcat2035-0930a(-bk) 50 100 ? zcat2235-1030a(-bk) 50 100 ? zcat2436-1330a(-bk) 30 80 ? zcat2017-0930b(-bk) 20 50 ? zcat2749-0430c(-bk) 50 100 ? zcat3618-2630d(t)(-bk) ? ? 30 zcat4625-3430d(t)(-bk) ? ? 35 zcat6819-5230d(t)(-bk) ? ? 35 zcat 10d-(bk) 25 70 ? zcat 13d-(bk) 40 100 ? zcat 20d-(bk) 60 150 ? 30 100 300 frequency ( mhz ) 0 20 40 60 80 radiation field intensity ( db  v/m ) 30 100 300 frequency ( mhz ) 0 20 40 60 80 radiation field intensity ( db  v/m )  www.datasheet.co.kr  datasheet pdf - http://www..net/

 ? all specifications  are subject to change without notice. (4/4) 001-05 / 20120215 / e9a15_zcat typical electrical characteristics impedance vs. frequency characteristics 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) fig.2 fig.1 fig.3 fig.4 zcat2017-0930 zcat2017-0930b zcat1518-0730 zcat2032-0930 zcat2035-0930a zcat2132-1130 zcat1525-0430ap zcat1325-0530a 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) fig.5 zcat3035-1330 fig.6 zcat1730-0730a fig.7 zcat2235-1030a fig.8 zcat2436-1330a 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) fig.10 fig.11 zcat4625-3430d(t) zcat6819-5230d(t) zcat3618-2630d(t) 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 2turns 1turn fig.9 zcat2749-0430c 1 10 100 1000 1000 100 10 1 impedance (  ) frequency ( mhz ) 1 10 100 1000 1000 100 10 1 impedance ( ? ) frequency ( mhz ) fig.13 fig.14 zcat20d zcat13d 1 10 100 1000 1000 100 10 1 impedance ( ? ) frequency ( mhz ) fig.12 ZCAT10D 1 10 100 1000 1000 100 10 1 impedance ( ? ) frequency ( mhz )  www.datasheet.co.kr  datasheet pdf - http://www..net/
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