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		  Datasheet File OCR Text:


		  phoenix   contact   deutschland   gmbh page   1   /   5 http://www.phoenixcontact.de feb   3,   2011 extract   from   the   online catalog ? fk-mcp   1,5/   2-stf-3,81 order   no.:   1851232 the   figure   shows   a   10-position   version   of   the   product http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1851232 ? ? plug   component,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal   surface: sn ? commercial   data gtin   (ean) 4 017918 110307 sales   group e101 pack 50   pcs. customs   tariff 85366990 catalog   page   information page   151   (cc-2009) product   notes weee/rohs-compliant   since: 01/01/2003 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data dimensions   /   positions pitch 3.81   mm dimension   a 3.81   mm number   of   positions 2

 fk-mcp   1,5/   2-stf-3,81 order   no.:   1851232 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1851232 phoenix   contact   deutschland   gmbh page   2   /   5 http://www.phoenixcontact.de feb   3,   2011 technical data range   of   articles fk-mcp   1,5/..-stf insulating   material   group i rated   surge   voltage   (iii/3) 2.5   kv rated   surge   voltage   (iii/2) 2.5   kv rated   surge   voltage   (ii/2) 2.5   kv rated   voltage   (iii/2) 160   v rated   voltage   (ii/2) 320   v connection   in   acc.   with   standard en-vde nominal   current   i n 8   a nominal   voltage   u n 160   v nominal   cross   section 1.5   mm2 maximum   load   current 8   a   (with   1.5   mm 2   conductor   cross   section) insulating   material pa inflammability   class   acc.   to   ul   94 v0 internal   cylindrical   gage a1 stripping   length 9   mm nominal   voltage,   ul/cul   use   group   b 300   v nominal   current,   ul/cul   use   group   b 8   a nominal   voltage,   ul/cul   use   group   d 300   v nominal   current,   ul/cul   use   group   d 8   a connection   data conductor   cross   section   solid   min. 0.14   mm2 conductor   cross   section   solid   max. 1.5   mm2 conductor   cross   section   stranded   min. 0.14   mm2 conductor   cross   section   stranded   max. 1.5   mm2 conductor   cross   section   stranded,   with   ferrule without   plastic   sleeve   min. 0.25   mm2 conductor   cross   section   stranded,   with   ferrule without   plastic   sleeve   max. 1.5   mm2 conductor   cross   section   stranded,   with   ferrule with   plastic   sleeve   min. 0.25   mm2 conductor   cross   section   stranded,   with   ferrule with   plastic   sleeve   max. 0.5   mm2 conductor   cross   section   awg/kcmil   min. 26 conductor   cross   section   awg/kcmil   max 16

 fk-mcp   1,5/   2-stf-3,81 order   no.:   1851232 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1851232 phoenix   contact   deutschland   gmbh page   3   /   5 http://www.phoenixcontact.de feb   3,   2011 minimum   awg   according   to   ul/cul 28 maximum   awg   according   to   ul/cul 16 certificates   /   approvals         certification cb,   csa,   cul,   gost,   ul,   vde-pzi accessories item designation description marking 0804109 sk   3,81/2,8:fortl.zahlen marker   card,   printed   horizontally,   self-adhesive,   10-section   marker strip,   14   identical   decades   marked   1-10,   11-20   etc.   up   to   91- (99)100,   sufficient   for   140   terminal   blocks tools 1205037 szs   0,4x2,5   vde screwdriver,   bladed,   vde   insulated,   size:   0.4   x   2.5   x   80   mm,   2- component   grip,   with   non-slip   grip additional   products item designation description general 1829345 dfk-mc   1,5/   2-gf-3,81 plug   component,   nominal   current:   8   a,   rated   voltage   (iii/2):   160 v,   number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   direct   mounting 1896941 emc   1,5/   2-gf-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   press-in 1879285 emcv   1,5/   2-gf-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   press-in 1858031 imc   1,5/   2-stgf-3,81 plug   component,   nominal   current:   8   a,   rated   voltage   (iii/2):   160 v,   number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn 1827868 mc   1,5/   2-gf-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   soldering

 fk-mcp   1,5/   2-stf-3,81 order   no.:   1851232 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1851232 phoenix   contact   deutschland   gmbh page   4   /   5 http://www.phoenixcontact.de feb   3,   2011 1908871 mc   1,5/   2-gf-3,81   tht header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   black,   metal surface:   sn,   assembly:   smd/tht/thr,   user   information   and design   recommendations   on   through   hole   reflow   technology   can be   found   at:   http://www.combicon.com 1842911 mcd   1,5/   2-g1f-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   soldering,   in   combination   with   mcv   plug components,   both   an   mcvw   and   an   mcvr   plug   must   be   used. 1830101 mcd   1,5/   2-gf-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   soldering,   in   combination   with   mcv   plug components,   both   an   mcvw   and   an   mcvr   plug   must   be   used. 1842762 mcdv   1,5/   2-g1f-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   soldering,   in   combination   with   mcv   plug components,   both   an   mcvw   and   an   mcvr   plug   must   be   used. 1830253 mcdv   1,5/   2-gf-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   soldering,   in   combination   with   mcv   plug components,   both   an   mcvw   and   an   mcvr   plug   must   be   used. 1830596 mcv   1,5/   2-gf-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   soldering 1833027 mcvu   1,5/   2-gfd-3,81 plug   component,   nominal   current:   8   a,   rated   voltage   (iii/2):   160 v,   number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   direct   mounting 1827428 smc   1,5/   2-gf-3,81 header,   nominal   current:   8   a,   rated   voltage   (iii/2):   160   v, number   of   positions:   2,   pitch:   3.81   mm,   color:   green,   metal surface:   sn,   assembly:   soldering diagrams/drawings dimensioned   drawing

 fk-mcp   1,5/   2-stf-3,81 order   no.:   1851232 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1851232 phoenix   contact   deutschland   gmbh page   5   /   5 http://www.phoenixcontact.de feb   3,   2011 address phoenix   contact   deutschland   gmbh flachsmarktstr.   8 32825   blomberg,germany phone   +49   5235   3   12000 fax   +49   5235   3   41200 http://www.phoenixcontact.de ?   2011   phoenix   contact technical   modifications   reserved;
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