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		  Datasheet File OCR Text:


		  5 1 ! note ?please read rating and  ! caution (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, e tc. ?this catalog has only typical specifications because there is no space for detailed specifications. therefore, please approve  our product specifications or transact the approval sheet for product specifications before ordering. emi suppression filters (emifil r ) for ac power lines common mode choke coil the pla10 series is a compact size ac common mode  choke coil. it can obtain a high inductance value in  spite of its compact size. n  features 1. compact and light weight 2. low profile in vertical core layout 3. both a standard winding type and a sectional      winding type for higher frequency noise are      available. (in mm) 17.5 max. 18 max. 13  0.5 10  0.5 16 max. ?.9 max. 3.5  1 (1) [(2)] (4) [(3)] (4) [(1)] (3) [(2)] standard winding type (in mm) 17.5 max. 16 max. 18 max. 13  0.5 10  0.5 ?.9 max. 3.5  1 (1) (4) [(2)] (4) [(1)] (3) [(2)] [(3)] sectional winding type pla10 series standard winding type part number common mode inductance (min.) (mh) rated current (a) rated voltage (v) insulation resistance (min.) (m ohm) pla10an1522r0r2 1.5 2.0 300 100 pla10an1821r7r2 1.8 1.7 300 100 pla10an2221r5r2 2.2 1.5 300 100 pla10an3021r3r2 3.0 1.3 300 100 pla10an3521r2r2 3.5 1.2 300 100 pla10an5521r0r2 5.5 1.0 300 100 pla10an7420r8r2 7.4 0.8 300 100 pla10an1030r7r2 10.0 0.7 300 100 pla10an1230r6r2 12.0 0.6 300 100 pla10an2030r5r2 20.0 0.5 300 100 PLA10AN3030R4R2 30.0 0.4 300 100 pla10an4330r3r2 43.0 0.3 300 100 operating temperature range (ambient temperature range + winding temperature rise) : -25  c to 120  c       winding temperature rise (at rated current) (max.) : 60k        please read rating and  ! caution (for storage, operating, rating, soldering, mounting and handling) in this pdf catalog to prevent smoking and/or burnin g, etc.  this catalog has only typical specifications. therefore, you are requested to approve our product specifications or to transact  the approval sheet for product specificaions before ordering. ! note c09e7.pdf 04.1.14
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