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		  Datasheet File OCR Text:


		  mates with: bssh, bsshc, bssq, bssqc, bssqm, sshq, sshqr, sshr, sshs, sshsm, products cut to specific sizes are uncancellable/nonreturnable                   parts are subject to change without notice specifications current rating: 3.0 ampere insulation resistance: 1000m ?  min. dielectric withstanding: 500v ac contact resistance: 20 m ?  max. operating temperature: -40c to + 105c max. process temperature:  peak: 260c up to 10 secs. process: 230c up to 60 secs. wave: 260c up to 6 secs. manual solder: 350c up to 5 secs. materials contact material: phosphor bronze insulator material: nylon 6t plating: au or sn over 50" (1,27) ni 4235 earnings way, new albany, indiana, 47150, usa    1-800-782-3486 (usa/canada/mexico)          tel: 812-944-7244          fax: 812-944-7268                   e-mail: mle@mlelectronics.com         web: www.mlelectronics.com row specification t = triple row pins per row bsts-2 xx t xx ordering information xx lf 01 - 40 lead free xxx pin options 01 polarized position leave blank if not needed if re q uired, s p ecif y  em p t y   p in  p osition, e. g . 012 for pin 1 2 02 03 04 xx lock tight "lt" option leave blank if not needed lt = with plating options matte tin all over t 10 gold on contact area / matte tin on tail gt g 30 gold on contact area / matte tin on tail h 10 gold on contact area / flash on tail 06 length 6.48mm .255 8.20mm .323 9.58mm .377 10.08mm .397 10.59mm .417 desired board space please specify e.g. .100 (2.54) = 100 xxx 07 11.58mm .456 tail length a = .090 (2.29mm) b = .180 (4.57mm) *  n/a with .180 tail x 08 14.10mm .555 09 13.59mm .535 10 14.61mm .575 12 15.09mm .594 14 15.60mm .614 15 17.09mm .673 16 18.11mm .713 17 18.62mm .733 18 19.10mm .752 22 21.08mm .830 24 22.12mm .871 28 24.13mm .950 30 28.19mm 1.110 36 28.37mm 1.117 gold flash over entire pin f major league electronics .079 cl board stacker terminal strips - straight 19 feb 07 BSTS-2-T series .079cl triple row - straight board stacker terminal strips
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