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		  Datasheet File OCR Text:


		  toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com 1       (888) 734-7347                                                                                                                                                                               rev 02/08 pcf  series ? smd  sh ielded power inductor   features ? magnetically shielded to prot ect sensitive components nearby ? design provides low dcr while handling large currents ? electrode is attached directly to the ferrite core ? for inductance values outside those li sted in the datasheet contact factory ? find environmental information and packaging specs in related supplimental documents applications ? power supply for vtrs ? oa equipment ? notebook pcs ? portable communication equipment ? dc/dc converters inductance and current ranges ? pcf4010 1.0 ~ 180 h 1.60 ~ 0.11 a ? pcf4020 0.47 ~ 2,200 h 1.84 ~ 0.035 a ? pcf4030 1.5 ~ 560 h 1.90 ~ 0.09 a ? pcf5010 1.2 ~ 1,000 h 1.77 ~ 0.067 a ? pcf5020 1.0 ~ 10,000 h 2.70 ~ 0.026 a ? pcf5030 1.0 ~ 2,500 h 4.00 ~ 0.045 a ? pcf6915 1.0 ~ 820 h 3.28 ~ 0.10 a ? pcf6919 1.0 ~ 1,500 h 3.52 ~ 0.095 a ? pcf7040 0.36 ~ 1,000 h 9.24 ~ 0.18 a ? pcf1015 1.0 ~ 2,200 h 4.10 ~ 0.10 a ? pcf1040 0.56 ~ 1,000 h 12.60 ~ 0.28 a ? pcf1062 0.56 ~ 39 h 10.18 ~ 1.30 a how to order pcf 4020 m t 101 sei type dimensions toler ance packaging inductance type description code dimensions(mm) code tolerance code inductance pcf smd power inductor 4010 3.8 x 3.8 x 1.25 m  20% 1r1 1.1  h 4020 3.8 x 3.8 x 2.00 470 47  h 4030 3.8 x 3.8 x 3.00 101 100  h 5010 5.0 x 5.0 x 1.20 102 1,000  h 5020 5.0 x 5.0 x 2.00 103 10,000  h 5030 5.0 x 5.0 x 3.00 6915 6.9 x 6.9 x 1.50 6919 6.9 x 6.9 x 1.90 7040 7.3 x 7.3 x 4.30 1015 10 x 10 x 1.50 1040 10 x 10 x 4.00 1062 10 x 10 x 6.70

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com pcf series ? smd shielded power inductor 2              (888) 734-7347                                                                                                                                                                                rev 02/08 mechanical specifications - standard type/ code a b c max. d h typ. j typ. k typ. units pcf4010 0.150  0.012 3.8  0.3 0.150  0.012 3.8  0.3 0.049 1.25 0.047 1.20 0.173 4.40 0.173 4.40 0.043 1.10 inches mm pcf4020 0.150  0.012 3.8  0.3 0.150  0.012 3.8  0.3 0.079 2.00 0.047 1.20 0.173 4.40 0.173 4.40 0.043 1.10 inches mm pcf4030 0.150  0.012 3.8  0.3 0.150  0.012 3.8  0.3 0.118 3.00 0.047 1.20 0.173 4.40 0.173 4.40 0.043 1.10 inches mm pcf5010 0.197  0.012 5.0  0.3 0.197  0.012 5.0  0.3 0.047 1.20 0.079 2.00 0.232 5.90 0.232 5.90 0.075 1.90 inches mm pcf5020 0.197  0.012 5.0  0.3 0.197  0.012 5.0  0.3 0.079 2.00 0.079 2.00 0.232 5.90 0.232 5.90 0.075 1.90 inches mm pcf5030 0.197  0.012 5.0  0.3 0.197  0.012 5.0  0.3 0.118 3.00 0.079 2.00 0.232 5.90 0.232 5.90 0.075 1.90 inches mm pcf6915 0.272  0.012 6.9  0.3 0.272  0.012 6.9  0.3 0.059 1.50 0.098 2.50 0.287 7.30 0.287 7.30 0.079 2.00 inches mm pcf6919 0.272  0.012 6.9  0.3 0.272  0.012 6.9  0.3 0.075 1.90 0.098 2.50 0.287 7.30 0.287 7.30 0.079 2.00 inches mm pcf7040 0.287  0.012 7.3  0.3 0.287  0.012 7.3  0.3 0.169 4.30 0.071 1.80 0.315 8.00 0.315 8.00 0.063 1.60 inches mm pcf1015 0.394  0.012 10.0  0.3 0.394  0.012 10.0  0.3 0.059 1.50 0.098 2.50 0.417 10.60 0.417 10.60 0.091 2.30 inches mm pcf1040 0.394  0.012 10.0  0.3 0.394  0.012 10.0  0.3 0.157 4.00 0.098 2.50 0.417 10.60 0.417 10.60 0.091 2.30 inches mm pcf1062 0.394  0.012 10.0  0.3 0.394  0.012 10.0  0.3 0.264 6.70 0.098 2.50 0.417 10.60 0.417 10.60 0.091 2.30 inches mm .

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com pcf series ? smd shielded power inductor 3          (888) 734-7347                                                                                                                                                                               rev 02/08 electrical charac teristics - pcf4010 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf4010-t1r0 1.0 20, 30 0.060 1.60 pcf4010-t1r2 1.2 20, 30 0.065 1.40 pcf4010-t1r5 1.5 20, 30 0.077 1.24 pcf4010-t1r8 1.8 20, 30 0.093 1.22 pcf4010-t2r2 2.2 20, 30 0.125 1.20 pcf4010-t2r4 2.4 20, 30 0.139 0.98 pcf4010-t3r3 3.3 20, 30 0.187 0.89 pcf4010-t3r5 3.5 20, 30 0.210 0.85 pcf4010-t3r9 3.9 20, 30 0.220 0.78 pcf4010-t4r7 4.7 20, 30 0.240 0.71 pcf4010-t5r6 5.6 20, 30 0.320 0.62 pcf4010-t6r8 6.8 20, 30 0.350 0.57 pcf4010-t8r2 8.2 20, 30 0.470 0.52 pcf4010-t100 10 20 0.570 0.47 pcf4010-t120 12 20 0.750 0.43 pcf4010-t150 15 20 0.810 0.38 pcf4010-t180 18 20 1.06 0.35 pcf4010-t220 22 20 1.15 0.32 pcf4010-t270 27 20 1.67 0.29 pcf4010-t330 33 20 1.84 0.28 pcf4010-t390 39 20 2.31 0.25 pcf4010-t470 47 20 2.63 0.22 pcf4010-t560 56 20 2.86 0.20 pcf4010-t680 68 20 3.94 0.18 pcf4010-t820 82 20 4.90 0.16 pcf4010-t101 100 20 5.74 0.14 pcf4010-t121 120 20 7.31 0.13 pcf4010-t151 150 20 9.08 0.12 pcf4010-t181 180 20 9.50 0.11

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com pcf series ? smd shielded power inductor 4              (888) 734-7347                                                                                                                                                                                rev 02/08 electrical characteristics - pcf4020 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf4020-tr47 0.47 30 0.017 1.84 pcf4020-t1r0 1.0 20, 30 0.030 1.80 pcf4020-t1r2 1.2 20, 30 0.043 1.70 pcf4020-t1r5 1.5 20, 30 0.052 1.60 pcf4020-t2r2 2.2 20, 30 0.058 1.50 pcf4020-t2r5 2.5 20, 30 0.059 1.40 pcf4020-t3r3 3.3 20, 30 0.064 1.30 pcf4020-t3r5 3.5 20, 30 0.127 1.30 pcf4020-t3r9 3.9 20, 30 0.135 1.12 pcf4020-t4r7 4.7 20, 30 0.146 1.10 pcf4020-t5r6 5.6 20, 30 0.176 0.95 pcf4020-t6r2 6.2 20, 30 0.220 0.91 pcf4020-t6r8 6.8 20, 30 0.238 0.90 pcf4020-t8r2 8.2 20, 30 0.272 0.80 pcf4020-t100 10 20 0.299 0.70 pcf4020-t150 15 20 0.472 0.61 pcf4020-t220 22 20 0.592 0.52 pcf4020-t270 27 20 0.630 0.44 pcf4020-t330 33 20 1.075 0.43 pcf4020-t470 47 20 1.309 0.34 pcf4020-t680 68 20 2.613 0.25 pcf4020-t820 82 20 2.950 0.20 pcf4020-t101 100 20 3.255 0.19 pcf4020-t151 150 20 3.550 0.12 pcf4020-t221 220 20 4.900 0.09 pcf4020-t331 330 20 7.280 0.08 pcf4020-t681 680 20 13.370 0.07 pcf4020-t102 1000 20 19.550 0.065 pcf4020-t152 1500 20 36.150 0.038 pcf4020-t182 1800 20 57.620 0.036 pcf4020-t222 2200 20 84.430 0.035

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com pcf series ? smd shielded power inductor 5          (888) 734-7347                                                                                                                                                                               rev 02/08 electrical charac teristics - pcf4030 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf4030-t1r5 1.5 20, 30 0.015 1.90 pcf4030-t1r8 1.8 20, 30 0.018 1.76 pcf4030-t2r2 2.2 20, 30 0.020 1.67 pcf4030-t2r4 2.4 20, 30 0.022 1.65 pcf4030-t2r7 2.7 20, 30 0.028 1.45 pcf4030-t3r3 3.3 20, 30 0.032 1.44 pcf4030-t3r6 3.6 20, 30 0.035 1.43 pcf4030-t3r9 3.9 20, 30 0.037 1.32 pcf4030-t4r3 4.3 20, 30 0.043 1.00 pcf4030-t4r7 4.7 20, 30 0.045 0.97 pcf4030-t5r1 5.1 20, 30 0.046 0.94 pcf4030-t6r8 6.8 20, 30 0.065 0.87 pcf4030-t7r5 7.5 20, 30 0.079 0.82 pcf4030-t8r2 8.2 20, 30 0.071 0.77 pcf4030-t100 10 20 0.105 0.70 pcf4030-t120 12 20 0.119 0.67 pcf4030-t150 15 20 0.140 0.54 pcf4030-t180 18 20 0.175 0.50 pcf4030-t220 22 20 0.201 0.48 pcf4030-t270 27 20 0.227 0.40 pcf4030-t330 33 20 0.287 0.35 pcf4030-t390 39 20 0.341 0.33 pcf4030-t470 47 20 0.430 0.32 pcf4030-t560 56 20 0.471 0.30 pcf4030-t680 68 20 0.532 0.27 pcf4030-t820 82 20 0.675 0.23 pcf4030-t101 100 20 0.850 0.21 pcf4030-t121 120 20 1.110 0.20 pcf4030-t151 150 20 1.230 0.17 pcf4030-t181 180 20 1.560 0.15 pcf4030-t221 220 20 1.800 0.14 pcf4030-t271 270 20 2.200 0.13 pcf4030-t331 330 20 2.640 0.12 pcf4030-t471 470 20 3.820 0.10 pcf4030-t561 560 20 4.620 0.09

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com pcf series ? smd shielded power inductor 6              (888) 734-7347                                                                                                                                                                                rev 02/08 \ electrical characteristics - pcf5010 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf5010-t1r2 1.2 20, 30 0.050 1.77 pcf5010-t1r5 1.5 20, 30 0.069 1.71 pcf5010-t2r0 2.0 20, 30 0.100 1.44 pcf5010-t2r2 2.2 20, 30 0.110 1.40 pcf5010-t3r3 3.3 20, 30 0.140 1.14 pcf5010-t3r5 3.5 20, 30 0.150 1.10 pcf5010-t4r7 4.7 20, 30 0.190 0.95 pcf5010-t5r6 5.6 20, 30 0.193 0.90 pcf5010-t6r2 6.2 20, 30 0.200 0.84 pcf5010-t6r8 6.8 20, 30 0.200 0.80 pcf5010-t8r2 8.2 20, 30 0.300 0.75 pcf5010-t100 10 20 0.350 0.66 pcf5010-t120 12 20 0.430 0.62 pcf5010-t150 15 20 0.440 0.59 pcf5010-t180 18 20 0.750 0.57 pcf5010-t220 22 20 0.820 0.56 pcf5010-t330 33 20 1.160 0.43 pcf5010-t470 47 20 1.590 0.34 pcf5010-t680 68 20 2.140 0.29 pcf5010-t820 82 20 2.720 0.25 pcf5010-t101 100 20 3.550 0.22 pcf5010-t121 120 20 4.890 0.20 pcf5010-t151 150 20 5.200 0.19 pcf5010-t181 180 20 7.550 0.17 pcf5010-t221 220 20 7.760 0.15 pcf5010-t271 270 20 10.13 0.145 pcf5010-t331 330 20 11.23 0.140 pcf5010-t471 470 20 16.86 0.098 pcf5010-t561 560 20 22.78 0.097 pcf5010-t681 680 20 24.87 0.085 pcf5010-t821 820 20 28.09 0.077 pcf5010-t102 1000 20 45.07 0.067

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com pcf series ? smd shielded power inductor 7          (888) 734-7347                                                                                                                                                                               rev 02/08 electrical charac teristics - pcf5020 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf5020-t1r0 1.0 20, 30 0.030 2.70 pcf5020-t1r2 1.2 20, 30 0.044 2.150 pcf5020-t2r0 2.0 20, 30 0.046 1.900 pcf5020-t2r2 2.2 20, 30 0.059 1.630 pcf5020-t3r3 3.3 20, 30 0.062 1.500 pcf5020-t3r5 3.5 20, 30 0.073 1.340 pcf5020-t4r1 4.1 20, 30 0.081 1.200 pcf5020-t4r7 4.7 20, 30 0.087 1.140 pcf5020-t5r6 5.6 20, 30 0.093 1.000 pcf5020-t6r8 6.8 20, 30 0.105 0.950 pcf5020-t8r2 8.2 20, 30 0.139 0.900 pcf5020-t100 10 20 0.150 0.760 pcf5020-t120 12 20 0.170 0.660 pcf5020-t150 15 20 0.210 0.630 pcf5020-t220 22 20 0.275 0.560 pcf5020-t330 33 20 0.455 0.440 pcf5020-t390 39 20 0.540 0.380 pcf5020-t470 47 20 0.730 0.350 pcf5020-t560 56 20 0.800 0.320 pcf5020-t680 68 20 0.935 0.300 pcf5020-t101 100 20 1.500 0.230 pcf5020-t121 120 20 1.910 0.220 pcf5020-t151 150 20 2.680 0.210 pcf5020-t181 180 20 3.045 0.200 pcf5020-t221 220 20 3.520 0.195 pcf5020-t271 270 20 4.380 0.193 pcf5020-t331 330 20 5.560 0.190 pcf5020-t471 470 20 7.820 0.180 pcf5020-t561 560 20 9.790 0.170 pcf5020-t821 820 20 15.000 0.120 pcf5020-t392 3900 20 89.880 0.042 pcf5020-t472 4700 20 101.12 0.038 pcf5020-t562 5600 20 115.00 0.036 pcf5020-t682 6800 20 152.00 0.030 pcf5020-t103 10000 20 201.16 0.026

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com pcf series ? smd shielded power inductor 8              (888) 734-7347                                                                                                                                                                                rev 02/08 electrical characteristics - pcf5030 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf5030-t1r0 1.0 20, 30 0.015 4.000 pcf5030-t1r1 1.1 20, 30 0.020 3.870 pcf5030-t1r2 1.2 20, 30 0.022 3.800 pcf5030-t2r0 2.0 20, 30 0.027 2.920 pcf5030-t2r2 2.2 20, 30 0.029 2.410 pcf5030-t3r3 3.3 20, 30 0.034 2.360 pcf5030-t4r7 4.7 20, 30 0.045 1.870 pcf5030-t5r6 5.6 20, 30 0.052 1.600 pcf5030-t6r8 6.8 20, 30 0.068 1.510 pcf5030-t8r2 8.2 20, 30 0.084 1.380 pcf5030-t100 10 20 0.090 1.330 pcf5030-t150 15 20 0.142 1.050 pcf5030-t220 22 20 0.208 0.860 pcf5030-t270 27 20 0.222 0.750 pcf5030-t330 33 20 0.257 0.720 pcf5030-t470 47 20 0.352 0.620 pcf5030-t680 68 20 0.525 0.510 pcf5030-t101 100 20 0.801 0.430 pcf5030-t121 120 20 0.850 0.340 pcf5030-t151 150 20 1.100 0.260 pcf5030-t181 180 20 1.190 0.240 pcf5030-t221 220 20 1.530 0.200 pcf5030-t331 330 20 2.030 0.190 pcf5030-t391 390 20 3.000 0.160 pcf5030-t471 470 20 3.500 0.150 pcf5030-t561 560 20 4.450 0.140 pcf5030-t122 1200 20 8.500 0.070 pcf5030-t152 1500 20 10.00 0.065 pcf5030-t182 1800 20 13.15 0.062 pcf5030-t222 2200 20 19.00 0.050 pcf5030-t252 2500 20 20.00 0.045

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com pcf series ? smd shielded power inductor 9          (888) 734-7347                                                                                                                                                                               rev 02/08 electrical charac teristics - pcf6915 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf6915-t1r0 1.0 20, 30 0.050 3.28 pcf6915-t1r5 1.5 20, 30 0.067 2.53 pcf6915-t2r0 2.0 20, 30 0.085 2.06 pcf6915-t2r7 2.7 20, 30 0.110 1.87 pcf6915-t3r3 3.3 20, 30 0.130 1.58 pcf6915-t3r9 3.9 20, 30 0.160 1.46 pcf6915-t4r7 4.7 20, 30 0.200 1.30 pcf6915-t5r6 5.6 20, 30 0.230 1.22 pcf6915-t6r8 6.8 20, 30 0.280 1.16 pcf6915-t8r2 8.2 20, 30 0.310 1.13 pcf6915-t100 10 20 0.330 1.03 pcf6915-t120 12 20 0.460 0.87 pcf6915-t150 15 20 0.530 0.80 pcf6915-t180 18 20 0.620 0.73 pcf6915-t220 22 20 0.700 0.71 pcf6915-t270 27 20 0.910 0.65 pcf6915-t330 33 20 1.150 0.57 pcf6915-t390 39 20 1.380 0.50 pcf6915-t470 47 20 1.540 0.48 pcf6915-t560 56 20 1.860 0.45 pcf6915-t680 68 20 2.320 0.41 pcf6915-t820 82 20 2.540 0.37 pcf6915-t101 100 20 3.200 0.32 pcf6915-t121 120 20 4.240 0.29 pcf6915-t151 150 20 4.770 0.27 pcf6915-t181 180 20 6.04 0.24 pcf6915-t221 220 20 7.950 0.22 pcf6915-t271 270 20 10.51 0.19 pcf6915-t331 330 20 11.63 0.18 pcf6915-t391 390 20 12.97 0.16 pcf6915-t471 470 20 16.87 0.15 pcf6915-t561 560 20 22.30 0.13 pcf6915-t681 680 20 25.11 0.12 pcf6915-t821 820 20 28.41 0.10

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com pcf series ? smd shielded power inductor 10              (888) 734-7347                                                                                                                                                                                rev 02/08 electrical characteristics - pcf6919 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf6919-t1r0 1.0 20, 30 0.035 3.52 pcf6919-t1r8 1.8 20, 30 0.052 3.05 pcf6919-t2r2 2.2 20, 30 0.071 2.50 pcf6919-t3r0 3.0 20, 30 0.086 2.15 pcf6919-t3r9 3.9 20, 30 0.110 2.01 pcf6919-t4r7 4.7 20, 30 0.130 1.95 pcf6919-t5r6 5.6 20, 30 0.150 1.82 pcf6919-t6r8 6.8 20, 30 0.170 1.67 pcf6919-t8r2 8.2 20, 30 0.190 1.52 pcf6919-t100 10 20 0.240 1.39 pcf6919-t120 12 20 0.290 1.22 pcf6919-t150 15 20 0.380 1.09 pcf6919-t180 18 20 0.440 1.03 pcf6919-t220 22 20 0.490 0.95 pcf6919-t270 27 20 0.640 0.84 pcf6919-t330 33 20 0.740 0.80 pcf6919-t390 39 20 0.910 0.75 pcf6919-t470 47 20 1.020 0.69 pcf6919-t560 56 20 1.260 0.63 pcf6919-t680 68 20 1.570 0.56 pcf6919-t820 82 20 1.890 0.51 pcf6919-t101 100 20 2.120 0.47 pcf6919-t121 120 20 2.550 0.42 pcf6919-t151 150 20 3.370 0.37 pcf6919-t181 180 20 3.730 0.32 pcf6919-t221 220 20 4.540 0.29 pcf6919-t271 270 20 5.970 0.25 pcf6919-t331 330 20 7.740 0.23 pcf6919-t391 390 20 9.920 0.21 pcf6919-t471 470 20 12.95 0.18 pcf6919-t561 560 20 14.36 0.16 pcf6919-t681 680 20 18.52 0.14 pcf6919-t821 820 20 20.23 0.13 pcf6919-t102 1000 20 28.25 0.11 pcf6919-t122 1200 20 31.85 0.10 pcf6919-t152 1500 20 36.72 0.095

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com pcf series ? smd shielded power inductor 11          (888) 734-7347                                                                                                                                                                               rev 02/08 electrical charac teristics - pcf7040 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf7040-tr36 0.36 30 0.005 9.24 pcf7040-tr56 0.56 30 0.0056 8.50 pcf7040-tr80 0.80 30 0.009 5.80 pcf7040-t1r0 1.0 20, 30 0.040 2.10 pcf7040-t1r2 1.2 20, 30 0.040 2.10 pcf7040-t1r5 1.5 20, 30 0.040 2.10 pcf7040-t1r8 1.8 20, 30 0.040 2.09 pcf7040-t2r2 2.2 20, 30 0.041 2.08 pcf7040-t2r5 2.5 20, 30 0.041 2.08 pcf7040-t3r3 3.3 20, 30 0.041 2.07 pcf7040-t4r3 4.3 20, 30 0.041 2.06 pcf7040-t4r7 4.7 20, 30 0.042 2.05 pcf7040-t5r6 5.6 20, 30 0.043 2.04 pcf7040-t6r8 6.8 20, 30 0.044 2.04 pcf7040-t100 10 20 0.049 2.00 pcf7040-t120 12 20 0.058 1.90 pcf7040-t150 15 20 0.081 1.60 pcf7040-t150 18 20 0.091 1.48 pcf7040-t220 22 20 0.110 1.32 pcf7040-t270 27 20 0.150 1.26 pcf7040-t330 33 20 0.170 1.10 pcf7040-t390 39 20 0.230 1.05 pcf7040-t470 47 20 0.260 1.00 pcf7040-t560 56 20 0.350 0.85 pcf7040-t680 68 20 0.380 0.78 pcf7040-t820 82 20 0.430 0.74 pcf7040-t101 100 20 0.610 0.70 pcf7040-t121 120 20 0.660 0.60 pcf7040-t151 150 20 0.880 0.52 pcf7040-t181 180 20 0.980 0.46 pcf7040-t221 220 20 1.170 0.40 pcf7040-t271 270 20 1.640 0.36 pcf7040-t331 330 20 1.860 0.32 pcf7040-t391 390 20 2.850 0.28 pcf7040-t471 470 20 3.010 0.26 pcf7040-t561 560 20 3.620 0.24 pcf7040-t681 680 20 4.630 0.22 pcf7040-t821 820 20 5.200 0.20 pcf7040-t102 1000 20 6.000 0.18

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com pcf series ? smd shielded power inductor 12              (888) 734-7347                                                                                                                                                                                rev 02/08 electrical characteristics - pcf1015 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf1015-t1r0 1.0 20, 30 0.038 4.10 pcf1015-t1r8 1.8 20, 30 0.047 3.50 pcf1015-t2r7 2.7 20, 30 0.059 3.40 pcf1015-t3r3 3.3 20, 30 0.063 3.00 pcf1015-t4r7 4.7 20, 30 0.086 2.60 pcf1015-t5r6 5.6 20, 30 0.098 2.20 pcf1015-t6r8 6.8 20, 30 0.110 2.10 pcf1015-t8r2 8.2 20, 30 0.130 1.90 pcf1015-t100 10 20 0.160 1.80 pcf1015-t120 12 20 0.190 1.48 pcf1015-t150 15 20 0.250 1.25 pcf1015-t180 18 20 0.290 1.22 pcf1015-t220 22 20 0.300 1.20 pcf1015-t270 27 20 0.400 0.93 pcf1015-t330 33 20 0.460 0.89 pcf1015-t390 39 20 0.570 0.81 pcf1015-t470 47 20 0.630 0.80 pcf1015-t560 56 20 0.780 0.72 pcf1015-t680 68 20 0.990 0.64 pcf1015-t820 82 20 1.170 0.61 pcf1015-t101 100 20 1.300 0.60 pcf1015-t121 120 20 1.630 0.51 pcf1015-t151 150 20 2.020 0.43 pcf1015-t181 180 20 2.290 0.41 pcf1015-t221 220 20 2.960 0.36 pcf1015-t271 270 20 3.570 0.33 pcf1015-t331 330 20 4.500 0.30 pcf1015-t471 470 20 6.160 0.25 pcf1015-t561 560 20 7.630 0.24 pcf1015-t681 680 20 9.060 0.21 pcf1015-t821 820 20 11.30 0.19 pcf1015-t102 1000 20 12.80 0.17 pcf1015-t122 1200 20 16.50 0.16 pcf1015-t152 1500 20 21.30 0.14 pcf1015-t182 1800 20 27.80 0.12 pcf1015-t222 2200 20 32.00 0.10

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com pcf series ? smd shielded power inductor 13          (888) 734-7347                                                                                                                                                                               rev 02/08 electrical charac teristics - pcf1040 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf1040-tr56 0.56 30 0.0058 12.60 pcf1040-tr80 0.80 30 0.0059 12.00 pcf1040-t1r0 1.0 20, 30 0.0080 10.30 pcf1040-t1r5 1.5 20, 30 0.0081 10.00 pcf1040-t2r2 2.2 20, 30 0.0100 8.00 pcf1040-t2r5 2.5 20, 30 0.0105 7.50 pcf1040-t2r7 2.7 20, 30 0.0118 7.00 pcf1040-t3r3 3.3 20, 30 0.012 6.60 pcf1040-t3r8 3.8 20, 30 0.013 6.00 pcf1040-t4r7 4.7 20, 30 0.022 5.70 pcf1040-t5r2 5.2 20, 30 0.022 5.50 pcf1040-t5r6 5.6 20, 30 0.024 5.15 pcf1040-t6r8 6.8 20, 30 0.026 4.90 pcf1040-t7r0 7.0 20, 30 0.027 4.80 pcf1040-t8r2 8.2 20, 30 0.032 4.45 pcf1040-t100 10 20 0.035 4.40 pcf1040-t120 12 20 0.040 3.65 pcf1040-t150 15 20 0.050 3.60 pcf1040-t180 18 20 0.060 2.95 pcf1040-t220 22 20 0.073 2.90 pcf1040-t250 25 20 0.080 2.60 pcf1040-t330 33 20 0.093 2.30 pcf1040-t470 47 20 0.128 2.10 pcf1040-t680 68 20 0.213 1.50 pcf1040-t101 100 20 0.304 1.35 pcf1040-t121 120 20 0.340 1.18 pcf1040-t151 150 20 0.506 1.15 pcf1040-t181 180 20 0.530 0.98 pcf1040-t221 220 20 0.756 0.92 pcf1040-t271 270 20 0.782 0.72 pcf1040-t331 330 20 1.090 0.70 pcf1040-t391 390 20 1.102 0.55 pcf1040-t471 470 20 1.292 0.45 pcf1040-t561 560 20 1.572 0.40 pcf1040-t681 680 20 1.882 0.35 pcf1040-t821 820 20 2.382 0.32 pcf1040-t102 1000 20 2.692 0.28

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com pcf series ? smd shielded power inductor 14              (888) 734-7347                                                                                                                                                                                rev 02/08 electrical characteristics - pcf1062 part number l (h) tolerance (%) dcr ( ? ) max i dc (a) max pcf1062-tr56 0.56 30 0.0060 10.18 pcf1062-t1r0 1.0 20, 30 0.0070 9.52 pcf1062-t1r5 1.5 20, 30 0.0075 9.50 pcf1062-t1r6 1.6 20, 30 0.0075 9.50 pcf1062-t1r8 1.8 20, 30 0.0082 6.30 pcf1062-t2r2 2.2 20, 30 0.0085 5.82 pcf1062-t2r4 2.4 20, 30 0.0087 5.71 pcf1062-t3r3 3.3 20, 30 0.0095 5.18 pcf1062-t3r8 3.8 20, 30 0.0098 5.09 pcf1062-t4r3 4.3 20, 30 0.0110 5.08 pcf1062-t4r7 4.7 20, 30 0.0150 5.00 pcf1062-t5r2 5.2 20, 30 0.0160 3.25 pcf1062-t5r6 5.6 20, 30 0.0160 3.20 pcf1062-t6r8 6.8 20, 30 0.0170 2.80 pcf1062-t100 10 20 0.0280 2.15 pcf1062-t390 39 20 0.0500 1.30
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