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		  Datasheet File OCR Text:


		  * all specifications and photos are subject to change without notice. 105 CAPA841 intel ?  atom? processor e3845/e3826    3.5 embedded sbc with lvds/ vga/ hdmi, 2 ge & audio   intel ?  atom? processor e3845 (1.91ghz)/e3826 (1.46ghz)   1 ddr3l so-dimm supports up to 8gb memory capacity   4 usb 2.0 ports   4 com ports i/o ordering information packing list system standard CAPA841vhgga-e3845 3.5 embedded sbc with intel ?  atom? processor e3845  1.91ghz and vga/lvds/hdmi, 2 ge, audio and gift box CAPA841vhgga-e3826 3.5 embedded sbc with intel ?  atom? processor e3826  1.46ghz and vga/lvds/hdmi, 2 ge, audio and gift box standard quick installation guide, users manual/utility cd and cable features top view display rear view new cpu intel ?  atom? processor e3845 1.91ghz quad core, e3826  1.46ghz dual core onboard system memory 1 x 204-pin ddr3l-1066/1333 so-dimm max. up to 8gb chipset n/a bios ami ssd 1 x cfast? watchdog timer 255 levels, 1~255 sec. expansion interface 1 x full-size mini pci express mini card with msata  supported 1 x half-size mini pci express mini card  battery lithium lithium 3v/220mah power input 2 x 2-pin connector +12v dc-in only at auto power on function supported power requirements tbd size 146 x 104 mm board thickness 1.6 mm temperature -40c ~ +85c (-40f ~ 185f), operation relative humidity 10% ~ 95% relative humidity, non-condensing mio 2 x rs-232/422/485 2 x rs-232 sata 1 x sata-300 hardware monitoring detect cpu/system temperature, voltage and fan speed  ethernet 2 port 10/100/1000 mbps supports wake-on-lan, rpl/pxe  boot rom with intel i210it audio hd codec audio as mic-in/line-in/line-out/speaker out with  realtek alc662 usb 4 x usb 2.0 smbus system management bus for advanced monitoring/control digital i/o 8 channels in/out programmed chipset intel ?  integrated gfx graphic engine memory size share system memory display interface 1 x vga  1 x lvds; 18/24-bit single/dual channel 1 x hdmi lvds cfast tm pci express mini card  (full-size) w/msata  supported pci express mini card  (half-size) ddr3l so-dimm audio hdmi vga ethernet 1/2 usb 1/2 com 3/4 com 1  com 2
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