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		  Datasheet File OCR Text:


		  aries land grid array socket, 16x16 grid, 256 pin, [.050] 1.27 pitch note: aries specializes in custom design and production.  in addition to the standard products shown on this page, special materials, platings, sizes, and configurations can be furnished, depending on quantities.  aries reserves the right to change product specifications without notice. features: ? uses same surface mount soldering technology as bga devices. ? lga device is accurately aligned and seated in socket base prior to mounting of top.   ? controlled contact deflection. ? simple mounting hardware requiring standard tools. ? intergral blind surface mount inserts in the base solder to top side of pcb and intergral flanged threaded inserts provide ample mounting pressure on device to eliminate need for backing plate on bottom side of pcb.  also reduces strain on solder ball terminations. ? open window or metal top for heat sink application available as a special feature.   specifications: ? base and lid are ul 94v-0 glass filled lcp; color=natural.   ? contacts are heat treated beryllium copper alloy per qq-c-533. ? contact plating is 30 m [.76 m m] min. gold per mil-g-45204 over  30-50 m [.76-1.27 m m] min. nickel per qq-n-290. ? solder ball terminations are 90/10 lead/tin. ? solder paste is 63/37 eutectic. ? solder mask is dryfilm. ? hardware consists of tin/nickel plated blind &  #2-56 threaded inserts and stainless steel slotted screws.   ? self inductance=1.50nh/contact @ 100mhz per eia 364, test proc. 69. ? capacitance=
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