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		  Datasheet File OCR Text:


		   ir transceiver module description   the koi-6713bt is a small form package infrared transceiver(ir)   module manufactured by  auk corp and it?s ideal for various   kinds of wireless mobile communications such as cellular phones,    pdas, and even pos terminals including irfm dongles.   fully compliant to irda data 1.4 physical layer   specifications and it supports the data rate from 9.6kbps to    115.2kbps features             compliant to irda 1.4 low power standard           wide voltage operation : 2.4 ~ 3.6v           compact package integrated transmitter and receiver            (7.0l x 2.70w x 1.2t)             led stuck-high protection           lead-free & high reliability package applications         cellular phone           personal computer(desk-top pc, lap-top pc)         printers, vending machine, atm         personal digital assistants.(pda) absolute maximum ratings  [t a  = 25    ] v v cc +0.5 unit v v ma ma v 75 50 200 v cc +0.5 max. 5.0 3.8 60 -  min. -0.5 -0.5 -20 -20 - - -0.5 parameter v txd conditions -  - -  -  -    electrical characteristics [ta = 25   , v cc =3.3v ]          supply current v ns ns ns ns - - cm - 200 600 600 100 deg. 1/5vcc 3.0 vcc v 60 50 200 20 60 2.0 600 600 2.2 50 50 60 45 - 880 - - - 140 15 - 1.9 50 100 1.4 - - 30 - 30 - 4/5 vcc - - 30 1.5 - - tpw(rxd)=1.63     at  115.2kbit/s br=115.2kbit/s br=115.2kbit/s - - - - - - tpw(rxd)=1.63      at 115.2kbit/s br=115.2kbit/s br=115.2kbit/s tl trw d 2    1/2 tstpw tr tf   p v oh tsrpw conditions shutdown idle symbol icc1 icc2 ttw  communication distance  receiver latency time  receiver wakeup time  peak sensitivity wavelength  high level output voltage  low level ouput voltage  rx sir pulse width  fall time  spectral bandwidth 2    1/2  rise time  viewing angle  data output pulse width  t xd  wakeup time  fall time  peak emission wavelength nm deg.  viewing angle   p nm nm - - receiver - - 875 -- tr tf  rise time v ol unit min. 0.5 -- typ. max. parameter the contents of this data sheet are subject to change without advance notice for the purpose of improvement. when using this product, would you please refer to the latest specifications. koi-6713bt

 ordering information package outline dimensions (unit : mm) part number packaging type quantity KOI-6702ATS tape and reel 2,500 the contents of this data sheet are subject to change without advance notice for the purpose of improvement. when using this product, would you please refer to the latest specifications. koi-6713bt mounting center nc t v | u { p u n g j l u { l y    ? m p k | j p h s   gnd vcc led a sd rxd txd
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