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		  desco west  - 3651 walnut avenue, chino, ca 91710 ? (909) 627-8178 desco east  - one colgate way, canton, ma 02021-1407 ? (781) 821-8370 ? website: desco.com tb-2039  page 1 of 4 ? 2012 desco industries, inc. employee owned made in the united states of america calibration unit for testers installation, operation and maintenance description the desco  07010  calibration unit is designed to verify  whether a tester is operating within specifications.   this product can be used as one of the tools to fulfill  the ansi/esd s20.20 paragraph 6.1.3.2 compliance  verification plan.  the  07010  calibration unit is a  passive device and requires no power source.  the  calibration unit is manufactured with industry accepted  test ranges for both wrist straps and foot grounders.   the wrist strap pass range is set at 750k - 10m, while  the foot ground test range is set at 750k - 100m.  the  desco calibration unit is calibrated to nist traceable  standards.  the desco  07010  calibration unit is to be used with the  following items: july 2012 figure 1.  desco 07010  calibration unit packaging 1   calibration  unit 2   test  leads with banana plug terminals 1   certificate  of calibration operation wrist strap tester 1.   plug one of the included test leads into the black banana    jack  labeled e on the calibration unit.  connect the    opposite  end of the test lead into the yellow banana jack    located  on the  19240  wrist strap tester.   technical  bulletin tb-2039   item description 19240 wrist strap tester 19250 combo wrist strap / footwear tester 19252 combo wrist strap / footwear tester with  stand 19253 combo wrist strap / footwear tester with  foot plate 19350 wrist strap touch tester, 120vac 19351 wrist strap touch tester, 220vac figure 2.  connecting the test lead from banana jack e  on the calibration unit to the banana jack on the wrist  strap tester 2.   connect  the second test lead to the red 675k banana jack    labeled  a on the calibration unit.  touch the opposite    end  of the test lead to test plate on the wrist strap tester    and  press down to activate the test.  be sure not to touch    the  banana plug or test plate with your skin. 3.   observe  the response from the wrist strap tester.  the    alarm  should sound, and the low led should illuminate    red. 4.   repeat the procedure for test points b (825k), c (8.5m)    and  d (11.5m).  the expected test results can be found in    the  following table. test  point resistance  value test output a 675k fail low b 825k pass c 8.5m pass d 11.5m fail high 

 desco west  - 3651 walnut avenue, chino, ca 91710 ? (909) 627-8178 desco east  - one colgate way, canton, ma 02021-1407 ? (781) 821-8370 ? website: desco.com tb-2039  page 2 of 4 ? 2012 desco industries, inc. employee owned figure 3.  verifying the calibration of the wrist strap  tester combo wrist strap / footwear tester testing the wrist strap circuit 1.   plug one of the included test leads into the black banana    jack  labeled e on the calibration unit.  connect the    opposite  end of the test lead into the yellow banana jack    labeled  wrist cord on the combo wrist strap /    footwear  tester.  toggle the switch to the wrist    cord  position. 2.   connect  the second test lead to the red 675k banana jack    labeled  a on the calibration unit.  touch the opposite    end  of the test lead to test plate on the combo tester    and  press down to activate the test.  be sure not to touch    the  banana plug or test plate with your skin. 3.   observe  the response from the combo tester.  the alarm    should  sound, and the low led should illuminate red. 4.   repeat the procedure for test points b (825k), c (8.5m)    and  d (11.5m).  the expected test results can be found in    the  following table. figure 4.  connecting the test lead from banana jack e  on the calibration unit to the wrist cord banana jack  on the combo tester test  point resistance  value test output a 675k fail low b 825k pass c 8.5m pass d 11.5m fail high testing the footwear circuit 1.   plug one of the included test leads into the black banana    jack  labeled e on the calibration unit.  connect the    opposite  end of the test lead into the yellow banana jack    labeled  footplate on the combo wrist strap /    footwear  tester.  toggle the switch to the footplate    position. figure 5.  verifying the calibration of the wrist strap  circuit in the combo tester figure 6.  connecting the test lead from banana jack e  on the calibration unit to the footplate banana jack  on the combo tester 2.   connect  the second test lead to the red 675k banana jack    labeled  a on the calibration unit.  touch the opposite    end  of the test lead to test plate on the combo tester    and  press down to activate the test.  be sure not to touch    the  banana plug or test plate with your skin. 3.   observe  the response from the combo tester.  the alarm    should  sound, and the low led should illuminate red. 4.   repeat the procedure for test points b (825k), c (80m)    and  d (120m).  the expected test results can be found in   the  following table.  

 desco west  - 3651 walnut avenue, chino, ca 91710 ? (909) 627-8178 desco east  - one colgate way, canton, ma 02021-1407 ? (781) 821-8370 ? website: desco.com tb-2039  page 3 of 4 ? 2012 desco industries, inc. employee owned test  point resistance  value test output a 675k fail low b 825k pass c 80m pass d 120m fail high figure 7.  verifying the calibration of the footwear circuit  in the combo tester wrist strap touch tester 1.   plug one of the included test leads into the black banana    jack  labeled e on the calibration unit.  connect the    opposite  end of the test lead into one of the yellow    banana  jacks located on the wrist strap touch tester.     power  the wrist strap touch tester. figure 8.  connecting the test lead from banana jack e  on the calibration unit to one of the banana jacks on the  wrist strap touch tester specifications accuracy: 2% dimensions: 3.2" l x 4.4" w x .9" h (8.1 cm x 11.2 cm x 2.3 cm) weight: 4 oz (.1 kg) test  point resistance  value test output a 675k fail low b 825k pass c 8.5m pass d 11.5m fail high figure 9.  verifying the calibration of the wrist strap  touch tester 2.   connect  the second test lead to the red 675k banana jack    labeled  a on the calibration unit.  touch the opposite    end  of the test lead to test plate on the wrist strap touch    tester  to activate the test.  be sure not to touch the    banana  plug or test plate with your skin. 3.   observe  the response from the wrist strap touch tester.     the  alarm should sound, and the low led should    illuminate  red. 4.   repeat the procedure for test points b (825k), c (8.5m)    and  d (11.5m).  the expected test results can be found in    the  following table.  

 desco west  - 3651 walnut avenue, chino, ca 91710 ? (909) 627-8178 desco east  - one colgate way, canton, ma 02021-1407 ? (781) 821-8370 ? website: desco.com tb-2039  page 4 of 4 ? 2012 desco industries, inc. employee owned limited warranty desco expressly warrants that for a period of one (1) year from the date of purchase desco calibration units will be free of defects in material (parts) and  workmanship (labor).  within the warranty period, a credit for purchase of replacement desco calibration units, or, at descos option, the calibration unit  will be repaired or replaced free of charge.  if product credit is issued, the amount will be calculated by multiplying the unused portion of the expected one  year life times the original unit purchase price. call our customer service department at 909-627-8178 (chino, ca) or 781-821-8370 (canton, ma) for a  return material authorization (rma) and proper shipping instructions and address. please include a copy of your original packing slip, invoice, or other  proof of date of purchase. any unit under warranty should be shipped prepaid to the desco factory. warranty replacements will take approximately two  weeks. if your unit is out of warranty, call our customer service department at 909-627-8178 (chino, ca) or 781-821-8370 (canton, ma) for a return material  authorization (rma) and proper shipping instructions and address. desco will quote repair charges necessary to bring your unit up to factory standards. warranty exclusions the foregoing express warranty is made in lieu of all other product warranties, expressed and implied, including  merchantability and fitness for a particular purpose which are specifically disclaimed. the express warranty will not apply to  defects or damage due to accidents, neglect, misuse, alterations, operator error, or failure to properly maintain, clean or repair products. limit of liability in no event will desco or any seller be responsible or liable for any injury, loss or damage, direct or consequential, arising out of the use of or the  inability to use the product. before using, users shall determine the suitability of the product for their intended use, and users assume all risk and liability  whatsoever in connection therewith.  
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