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		  Datasheet File OCR Text:


		  typical impedance characteristics part numbering system 178 cg01-j surface mount emi filters chip ferrite array bla3216 series the bla3216 is a series of chip ferrite bead inductors  which feature muratas original emi suppression technology as well as an improved design based on the single circuit type blm series. impedance rated dc operating dimensions: mm series (ohms) current resistance temperature at 100mhz (ma) (ohms max.) range  bla3216a300sg4 30  25% 200 0.10  bla3216a600sg4 60  25% 0.25  bla3216a121sg4 120  25% 150 0.30  bla3216a221sg4 220  25%  bla3216a601sg4 600  25% 100 0.50 ?5?  bla3216a102sg4 1000  25% 50 0.70 ~  bla3216b121sd4 120  25% 150 0.40 +125?  bla3216b221sd4 220  25% 150 0.45  bla3216b471sd4 470  25% 100 0.55  bla3216b601sd4 600  25% 0.65 1206 1.6    0.2 0.3    0.2 0.8    0.2 0.8    0.1 0.4    0.2 3.2    0.3 bla 3216 a 121 sg 4 t1 chip size power impedance char. no. of ferrite 3216: a: standard code circuits array 3.2 x 1.6mm b: high speed at 100mhz 121: 120 ohms packaging code t1: tape & reel b1: bulk specifications bla3216a300sg4 100 50 25 0 impedance (ohms) 1 10 100 1000 frequency (mhz) 75 bla3216a600sg4 100 50 25 0 impedance (ohms) 1 10 100 1000 frequency (mhz) 75 bla3216a121sg4 200 150 100 50 0 impedance (ohms) 1 10 100 1000 frequency (mhz) bla3216a221sg4 400 300 200 100 0 impedance (ohms) 1 10 100 1000 frequency (mhz) bla3216a601sg4 800 600 400 200 0 impedance (ohms) 1 10 100 1000 frequency (mhz) bla3216a102sg4 1200 600 300 0 impedance (ohms) 1 10 100 1000 frequency (mhz) 900  available as standard through authorized murata electronics distributors.

 surface mount emi filters chip ferrite array typical impedance characteristics  cg01-j 179 bla3216 series bla3216b121sd4 400 300 200 100 0 impedance (ohms) 1 10 100 1000 frequency (mhz) bla3216b471sd4 1000 600 400 200 0 impedance (ohms) 1 10 100 1000 frequency (mhz) 800 bla3216b221sd4 500 300 200 100 0 impedance (ohms) 1 10 100 1000 frequency (mhz) 400 bla3216b601sd4 1200 600 300 0 impedance (ohms) 1 10 100 1000 frequency (mhz) 900 surface mount emi filters
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