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		  Datasheet File OCR Text:


		  yageo corporation   dip / smd inductors smd power inductors scd series features halogen free products unshield construction smd drum inductor shapes and dimensions   unit: mm   applications power  supply  choke  for  small  electrical  equipments  such  as vtr,  lcd  display,  notebook,  pc,  communication equipment, and so on b c land pattern a b xxx c d a type a b c d a b c scd0315t 3.3  0.15 3.5  0.15 1.6  0.3 1.60  3.20  3.50  0.80 scd0302t 3.0  0.3 3.5  0.3 2.1  0.3 1.60  3.20  3.50  0.80 scd0402t 4.0  0.3 4.5  0.3 2.0  0.3 1.20  5.00  4.50  1.90 scd0403t 4.0  0.3 4.5  0.3 3.2  0.3 1.20  5.00  4.50  1.90 scd0502t 5.2  0.3 5.8  0.3 2.0  0.3 5.40  2.20  5.40  1.60 scd0503t 5.2  0.3 5.8  0.3 3.0  0.3 1.60  6.00  5.40  2.20 scd0504t 5.2  0.3 5.8  0.3 4.5  0.3 1.60  6.00  5.40  2.20 scd0703t 7.0  0.3 7.8  0.3 3.5  0.3 2.00  8.00  7.50  3.00 scd0705t 7.0  0.3 7.8  0.3 5.0  0.3 2.00  8.00  7.50  3.00 scd1004t 9.0  0.3 10  0.3 4.0  0.3 2.50  10.0  9.50  3.75 scd1005t 9.0  0.3 10  0.3 5.4  0.3 2.50  10.0  9.50  3.75 product identification  scd 0403 t - 1r0 m - hf halogen free tolerance inductance packing style dimensions product symbol   tolerance: j = 5%, k = 10%, l = 15%, m = 20%,    p = 25%, n = 30%, y = min  

 78 electrical characteristics   scd0315t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0315t-1r0m 1.00  20.0  100.0  48.0  1.60 scd0315t-1r5m 1.50  20.0  100.0  100.0  1.55 scd0315t-2r2m 2.20  20.0  100.0  78.0  1.47 scd0315t-3r3m 3.30  20.0  100.0  126.0  1.34 scd0315t-3r9m 3.90  20.0  100.0  140.0  1.24 scd0315t-4r7m 4.70  20.0  100.0  158.0  1.22 scd0315t-5r6m 5.60  20.0  100.0  186.0  1.09 scd0315t-6r8m 6.80  20.0  100.0  213.0  0.96 scd0315t-8r2m 8.20  20.0  100.0  238.0  0.84 scd0315t-100m 10.00  20.0  1.0  307.0  0.70 scd0315t-120m 12.00  20.0  1.0  372.0  0.65 scd0315t-150m 15.00  20.0  1.0  466.0  0.59 scd0315t-180m 18.00  20.0  1.0  515.0  0.54 scd0315t-220m 22.00  20.0  1.0  656.0  0.48 scd0315t-270m 27.00  20.0  1.0  774.0  0.43 scd0315t-330m 33.00  20.0  1.0  1021.0  0.37 scd0315t-390m 39.00  20.0  1.0  1122.0  0.32 scd0315t-470m 47.00  20.0  1.0  1509.0  0.26 scd0315t-560m 56.00  20.0  1.0  1675.0  0.24 scd0315t-680m 68.00  20.0  1.0  1919.0  0.23 scd0315t-820m 82.00  20.0  1.0  2644.0  0.21 scd0315t-101m 100.00  20.0  1.0  2870.0  0.19 scd0315t-121m 120.00  20.0  1.0  4084.0  0.17 scd0315t-151m 150.00  20.0  1.0  4774.0  0.16 scd0315t-181m 180.00  20.0  1.0  5699.0  0.14 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c   

 79 electrical characteristics  scd0302t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0302t-1r0m 1.00  20.0  100.0  35.0  3.34  scd0302t-2r2m 2.20  20.0  100.0  59.0  2.35  scd0302t-3r3m 3.30  20.0  100.0  98.0  1.83  scd0302t-4r7m 4.70  20.0  100.0  137.0  1.50  scd0302t-5r6m 5.60  20.0  100.0  157.0  1.36  scd0302t-6r8m 6.80  20.0  100.0  196.0  1.22  scd0302t-8r2m 8.20  20.0  100.0  230.0  1.09  scd0302t-100m 10.00  20.0  1.0  286.0  0.95  scd0302t-120m 12.00  20.0  1.0  322.0  0.88  scd0302t-150m 15.00  20.0  1.0  398.0  0.82  scd0302t-180m 18.00  20.0  1.0  520.0  0.76 scd0302t-220m 22.00  20.0  1.0  660.0  0.63 scd0302t-270m 27.00  20.0  1.0  760.0  0.62 scd0302t-330m 33.00  20.0  1.0  870.0  0.56 scd0302t-390m 39.00  20.0  1.0  1100.0  0.51 scd0302t-470m 47.00  20.0  1.0  1250.0  0.47 scd0302t-560m 56.00  20.0  1.0  1590.0  0.42 scd0302t-680m 68.00  20.0  1.0  1820.0  0.38 scd0302t-820m 82.00  20.0  1.0  2440.0  0.34 scd0302t-101m 100.00  20.0  1.0  2840.0  0.31 scd0302t-121m 120.00  20.0  1.0  3190.0  0.28 scd0302t-151m 150.00  20.0  1.0  4200.0  0.16 scd0302t-181m 180.00  20.0  1.0  5110.0  0.15 scd0302t-221m 220.00  20.0  1.0  7310.0  0.14 scd0302t-271m 270.00  20.0  1.0  8240.0  0.12 scd0302t-331m 330.00  20.0  1.0  10190.0  0.10 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c  

 80 electrical characteristics  scd0402t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0402t-2r7m 2.70  20.0  100.0  65.0  1.50 scd0402t-4r7m 4.70  20.0  100.0  95.0  1.40 scd0402t-100m 10.00  20.0  1.0  180.0  0.97 scd0402t-220m 22.00  20.0  1.0  450.0  0.60 scd0402t-260m 26.00  20.0  1.0  470.0  0.55 scd0402t-330m 33.00  20.0  1.0  500.0  0.54 scd0402t-390m 39.00  20.0  1.0  700.0  0.50 scd0402t-470m 47.00  20.0  1.0  800.0  0.48 scd0402t-560m 56.00  20.0  1.0  900.0  0.45 scd0402t-101m 100.00  20.0  1.0  1500.0  0.10 scd0402t-151m 150.00  20.0  1.0  3200.0  0.09 electrical characteristics  scd0403t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0403t-1r0m 1.00  20.0  100.0  33.0  3.80 scd0403t-2r2m 2.20  20.0  100.0  47.0  2.60 scd0403t-3r3m 3.30  20.0  100.0  58.0  2.15 scd0403t-3r9m 3.90  20.0  100.0  76.0  1.98 scd0403t-4r7m 4.70  20.0  100.0  94.0  1.70 scd0403t-6r8m 6.80  20.0  100.0  117.0  1.41 scd0403t-8r2m 8.20  20.0  100.0  132.0  1.26 scd0403t-100m 10.00  20.0  1.0  182.0  1.15 scd0403t-120m 12.00  20.0  1.0  210.0  1.05 scd0403t-150m 15.00  20.0  1.0  235.0  0.92 scd0403t-180m 18.00  20.0  1.0  338.0  0.84 scd0403t-220m 22.00  20.0  1.0  378.0  0.76 scd0403t-270m 27.00  20.0  1.0  522.0  0.71 scd0403t-330m 33.00  20.0  1.0  540.0  0.64 scd0403t-390m 39.00  20.0  1.0  587.0  0.59 scd0403t-470m 47.00  20.0  1.0  844.0  0.54 scd0403t-560m 56.00  20.0  1.0  937.0  0.50 scd0403t-680m 68.00  20.0  1.0  1117.0  0.46 scd0403t-820m 82.00  20.0  1.0  1180.0  0.43 scd0403t-101m 100.00  20.0  1.0  1190.0  0.41 scd0403t-121m 120.00  20.0  1.0  1220.0  0.38 scd0403t-151m 150.00  20.0  1.0  1400.0  0.35 scd0403t-181m 180.00  20.0  1.0  1500.0  0.31 scd0403t-221m 220.00  20.0  1.0  1641.0  0.29 scd0403t-271m 270.00  20.0  1.0  2890.0  0.26 scd0403t-331m 330.00  20.0  1.0  3760.0  0.20 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c   

 81 electrical characteristics  scd0502t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0502t-1r0m 1.00  20.0  100.0  50.0  4.20 scd0502t-2r2m 2.20  20.0  100.0  80.0  3.20 scd0502t-3r3m 3.30  20.0  100.0  120.0  2.40 scd0502t-3r9m 3.90  20.0  100.0  140.0  2.00 scd0502t-4r7m 4.70  20.0  100.0  150.0  1.80 scd0502t-5r6m 5.60  20.0  100.0  160.0  1.50 scd0502t-6r8m 6.80  20.0  100.0  170.0  1.40 scd0502t-8r2m 8.20  20.0  100.0  200.0  1.30 scd0502t-100m 10.00  20.0  1.0  230.0  1.10 scd0502t-120m 12.00  20.0  1.0  250.0  1.05 scd0502t-150m 15.00  20.0  1.0  300.0  1.00 scd0502t-180m 18.00  20.0  1.0  350.0  0.90 scd0502t-220m 22.00  20.0  1.0  400.0  0.85 scd0502t-270m 27.00  20.0  1.0  500.0  0.75 scd0502t-330m 33.00  20.0  1.0  550.0  0.70 scd0502t-390m 39.00  20.0  1.0  650.0  0.60 scd0502t-470m 47.00  20.0  1.0  750.0  0.55 scd0502t-560m 56.00  20.0  1.0  950.0  0.50 scd0502t-680m 68.00  20.0  1.0  1200.0  0.45 scd0502t-820m 82.00  20.0  1.0  1400.0  0.40 scd0502t-101m 100.00  20.0  1.0  1750.0  0.35 scd0502t-121m 120.00  20.0  1.0  2000.0  0.25 scd0502t-151m 150.00  20.0  1.0  2600.0  0.22 scd0502t-181m 180.00  20.0  1.0  3700.0  0.19 scd0502t-221m 220.00  20.0  1.0  4000.0  0.18 scd0502t-271m 270.00  20.0  1.0  4200.0  0.17 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c  

 82 electrical characteristics  scd0503t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0503t-1r0m 1.00  20.0  100.0  38.0  4.50 scd0503t-2r2m 2.20  20.0  100.0  45.0  3.50 scd0503t-3r3m 3.30  20.0  100.0  55.0  2.80 scd0503t-3r9m 3.90  20.0  100.0  64.0  2.60 scd0503t-4r7m 4.70  20.0  100.0  72.0  2.50 scd0503t-5r6m 5.60  20.0  100.0  84.0  2.40 scd0503t-6r8m 6.80  20.0  100.0  90.0 2.20 scd0503t-8r2m 8.20  20.0  100.0  100.0  2.00 scd0503t-100m 10.00  20.0  1.0  120.0  1.80 scd0503t-120m 12.00  20.0  1.0  130.0  1.75 scd0503t-150m 15.00  20.0  1.0  150.0  1.70 scd0503t-180m 18.00  20.0  1.0  180.0  1.60 scd0503t-220m 22.00  20.0  1.0  220.0  1.50 scd0503t-270m 27.00  20.0  1.0  240.0  1.40 scd0503t-330m 33.00  20.0  1.0  300.0  1.10 scd0503t-390m 39.00  20.0  1.0  400.0  1.00 scd0503t-470m 47.00  20.0  1.0  430.0  0.90 scd0503t-560m 56.00  20.0  1.0  500.0  0.85 scd0503t-680m 68.00  20.0  1.0  600.0  0.80 scd0503t-820m 82.00  20.0  1.0  800.0  0.65 scd0503t-101m 100.00  20.0  1.0  900.0  0.60 scd0503t-121m 120.00  20.0  1.0  1000.0  0.58 scd0503t-151m 150.00  20.0  1.0  1300.0  0.43 scd0503t-181m 180.00  20.0  1.0  1500.0  0.41 scd0503t-221m 220.00  20.0  1.0  2000.0  0.38 scd0503t-271m 270.00  20.0  1.0  2500.0  0.35 scd0503t-331m 330.00  20.0  1.0  3200.0  0.28 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c   

 83 electrical characteristics  scd0504t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0504t-1r0m 1.00  20.0  100.0  20.0  5.00 scd0504t-1r5m 1.50  20.0  100.0  25.0  4.80 scd0504t-2r2m 2.20  20.0  100.0  17.0  4.50 scd0504t-2r7m 2.70  20.0  100.0  30.0  3.50 scd0504t-3r3m 3.30  20.0  100.0  34.0  3.00 scd0504t-4r7m 4.70  20.0  100.0  40.0  2.80 scd0504t-6r8m 6.80  20.0  100.0  80.0  2.50 scd0504t-100m 10.00  20.0  1.0  100.0  1.44 scd0504t-120m 12.00  20.0  1.0  120.0  1.40 scd0504t-150m 15.00  20.0  1.0  140.0  1.30 scd0504t180m 18.00  20.0  1.0  150.0  1.23 scd0504t-220m 22.00  20.0  1.0  180.0  1.11 scd0504t-270m 27.00  20.0  1.0  200.0  0.97 scd0504t-330m 33.00  20.0  1.0  230.0  0.88 scd0504t-390m 39.00  20.0  1.0  320.0  0.80 scd0504t-470m 47.00  20.0  1.0  370.0  0.72 scd0504t-560m 56.00  20.0  1.0  420.0  0.68 scd0504t-680m 68.00 20.0  1.0  460.0  0.61 scd0504t-820m 82.00  20.0  1.0  600.0  0.58 scd0504t-101m 100.00  20.0  1.0  700.0  0.52 scd0504t-121m 120.00  20.0  1.0  930.0  0.48 scd0504t-151m 150.00  20.0  1.0  1100.0  0.40 scd0504t-181m 180.00  20.0  1.0  1380.0  0.38 scd0504t-221m 220.00  20.0  1.0  1570.0  0.35 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c  

 84 electrical characteristics  scd0703t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0703t-1r0m 1.00  20.0  100.0  18.0  7.00 scd0703t-1r5m 1.50  20.0  100.0  20.0  6.00 scd0703t-2r2m 2.20  20.0  100.0  23.0  5.00 scd0703t-3r3m 3.30  20.0  100.0  25.0  4.00 scd0703t-4r7m 4.70  20.0  100.0  39.0  3.50 scd0703t-6r8m 6.80  20.0  100.0  40.0  2.80 scd0703t-100m 10.00  20.0  1.0  80.0  1.44 scd0703t-120m 12.00  20.0  1.0  90.0  1.39 scd0703t-150m 15.00  20.0  1.0  100.0  1.24 scd0703t-180m 18.00  20.0  1.0  110.0  1.12 scd0703t-220m 22.00  20.0  1.0  130.0  1.07 scd0703t-270m 27.00  20.0  1.0  150.0  0.94 scd0703t-330m 33.00  20.0  1.0  170.0  0.85 scd0703t-390m 39.00  20.0  1.0  220.0  0.74 scd0703t-470m 47.00  20.0  1.0  250.0  0.68 scd0703t-560m 56.00  20.0  1.0  280.0  0.64 scd0703t-680m 68.00  20.0  1.0  330.0  0.59 scd0703t-820m 82.00  20.0  1.0  410.0  0.54 scd0703t-101m 100.00  20.0  1.0  480.0  0.51 scd0703t-121m 120.00  20.0  1.0  540.0  0.49 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c   

 85 electrical characteristics  scd0705t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd0705t-1r0m 1.00  20.0  100.0  13.0  7.50 scd0705t-1r5m 1.50  20.0  100.0  16.0 6.50 scd0705t-2r2m 2.20  20.0  100.0  23.0  5.30 scd0705t-3r3m 3.30  20.0  100.0  28.0  4.50 scd0705t-4r7m 4.70  20.0  100.0  45.0  4.00 scd0705t-6r8m 6.80  20.0  100.0  58.0  3.20 scd0705t-100m 10.00  20.0  1.0  70.0  2.30 scd0705t-120m 12.00  20.0  1.0  80.0  2.00 scd0705t-150m 15.00  20.0  1.0  90.0  1.80 scd0705t-180m 18.00  20.0  1.0  100.0  1.60 scd0705t-220m 22.00  20.0  1.0  110.0  1.50 scd0705t-270m 27.00  20.0  1.0  120.0  1.30 scd0705t-330m 33.00  20.0  1.0  130.0  1.20 scd0705t-390m 39.00  20.0  1.0  160.0  1.10 scd0705t-470m 47.00  20.0  1.0  180.0  1.00 scd0705t-560m 56.00  20.0  1.0  240.0  0.94 scd0705t-680m 68.00  20.0  1.0  280.0  0.85 scd0705t-820m 82.00  20.0  1.0  370.0  0.78 scd0705t-101m 100.00  20.0  1.0  430.0  0.72 scd0705t-121m 120.00  20.0  1.0  470.0  0.66 scd0705t-151m 150.00  20.0  1.0  640.0  0.58 scd0705t-181m 180.00  20.0  1.0  710.0  0.51 scd0705t-221m 220.00  20.0  1.0  960.0  0.49 scd0705t-271m 270.00  20.0  1.0  1110.0  0.42 scd0705t-331m 330.00  20.0  1.0  1260.0  0.40 scd0705t-391m 390.00  20.0  1.0  1770.0  0.36 scd0705t-471m 470.00  20.0  1.0  1960.0  0.34 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c  

 86 electrical characteristics  scd1004t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd1004t-1r0m 1.00  20.0  100.0  12.0  8.70 scd1004t-1r5m 1.50  20.0  100.0  16.0 7.48 scd1004t-2r2m 2.20  20.0  100.0  20.0  5.40 scd1004t-3r3m 3.30  20.0  100.0  28.0  2.85 scd1004t-4r7m 4.70  20.0  100.0  38.0  2.75 scd1004t-6r8m 6.80  20.0  100.0  42.0  2.65 scd1004t-100m 10.00  20.0  1.0  50.0 2.38 scd1004t-120m 12.00  20.0  1.0  60.0  2.13 scd1004t-150m 15.00  20.0  1.0  70.0  1.87 scd1004t-180m 18.00  20.0  1.0  80.0  1.73 scd1004t-220m 22.00  20.0  1.0  90.0  1.60 scd1004t-270m 27.00  20.0  1.0  100.0  1.44 scd1004t-330m 33.00  20.0  1.0  120.0  1.26 scd1004t-390m 39.00  20.0  1.0  150.0  1.20 scd1004t-470m 47.00  20.0  1.0  170.0  1.10 scd1004t-560m 56.00  20.0  1.0  200.0  1.01 scd1004t-680m 68.00  20.0  1.0  220.0  0.91 scd1004t-820m 82.00  20.0  1.0  250.0  0.85 scd1004t-101m 100.00  20.0  1.0  340.0  0.74 scd1004t-121m 120.00  20.0  1.0  400.0  0.69 scd1004t-151m 150.00  20.0  1.0  540.0  0.61 scd1004t-181m 180.00  20.0  1.0  620.0  0.56 scd1004t-221m 220.00  20.0  1.0  720.0  0.53 scd1004t-271m 270.00  20.0  1.0  950.0  0.45 scd1004t-331m 330.00  20.0  1.0  1100.0  0.42 scd1004t-391m 390.00  20.0  1.0  1240.0  0.38 scd1004t-471m 470.00  20.0  1.0  1530.0  0.35 scd1004t-561m 560.00 20.0  1.0  1900.0  0.32 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c   

 87 electrical characteristics  scd1005t part no. inductance tolerance test frequency dc resistance rated current   (h) (%) (khz/0.3v) (m  ) max. (a) max. scd1005t-1r0m 1.00  20.0  100.0  9.0  8.63 scd1005t-2r2m 2.20  20.0  100.0  16.0  7.20 scd1005t-3r3m 3.30  20.0  100.0  18.0  6.50 scd1005t-4r7m 4.70  20.0  100.0  20.0  5.50 scd1005t-6r8m 6.80  20.0  100.0  40.0  4.50 scd1005t-100m 10.00  20.0  1.0  60.0  2.60 scd1005t-150m 15.00  20.0  1.0  70.0  1.72 scd1005t-180m 18.00  20.0  1.0  80.0  1.58 scd1005t-220m 22.00  20.0  1.0  90.0  1.42 scd1005t-270m 27.00  20.0  1.0  100.0  1.32 scd1005t-330m 33.00  20.0  1.0  110.0  1.16 scd1005t-390m 39.00  20.0  1.0  120.0  1.10 scd1005t-470m 47.00  20.0  1.0  140.0  1.00 scd1005t-560m 56.00  20.0  1.0  190.0  0.93 scd1005t-680m 68.00  20.0  1.0  210.0  0.85 scd1005t-820m 82.00  20.0  1.0  280.0  0.79 scd1005t-101m 100.00  20.0  1.0  340.0  0.72 scd1005t-121m 120.00  20.0  1.0  370.0  0.63 scd1005t-151m 150.00  20.0  1.0  510.0  0.55 scd1005t-181m 180.00  20.0  1.0  570.0  0.50 scd1005t-221m 220.00  20.0  1.0  780.0  0.47 scd1005t-271m 270.00  20.0  1.0  870.0  0.41 scd1005t-331m 330.00  20.0  1.0  1200.0  0.37 scd1005t-471m 470.00  20.0  1.0  1500.0  0.33 scd1005t-561m 560.00  20.0  1.0  1900.0  0.30 scd1005t-681m 680.00  20.0  1.0  2250.0  0.28 scd1005t-821m 820.00  20.0  1.0  2550.0  0.24 note: isat: dc current at which the inductance drops 25% from its value without current irms: the actual current when temperature of coil becomes   t = 40 c  

 88 tape dimensions   unit: mm type a0 b0 k0 p w t scd0315t 3.45 3.65 1.9  8 12 0.4 scd0302t 3.3 3.5 2.4  8 12 0.4 scd0402t 4.3 4.8 2.3  8 12 0.4 scd0403t 4.3 4.8 3.5  8 12 0.4 scd0502t 5.5 6.1 2.3  8 12 0.4 scd0503t 5.5 5.1 3.3  8 12 0.4 scd0504t 5.5 5.1 4.8  8 16 0.4 scd0703t 7.3 8.1 3.8  12 16 0.4 scd0705t 7.3 8.1 5.3  12 16 0.4 scd1004t 9.3 10.3 4.3  12 24 0.4 scd1005t 9.3 10.3 5.7  12 24 0.4              packaging quantity   type bulk quantity/reel casket/reel casket quantity/box scd0315t v 2500 3 5 37500 scd0302t v 2500 3 5 37500 scd0402t v 2000 3 5 30000 scd0403t v 2000 3 5 30000 scd0502t v 2000 3 5 30000 scd0503t v 1500 3 5 22500 scd0504t v 1500 3 5 22500 scd0703t v 1000 3 5 15000 scd0705t v 500 3 5 7500 scd1004t v 500 3 5 7500 scd1005t v 500 3 5 7500 w3 xxx b01 a01 t0.05 p1 1.55 2 4 1.75 k0   
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