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		  Datasheet File OCR Text:


		  features    android 4.0 operating system     3.8 wvga (480 x 800) tft-lcd; sunlight readable;            five point capacitive touch screen     wireless radio        wlan: ieee 802.11 b/g/n          wpan: v4.0          wwan: wcdma 850 / 1900 / 2100 ;         gsm 850 / 900 / 1800 / 1900: hsdpa: 7.2mb/s ; hsupa: 5.76 mb/s    gps - enabled & agps supported    data capture: ccd / 1d laser engine / 2d imager / nfc pn544 (13.56 mhz)    5m pixel camera with af flash led (standard) / 2m pixel cmos       without af (option)      rechargeable 2600mah li-ion battery / 3.7v    1.2m drop and ip54 sealing  physical characteristics dimensions  (l x w x h)  140.9 x 72.9 x 27.3(mm) / 5.5 x 2.9 x 1.1(inch) weight 177g  5g (excluding battery) expansion slot  microsd x 1, support microsdhc sim slot sim slot x1 (combo with microsd slot) sam slot sam slot x1 (for nfc) notifcation  vibrator, triple led (r, g, b) keypad/button  5  keys, 2 side keys audio speaker  90db 1khz @ 10cm headset/ receiver/ microphone 3.5 mm  headset x 1 / receiver x 1/ microphone x 1 light sensor with light sensor g sensor with g sensor compass with compass proximity  sensor with proximity sensor performance characteristics cpu  1.2ghz dual cpu memory 768mb ddr sdram / 4gb emmc flash interface usb 2.0 otg working environment  operating  temperature ccd : 0c ~ 40c   1d & 2d : -10c ~ 50c charging  temperature 0c ~ 40c storage  temperature -20c ~ 60c humidity 10% to 90% @ 25c, non-condensing esd  +/- 12kv (air discharge), +/- 8kv (direct discharge) data capture wireless ccd ccd imager 1d 1d laser engine 2d 2d imager nfc nfc pn544 (13.56mhz) with sam slot x 1 wlan ieee 802.11 b/g/n wpan bluetooth v4.0 wwan wcdma 850 / 1900 / 2100 ; gsm 850 / 900 / 1800 / 1900: hsdpa: 7.2mb/s ;  hsupa: 5.76 mb/s imx-3000 industrial mobile handheld device www.adlinktech.com  

 ordering information model name description imx-3020 rugged handheld unit, ccd, qualcomm, android 4.0, nfc, 2m camera, bt/wifi, gps, 3.5g high speed, 2600mah - eu imx-3150 rugged handheld unit, laser, qualcomm, android 4.0, nfc, 5m camera, bt/wifi, gps, 3.5g high speed, 2600mah - eu imx-3250 rugged handheld unit, 2d, qualcomm, android 4.0, nfc, 5m camera, bt/wifi, gps, 3.5g high speed, 2600mah - eu IMX-1100 charging cradle with extra battery slot scan window io cover function key scan button power key side buttons camera lens battery cover charging pad product illustration imx-3000 industrial mobile handheld device www.adlinktech.com  
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