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		  Datasheet File OCR Text:


		  tel: +44 1460 256 100 fax: +44 1460 256 101 www.golledge.com golledge electronics ltd ashwell park, ilminster somerset, ta19 9dx, uk saw filter 1575.420mhz for gps - low loss m odel : t a0176a part no:  MA04851 rev. no. : 1 ta0176a v1 1 a.   maximum rating : 1.input power level: 10  db m 2.dc voltage: 5 v 3. operating temperature: - 4 0  c  to +85  c 4. storage temperature: - 5 0  c  to +100  c b.   electrical  characteristics : item min. typ. max. center frequency                       fc        (db) - 1575.42 - insertion loss   1574.22 ~1576.62 mhz    il       (db) - 1.5 2.2 amplitude ripple  (p-p)  1574.22 ~ 1576.62 mhz   (db) - 0.15 1.0 attenuation   (reference level from 0 db) dc ~ 1382       mhz                          (db) 37 40 - 1382 ~ 1397      mhz  ( if image frequency )       (db) 40 47 - 1397 ~ 1478      mhz                           (db) 40 45 - 1478 ~ 1487      mhz  ( local frequency )           (db) 40 47 - 1487 ~ 1500      mhz                           (db) 30 52 - 1625 ~ 1640      mhz                           (db) 30 49 - 1640 ~ 2000      mhz                           (db) 38 42 - 2000 ~ 2800      mhz                           (db) 33 41 - 2800 ~ 3000      mhz                           (db) 30 34 - vswr  within   1574.22 ~1576.62 mhz - 1.1 2.0 source impedance                     zs   ( w ) - 50 - load impedance                         z l       ( w ) - 50 - note1. no matching network required for operation at 50  w

 tel: +44 1460 256 100 fax: +44 1460 256 101 www.golledge.com golledge electronics ltd ashwell park, ilminster somerset, ta19 9dx, uk saw filter 1575.420mhz for gps - low loss m odel : t a0176a part no:  MA04851 rev. no. : 1 ta0176a v1 2 c. frequency  characteristics:

 tel: +44 1460 256 100 fax: +44 1460 256 101 www.golledge.com golledge electronics ltd ashwell park, ilminster somerset, ta19 9dx, uk saw filter 1575.420mhz for gps - low loss m odel : t a0176a part no:  MA04851 rev. no. : 1 ta0176a v1 3 d. reflections  functions : s11 vswr s22 vswr

 tel: +44 1460 256 100 fax: +44 1460 256 101 www.golledge.com golledge electronics ltd ashwell park, ilminster somerset, ta19 9dx, uk saw filter 1575.420mhz for gps - low loss m odel : t a0176a part no:  MA04851 rev. no. : 1 ta0176a v1 4 e. measurement circuit:   50w   hp network analyzer   50w   saw filter   b   e    a,c,d,f   f .outline drawing:

 tel: +44 1460 256 100 fax: +44 1460 256 101 www.golledge.com golledge electronics ltd ashwell park, ilminster somerset, ta19 9dx, uk saw filter 1575.420mhz for gps - low loss m odel : t a0176a part no:  MA04851 rev. no. : 1 ta0176a v1 5 g. packing :  1. reel dimension               2. tape dimension 176 tad
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