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		  Datasheet File OCR Text:


		  features    large package size    for use with precision potentiometers up to   20 turns   excellent readability    precision feel - no backlash   cast housing   rohs compliant* applications   power supplies   sensors   medical   automation   test equipment     h-46  turns-counting dial *rohs directive 2002/95/ec jan. 27, 2003 including annex and rohs recast 2011/65/eu june 8, 2011.  speci  cations are subject to change without notice. the device characteristics and parameters in this data sheet can and do vary in different applications and actual device perfor mance may vary over time. users should verify actual device performance in their speci  c applications. rev. 01/14 *rohs compliant   mechanical and physical characteristics number of turns ............................................................................................................... .............................................................. 0 to 20 dial divisions ................................................................................................................ ...........................................................100 per turn readability ?over 10 turns ................................................................................................... ..................................within 1/100 of a turn torque with brake engaged ..................................................................................................... .........21.18 n-cm (30.0 oz.-in.) maximum markings ...................................................................................................................... ............................... black on chrome background locking brake ................................................................................................................. ......................................................................yes weight ........................................................................................................................ ....................................................73 grams (2.5 oz.) set screw ..................................................................................................................... .....................................unc n4-44, one included set screw tightening torque ................................................................................................... ............16.94 n-cm (1.5 lbs.-in.) minimum hex key size .................................................................................................................. ......................................................... 1.5 mm hex   shaft and bushing requirements shaft diameter requirements ................................................................................................... ................................ refer to chart below shaft extension beyond panel .................................................................................................. .................. 17.5 mm (0.689 in.) minimum    23.5 mm (0.925 in.) maximum bushing extension beyond panel ................................................................................................ ................ 4.5 mm (0.177 in.) maximum   h-46 mounting instructions   using the existing antirotation lug   1. drill 3.2 mm (0.125) diameter antirotation      pin hole on vertical centerline 14.3 mm      (0.562) below center of potentiometer    mounting hole.   2. mount potentiometer shaft counterclock-     wise to obtain minimum resistance or      voltage ratio. this is not necessarily      identical with the mechanical stop. 3.  loosen set screws in knob of dial. set dial to ?.0?reading. 4.  while holding outer ring of dial, position unit lightly against    panel. tighten knob set screws to potentiometer shaft. how to order   part accepts shaft   number  diameter  finish   h-46-6a    6.35 mm (.250)  satin       chrome   h-46-6m    6 mm (.236)  satin       chrome       using the antirotation device     1.  remove antirotation lug from dial        by using pliers.     2.  mount potentiometer in panel with        antirotation device nut (supplied        with dial) and lockwasher (supplied     with potentiometer).     3.  turn potentiometer shaft counter-       clockwise to obtain minimum        resistance or voltage ratio. this is        not necessarily identical with the     mechanical stop. 4.  loosen set screws in knob of dial. set dial to ?.0?reading. 5.  while holding outer ring of dial, position unit lightly against panel.    tighten knob set screws to potentiometer shaft.  dimensional drawings dimensions:  mm  (inches) 24.0 (.944) 12.50 (.492) 46.0 (1.811) 10.31 (.405) 14.30 (.562) 3.17 (.124) panel layout dia. dia.
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