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		  Datasheet File OCR Text:


		  bulkhead feed-thrus glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com e-13 e table i: connector dimensions shell size a thread 0.1 p-0.3l-ts-2 b dim c dim max d dia e dim f thread x1-6g-0.100r 9 .6250 .945(24.0) 1.090(27.7) .698(17.7) .322(8.9) m17 11 .7500 1.063(27.0) 1.280(32.5) .822(20.9) .385(9.8) m20 13 .8750 1.260(32.0) 1.400(35.6) 1.010(27.6) .479(12.3) m25 15 1.0000 1.417(36.0) 1.530(38.9) 1.135(28.8) .541(13.7) m28 17 1.1875 1.457(37.0) 1.660(42.2) 1.260(32.0) .604(15.3) m32 19 1.2500 1.614(41.0) 1.840(46.7) 1.385(35.2) .635(16.1) m35 21 1.3750 1.811(46.0) 1.970(50.5) 1.510(38.4) .698(17.7) m38 23 1.5000 1.968(50.0) 2.090(53.1) 1.635(41.5) .760(19.3) m41 25 1.6250 2.017(51.2) 2.210(56.1) 1.760(44.7) .822(20.9) m44 e d dia recommended panel cut-out insert arrangements per mil-dtl-38999 series iii mil-std-1560 b c 2.000 (50.8) max a thread f thread .520/.500 (13.2/12.7) to rear of red full-mate indicator band .890 (22.6) max .125  (3.2) 233-103-h9 jam nut mount hermetic plug/receptacle bulkhead feed-thru for mil-dtl-38999 series iii type shell size 09 11 13 15 17 19 21 23 25 alternate positions: a, b, c, d, e (n = normal) contact termination p  - pin on plug side s - socket on plug side connector series 233 -  d38999 series iii type 233 - 103 - h9 p 11 - 35 p n - 01 connector type 103 - hermetic  bulkhead feed-thru shell style h9 - jam nut mount plug/ receptacle gender changer connector material and finish z1 - cres, passivated zl - cres, nickel finish panel accomodation 01 - .0625 (min)  .125 (max) 02 - .0625 (min)  .250 (max) 03 - .0625 (min)  .500 (max) panel  accomodation   application notes power to a given contact on one end will result in power to contact directly  1.  opposite, regardless of identifcation letter. hermeticity = less than 1 x 10 2.  -4   cc/sec at one atmosphere. not for use in liquid  atmosphere. material/fnish:   3.  shell, nut C cres/passivated, carbon steel/fused tin or cres/nickel per qq-n -290.    contacts C gold plated. pin: alloy 52; skt.: copper alloy          insulator C fused vitreous glass/n.a.            seals C ?uorosilicone rubber/n.a. metric dimensions (mm) are indicated in parentheses. 4.  insert arrangement per mil-dtl-38999 series iii mil-std-1560 
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