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		  Datasheet File OCR Text:


		  protektive pak 13520 monte vista avenue, chino, ca 91710 phone (909) 627-2578, fax (909) 363-7331 protektivepak.com drawing number 37800 date: 11/06 tek-mate? board handlers ? 2006 desco industries inc. employee owned specifications for corrugated material: properties typical values test procedures/method electrostatic decay 0.01 seconds at 72f and 11.8% r.h. fed-std-101, method 4046 surface resistance 10e6 - 10e8 ohms/sq. after 11 days at 68f and 12% r.h.  for surface. 10e3 - 10e4 ohms/sq. for buried shielding layer astm d257 high-voltage discharge resistance failure rate 0/5 (no oxide damage in five consecutive tests) rockwell international test report of december 20, 1991 static shielding 99.9% attenuation at 10kv; 99.6% attenuation at 30kv eia 541, appendix e, capacitive probe test charged device model (cdm) safety rtg >10e7 ohms at 86% r.h. or less rockwell international test report of december 20, 1991 corrosivity contains 1-3 ppm reducible sulfur fed-std-101, method 3005 for reducible sulfur sloughing test negligible surface damage at 10 cycles and 37800 12 x 18 male 39852 12 x 18 female 37801 18 x 24 male 39854 18 x 24 female specifications for foam: property test method results density astm d3575-91 1.9 lb/ft 3 surface resistivity eos/esd ds111-1993 10e7 - 10e9 ohms/sq corrosivity ts 1021ba (uk mod) pass water extract ts 1021ba (uk mod) pass total chlorine ts 1021ba (uk mod) pass recommended operating  temperature range internal +200f to -95f tear strength astm d3575-91 14 lbf/in tensile strength astm d2575-91 44 psi
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