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		  Datasheet File OCR Text:


		  the capacity drift after adjustment is very low and having a very thin dustproof structure,  these capacitors are most suited to the fine adjustment of items. the plastic is a high temperature liquid-crystal polymer with low dielectric loss and good mechanical strength.  dimensions and standard land patterns  tape and reel specifications   chip ceramic t r immer capacitor   c c h h i i p p     c c e e r r a a m m i i c c     t t r r i i m m m m e e r r     c c a a p p a a c c i i t t o o r r         v v c c 0 0 3 3 r r     s s e e r r i i e e s s       are m i niature and ultra-thin type surface m ounting devices, and are recom m ended for iniaturization  of electronic equipm ent.    1  uniohm corporation 

 features 1. ??????  small size: 3.2(w)4.5(l)1.5(h) mm. 2. ??????  designed for reflow soldering. 3. ??????  lowest capacitance drift. 4. ??????  very good q and high resonant frequency 5. ??????  color coded case permits easy identification 6. ??????  sealed construction prevents the penetration of flux and dust. applications ? ??  hybrid ics and micro module ? ??  portable radio equipment and portable cassette tape player ? ??    vtr camera and camcorders ? ??    pagers ? ??  cordless telephones and mobile telephones ???? ratings and characteristics ???? parts numbering  packing 1000pcs/reel ?f 3000pcs/reel 1. ceramic trimmer capacitor vc03 series 2. r: plastic case  3. terminal type (surface mounting) 4. capacitance value operating temperature temperature coefficient ( ppm /  ?  ) 100 vdc 220 vdc -25 j  to 85 j 500 104mo min. 10~72 gf-cm torque capacitance(pf min) case color q value (at 1 mhz, c max ) insulation resistance VC03RSM03 n1500250 300 500 500 500 % - 0 20.0 +50 % pink green +50 - 0 % 6.0 +50 % - 0 n47060 dc withstanding voltage capacitance(pf max) 3.0 +50 - 0 2.0 max. 110 vdc n47060 n1000250 n1500250 vc03 r sm 03 1 2 3 4 dc working voltage % 50 vdc black blue white 8.0 max. 10.0 3.0 max. 5.0 max. vc03rsm06 1.5 max. vc03rsm10 vc03rsm20 vc03rsm30 - 0 30.0 +50   chip ceramic t r immer capacitor 2  uniohm corporation 
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