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		  Datasheet File OCR Text:


		  adsl magnetics for use in adsl pots low pass filters b963.a (10/03) part alcatel part no. inductance turns ratio dcr hi-pot application number (h) ( 2% ) ( ? max) (vac) b2061 1ab 01965 0027 (6-2) 282.5 5% 1:1 2% (6-2)=(3-5) 1.00 500 coupled inductor - cpe  3 B2062 1ab 01965 0026 (6-2) 238.5 5% 1:1 2% (6-2)=(3-5) 0.76 500 coupled inductor - cpe (2-6)/(3-7)=1.65 (1-6)=(2-1) 1.00 b2090 1ab 01897 0017 (3-7) 7680 min (3-7)/(4-8)=2.00 (3-7) 1.80 500 hybrid transformer - cpe (2-1)/(1-6)=1.00 (4-8) 0.75 (2-6)/(3-7)=1.125 (1-6)=(2-1) 0.20 b2091 1ab 01897 0018 (3-7) 844 min (3-7)/(4-8)=2.00 (3-7) 0.19 500 hybrid transformer - co  4 (1-6)/(3-7)=1.125 (4-8) 0.11 (2-12)/(8-6)=1.00 (2-11)=(1-12) 0.58 b2098 1ab 02126 0130 (2-12) 441.5 5% (2-11)/(1-12)=1.00 (8-5)=(7-6) 0.50 2000 transformer - cpe (8-5)/(7-6)=1.00 ? b2099 1ab 02363 0016  1 (1-3) 500.5 5% (4-6)/(1-3)=1.00 (4-6)=(1-3) 2.10 500 coupled inductor - co/cpe  b2100 1ab 02363 0017  2 (1-3) 91.0 10% (4-6)/(1-3)=1.00 (4-6)=(1-3) 0.85 500 coupled inductor - co b2101 1ab 06932 0017 (2-6) 96.0 5% ? (2-6) 0.42 500 inductor - co (2-12)/(8-6)=2.00 (2-11)=(1-12) 0.32 b2102 1ab 02126 0113 (2-12) 409.5 5% (2-11)/(1-12)=1.00 (8-5)=(7-6) 0.19 2000 transformer - co (8-5)/(7-6)=1.00 ? 1  formerly alcatel part number 1ab 07111 0008 2  formerly alcatel part number 1ab 07111 0007 3 cpe - customer premise equipment 4 co - central office electrical specifications @ 25c ? operating temperature -40c to 85c mechanical schematic transformers and inductors for use with alcatel's dynamite adsl chipset for central office and customer premise applications .300 7,62 .100 2,54 .300 7,62 .100 2,54 .300 7,62 .300 7,62   .445  max  11,30   .445  max  11,30 .138  .020 3,50  0,50 .012 x .028 0,30 x 0,70   .512  max  13,00   .413  max  10,50 .020 0,50 6 2 3 5 6 2 b2061/B2062 b2101 b2061/B2062/b2101 dimensions: inches mm unless otherwise specified, all tolerances are  .010 0,25 weight  . . . . . . . . . . . . . .2.5 grams tray  . . . . . . . . . . . . . . . . . . .75/tray us 858 674 8100 ? ?         uk 44 1483 401 700 ? ?         france 33 3 84 35 04 04 ? ?         singapore 65 6287 8998 ? ?         taiwan 886 2 2698 0228 ? ?         hong kong 852 2788 6588 ? ?         http://www.pulseeng.com

 b963.a (10/03) for more information : performance warranty of products offered on this data sheet is limited to the parameters specified. data is subject to change w ithout notice. other brand and product names mentioned herein may be products and/or registered trademarks of their respective owners. printed on recycled paper.  ?2003, pulse engineering, inc. adsl magnetics for use in adsl pots low pass filters schematics .295 7,49  .433  max 11,00 .020 5,08 8 x .313  max 7,95 .134  .015 3,40  0,38 .294 7,47 .098 2,50  .465  max 11,81  .447  max 11,35 b209x date code country of mfg.  .409  max 10,39 4 3 2 1 8 7 6 5 3 1 8 6 2 4 7 b2090/b2091 .138  .020 3,50  0,50   .650  max  16,50 b2098/b2102 date code country of origin  1.004  max  25,50   .965  max  24,50 .300 7,62 .100 2,54 .100 2,54 .100 2,54 .100 2,54 .300 7,62 .100 2,54 .100 2,54 .100 2,54 .100 2,54 8 6 7 5 2 12 1 11 b2098/b2102 b2099/b2100 date code country of mfg. .200 5,08 .200 5,08 .020 5,08 4 x  ? 31 46  .370  max  9,40  .465  max 11,81 .100 2,54  .450  max 11,43 .175  max 4,45 .035 x .015 0,89 x .038 .100 2,54 1 3 4 6 b2099/b2100 dimensions: inches mm unless otherwise specified, all tolerances are  .010 0,25 weight  . . . . . . . . . . . . . .3.6 grams tray  . . . . . . . . . . . . . . . . . . .75/tray dimensions: inches mm unless otherwise specified, all tolerances are  .010 0,25 weight  . . . . . . . . . . . . . .14.4 grams tray  . . . . . . . . . . . . . . . . . . .56/tray dimensions: inches mm unless otherwise specified, all tolerances are  .010 0,25 weight  . . . . . . . . . . . . . .2.3 grams tray  . . . . . . . . . . . . . . . . . . .80/tray mechanicals united states (worldwide) 12220 world trade drive san diego, ca  92128 u.s.a. http://www.pulseeng.com tel: 858 674 8100 fax: 858 674 8262 united kingdom (northern europe) 1 & 2 huxley road the surrey research park guildford, surrey gu2 5re united kingdom tel: 44 1483 401700 fax: 44 1483 401701 france (southern europe) zone industrielle f-39270 orgelet france tel: 33 3 84 35 04 04 fax: 33 3 84 25 46 41 taiwan, r.o.c. (northern asia) 3f-4, no. 81, sec. 1 hsintai wu road hsi-chih, taipei hsien taiwan, r.o.c. tel:   886 2 2698 0228 fax: 886 2 2698 0948 singapore  (southern asia) 150 kampong ampat #07-01/02 ka centre singapore 368324 tel: 65 6287 8998 fax: 65 6280 0080 hong kong  (china/hong kong) 9/f, phase 2, tai sang  shatin warehouse centre 6 wong chuk yeung street fotan, shatin, hong kong tel: 852 2788 6588 fax: 852 2776 1055 distributor
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