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		  Datasheet File OCR Text:


		    miniature switch   e21-e36 series         features     ?    8 contact ratings     dc ratings optional  ?    standard or light force versions available  ?    high temperature versions optional  ?    agency approved long life versions optional     electrical ratings and operating life   according to ul 1054  switch  series   nominal load  electrical life at rated load  e21  0.1a 125 vac  (0.25a, 30vdc optional )    6000**  e22  3a 125/250 vac, 1/10 hp 250 vac  (0.1a, 125vdc optional)  6000  e23  5a ?  hp, 125/250 vac  6000  e31  1a 125 vac  6000  e33  10a ? hp 125/250 vac  (6a 30vdc optional)     6000**   e34  15a ? hp 125/250 vac   6000*   e35  20.1a ? hp 125/250 vac  6000   e36  25a 125/250 vac; 1 hp 125 vac, 2 hp 250 vac  6000   * indicates 100k ul life available on ac ve rsions optional.     ** indicates 100k ul life available on ac and dc versions optio nal    contact factory for  new  part number.  technical specifications   material specifications  case:  general purpose phenolic  common terminal:   silver plated brass (e21, e22, e23, e31, e33, e34, e35)  silver plated copper (e36)  temperature  rating:   -40c to 85c       (130c and 150c optional. not  available on e36. contact factory for  special part numbers.)  no & nc terminal:   brass (e21, e22, e23, e31, e33, e34, e35)  copper (e36)  flammability  rating:  ul94hb  moving blade:   brass (e21, e33, e23)  silver plated beryllium copper  (e31, e33, e34, e35, e36)  actuating button  thermoplastic acetal  mounting:  recommended screw:  #4-40 round  head, ul approved.  recommended torque:  3 inch lbs. max  auxiliary actuator:  cold rolled steel (nickel plated)  (e21 and e22 use aluminum)  ul file no.:  e23301  rohs  compliant  contacts:  silver alloy  gold crosspoint:  e21 and e31  fine silver:  e22  specifications subject to change    e34 only     ul approval  only on e35    not  recommended  for  new  designs  please  review  our  d4  series  http://www.cherrycorp.com/english/switches/miniature/d4.htm 

   miniature   e21-e36 series     dimensions   inches  common terminal dimensions valid for 0.187? qc terminals only   not  recommended  for  new  designs  please  review  our  d4  series  http://www.cherrycorp.com/english/switches/miniature/d4.htm 

   miniature   e21-e36 series       actuators  standard type integral hinged lever and roller actuators are  available in choice of 2 mounting positions.  actuation  lengths are dimensioned from  the centerline of the switch  mounting hole as shown.                                                       plastic actuator for -90n and -90nx switches   plastic actuator for -50n and -50nx switches     roller actuator   straight leaf actuator        note:  plastic levers only available on 85c rated switches       not  recommended  for  new  designs  please  review  our  d4  series  http://www.cherrycorp.com/english/switches/miniature/d4.htm 

   miniature   e21-e36 series  actuator specifications     not  recommended  for  new  designs  please  review  our  d4  series  http://www.cherrycorp.com/english/switches/miniature/d4.htm 

   miniature   e21-e36 series       terminals                 0.187 x 0.020 qc terminals  suffix -00  screw terminals (special order)  suffix -10  solder terminals (special order)  suffix -20  0.250 x 0.032 qc terminals  suffix -40  note:   0.187? quick connect terminals are  standard i.e. part number e21-00a               to order 0.250? quick connect  terminals ?add? the suffix to the part number, i.e. e21-40a      circuitry    standard force  light force  terminal  spdt  spst no  spst nc  spdt  spst no  spst nc  qc    0.187?  -00a  -01a  -02a -00ax -01ax -02ax  screw -10a -11a -12a  -10ax -11ax -12ax  solder -20a -21a - 22a -20ax -21ax -22ax  qc    0.250?  -40a  -41a  -42a -40ax -41ax -42ax  note:   1.  spdt contact arrangement is standar d.  in general, normally open switches may be ordered by changing the suffix number  from -00 to -01 and normally closed may be ordered by changin g the suffix from -00 to -02.  see above for assistance.              2.  e35 and e36 only available as light force with 0.250? qc terminals.      ordering information  1.  select the contact rating  prefix you need (e21-e36).    2.  combine the prefix with the correspondin g terminal configuration.  for example pa rt number e21-00h will provide you with a  gold crosspoint miniature switch with 0.187? qc terminal s and a straight lever with  a 0.865? actuation length  3.  to order a normally open version simply ?add 1? to the suffi x to obtain e21-01h and normally closed ?add 2? for part number  e21-02h.  4.  to order a e21-00h with .screw terminals, ?add? the new term inal code (-10) to the part number ? e21-10h will be the resulti ng  part number for a miniature switch with screw terminals and a straight lever with a 0.865? actuation length.      contact   call, fax or visit our  website for more information.     zf electronics corporation  11200 88th avenue  pleasant prairie, wi 53158    phone: 262.942.6500  web:  www.cherrycorp.com   email:  cep_sales@zf.com   fax: 262.942.6566  the manufacturer accepts no  liability for errors or non-availability,  and reserves the right to change  specifications without prior notice.    technical data relates to product  specifications only. features may  differ from those described. only  drawings combined with product  specifications shall be deemed  binding.      ? 2007 zf electronics corporation    last updated: 061212   not  recommended  for  new  designs  please  review  our  d4  series  http://www.cherrycorp.com/english/switches/miniature/d4.htm 
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