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		  Datasheet File OCR Text:


		  europe basingstoke, uk +44 1256 812812 australasia queenstown, sa, australia +61 8 8240 2244 canada guelph,  ontario  (519)  822-2960 st. laurent, quebec (514) 343-9010 usa cheektowaga,  ny  (716)  651-0086 www .hamm ondmfg.com 56 ? p.c. card guide (1590 series) other key fea tures ?  rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure. ?  lap joint construction provides protection against access of dust and splashing water. also provides for improved   emi/rfi shielding. ?  painted version is painted with tough powder paint for a lasting finish, even after machining. ?  designed to meet ip54. ?  integral card guides cast in, accept 1.5 mm (0.062) p.c. cards. accessories enclosure uses machine screws into threaded holes... lap joint construction... countersunk lid with machine screws into drilled and tapped holes... vibra finished for a smooth surface with no sharp edges... low draft angle for easy p.c. board mounting... notes: - assembled height = dimension c + .16 (4.0 mm) - wall & lid thickness is roughly .08 (2 mm) and varies with draft due to part being cast. - for detailed drawings, cad files or color photos visit our website at:  www.hammondmfg.com base detail lid detail p .c. board card adaptors allows horizontal mounting of p.c. board(s).  see accessories section for full details! 1591z6  - package of 6 1591z50  - package of 50 1591z100  - package of 100 replacement screws see parts table (next page)

 57 www .ham mondm fg.com ? canada guelph,  ontario  (519)  822-2960 st. laurent, quebec (514) 343-9010 usa cheektowaga,  ny  (716)  651-0086 europe basingstoke, uk +44 1256 812812 australasia queenstown, sa, australia +61 8 8240 2244 p.c. card guide (1590 series) flanged version key  fea tures ?  same as previous page. ?  factory installed flanges. ?  lid screws are exposed for easy enclosure   access. ?  designed to meet  ip54. r e b m u n t r a p s t i n u s n o i s n e m i d . x p a t f a r d w e r c s d a e r h t r e b m u n t r a p d e t n i a p n u k c a l b d e g n a l f ) d e t n i a p n u ( d i l d e g n a l f ) d e t n i a p n u ( a b c o n ( ) d i l t n e m e c a l p e r ) 0 0 1 . g k p ( s w e r c s l 0 9 5 1k b l 0 9 5 1f l 0 9 5 1- h c n i6 9 . 38 9 . 13 8 .  2m m 0 1 x 5 . 0 - 3 m 0 0 1 s m 1 9 5 1 m m1 0 10 51 2 m 0 9 5 1k b m 0 9 5 1f m 0 9 5 1- h c n i8 4 . 49 4 . 26 0 . 1  2m m 0 1 x 5 . 0 - 3 m 0 0 1 s m 1 9 5 1 m m4 1 13 67 2 n 0 9 5 1k b n 0 9 5 1f n 0 9 5 1l f n 0 9 5 1 h c n i5 7 . 41 6 . 22 4 . 1  2" 2 / 1 x 2 3 - 6 0 0 1 s m 0 9 5 1 m m1 2 16 66 3 p 0 9 5 1k b p 0 9 5 1f p 0 9 5 1l f p 0 9 5 1 h c n i1 0 . 64 2 . 31 8 . 1  2" 2 / 1 x 2 3 - 6 0 0 1 s m 0 9 5 1 m m3 5 12 86 4 r 0 9 5 1k b r 0 9 5 1f r 0 9 5 1- h c n i5 5 . 78 3 . 44 2 . 2  2" 2 / 1 x 2 3 - 6 0 0 1 s m 0 9 5 1 m m2 9 11 1 17 5 flanged lid version key  fea tures ?  same as previous page. ?  lid screws are hidden against wall or shelf for   extra security. ?  designed to meet  ip54. notes:  assembled height = dimension c + .16 (4.0 mm). wall & lid thickness is roughly .08 (2 mm) and varies with draft due to part being cast. for detailed drawings, cad files or color photos visit our website at:  www.hammondmfg.com

 europe basingstoke, uk +44 1256 812812 australasia queenstown, sa, australia +61 8 8240 2244 canada guelph,  ontario  (519)  822-2960 st. laurent, quebec (514) 343-9010 usa cheektowaga,  ny  (716)  651-0086 www .hamm ondmfg.com 58 ? p.c. card guide (1590 series) r e b m u n t r a pr e b m u n t r a p r e b m u n t r a p r e b m u n t r a pr e b m u n t r a p s t i n us t i n u s t i n u s t i n us t i n u s n o i s n e m i ds n o i s n e m i d s n o i s n e m i d s n o i s n e m i ds n o i s n e m i d . x p a. x p a . x p a . x p a. x p a t f a r dt f a r d t f a r d t f a r dt f a r d d e t n i a p n ud e t n i a p n u d e t n i a p n u d e t n i a p n ud e t n i a p n u k c a l bk c a l b k c a l b k c a l bk c a l b a a a a a b b b b b c c c c c ) d i l o n () d i l o n ( ) d i l o n ( ) d i l o n () d i l o n ( n w 0 9 5 1n w 0 9 5 1 n w 0 9 5 1 n w 0 9 5 1n w 0 9 5 1k b n w 0 9 5 1k b n w 0 9 5 1 k b n w 0 9 5 1 k b n w 0 9 5 1k b n w 0 9 5 1 h c n i5 7 . 41 6 . 22 4 . 1  2 m m1 2 16 66 3 p w 0 9 5 1p w 0 9 5 1 p w 0 9 5 1 p w 0 9 5 1p w 0 9 5 1k b p w 0 9 5 1k b p w 0 9 5 1 k b p w 0 9 5 1 k b p w 0 9 5 1k b p w 0 9 5 1 h c n i1 0 . 64 2 . 31 8 . 1  2 m m3 5 12 86 4 r e b m u n t r a pr e b m u n t r a p r e b m u n t r a p r e b m u n t r a pr e b m u n t r a p s t i n us t i n u s t i n u s t i n us t i n u s n o i s n e m i ds n o i s n e m i d s n o i s n e m i d s n o i s n e m i ds n o i s n e m i d . x p a. x p a . x p a . x p a. x p a t f a r dt f a r d t f a r d t f a r dt f a r d d e t n i a p n ud e t n i a p n u d e t n i a p n u d e t n i a p n ud e t n i a p n u k c a l bk c a l b k c a l b k c a l bk c a l b a a a a a b b b b b c c c c c ) d i l o n () d i l o n ( ) d i l o n ( ) d i l o n () d i l o n ( l f n w 0 9 5 1l f n w 0 9 5 1 l f n w 0 9 5 1 l f n w 0 9 5 1l f n w 0 9 5 1k b l f n w 0 9 5 1k b l f n w 0 9 5 1 k b l f n w 0 9 5 1 k b l f n w 0 9 5 1k b l f n w 0 9 5 1 h c n i5 7 . 41 6 . 22 4 . 1  2 m m1 2 16 66 3 l f p w 0 9 5 1l f p w 0 9 5 1 l f p w 0 9 5 1 l f p w 0 9 5 1l f p w 0 9 5 1k b l f p w 0 9 5 1k b l f p w 0 9 5 1 k b l f p w 0 9 5 1 k b l f p w 0 9 5 1k b l f p w 0 9 5 1 h c n i1 0 . 64 2 . 31 8 . 1  2 m m3 5 12 86 4 watertight version watertight flanged lid version key  fea tures ?  same as previous page. ?  bead of silicone rubber around lid perimeter. ?  designed to meet  ip65. ?  painted version uses tough powder paint on exterior only. key  fea tures ?  same as previous page. ?  lid screws are hidden against wall or shelf for extra   security. ?  bead of silicone rubber around lid perimeter. ?  designed to meet  ip65. ?  painted version uses tough powder paint on exterior only. watertight flanged version key  fea tures ?  same as previous page. ?  bead of silicone rubber around lid perimeter. ?  designed to meet  ip65. ?  painted version uses tough powder paint on exterior only. r e b m u n t r a p s t i n u s n o i s n e m i d . x p a t f a r d d e t n i a p n u k c a l b a b c ) d i l o n ( f n w 0 9 5 1k b f n w 0 9 5 1 h c n i5 7 . 41 6 . 22 4 . 1  2 m m1 2 16 66 3 f p w 0 9 5 1k b f p w 0 9 5 1 h c n i1 0 . 64 2 . 31 8 . 1  2 m m3 5 12 86 4
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