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		  Datasheet File OCR Text:


		  39 features applications   compact size and resin case.   improved safety and suppressing self-heating.   high frequency circuit, high voltage resonant  circuit, snubber circuit and protection of  semiconductors such as igbt, ipm and mosfet.    circuit    dimensions unit: mm w0.5 f1.0   d0.05 t0.5 h0.5 15min. HCP-S  series high pulse capacitor high pulse capacitors metalized polypropylene film capacitor    model numbering system c hp 0 5 4v104ks series name standard type 450wv  630wv 1,000wv 1,250wv the first two digits stands for capacitance (pf). the third digit is for the  number of continuing zero. k 10% rated voltage capacitance tolerance of capacitance electrical specifications operating temperature: -40~+85c dimensions (mm) w 17.0 17.0 17.0 17.0 25.0 25.0 30.0 30.0 30.0 17.0 17.0 17.0 17.0 17.0 17.0 17.0 25.0 25.0 25.0 30.0 30.0 30.5 41.0 41.0 25.0 30.5 41.0 17.0 25.0 25.0 25.0 25.0 30.0 30.0 30.5 41.0 41.0 41.0 ht 5.0 5.5 6.5 8.0 6.5 8.0 11.0  11.0  13.5  5.0 5.0 5.0 5.0 5.5 6.5 8.0 8.0 8.0 10.0  11.0  13.5  16.0  15.5  17.5  8.0 16.0  17.5  8.0 6.5 6.5 8.0 10.0 11.0 13.5 16.0 15.5 15.5 17.5 12.0 12.5 13.5 15.0 16.0 17.5 22.0 22.0 24.5 12.0 12.0 12.0 12.0 12.5 13.5 15.0 17.5 17.5 19.5 22.0 24.5 28.0 28.0 32.5 17.5 28.0 32.5 15.0 16.0 16.0 17.5 19.5 22.0 24.5 28.0 28.0 28.0 32.5 f 15.0 15.0 15.0 15.0 22.5 22.5 27.5 27.5 27.5 15.0 15.0 15.0 15.0 15.0 15.0 15.0 22.5 22.5 22.5 27.5 27.5 27.5 37.5 37.5 22.5 27.5 37.5 15.0 22.5 22.5 22.5 22.5 27.5 27.5 27.5 37.5 37.5 37.5 d 0.6 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.6 0.6 0.6 0.6 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.0 1.0 1.0 0.8 1.0 1.0 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.0 1.0 1.0 1.0 dissipation factor test voltage insulation resistance 0.001max. (at 1k100hz) rated voltage 1.75vdc (2~5sec)  c  0.33  f 50 , 000m  min. (at 20c, 100vdc) c > 0.33  f 20 , 000  ?fmin.  (at 20c, 100vdc) rated voltage 450vdc 630vdc 1000vdc 1250vdc model number hcp450v473k-s hcp450v683k-s hcp450v104k-s hcp450v154k-s hcp450v224k-s hcp450v334k-s hcp450v474k-s hcp450v684k-s hcp450v105k-s hcp630v103k-s hcp630v153k-s hcp630v223k-s hcp630v333k-s hcp630v473k-s hcp630v683k-s hcp630v104k-s hcp630v154k-s hcp630v224k-s hcp630v334k-s hcp630v474k-s hcp630v684k-s hcp630v105k-s hcp630v155k-s hcp630v225k-s hcp1000v104k-s hcp1000v474k-s hcp1000v105k-s hcp1250v103k-s hcp1250v153k-s hcp1250v223k-s hcp1250v333k-s hcp1250v473k-s hcp1250v683k-s hcp1250v104k-s hcp1250v154k-s hcp1250v224k-s hcp1250v334k-s hcp1250v474k-s capacitance  f10% 0.047 0.068 0.1 0.15 0.22 0.33 0.47 0.68 1.0 0.01 0.015 0.022 0.033 0.047 0.068 0.1 0.15 0.22 0.33 0.47 0.68 1.0 1.5 2.2 0.1 0.47 1.0 0.01 0.015 0.022 0.033 0.047 0.068 0.1 0.15 0.22 0.33 0.47 it is possible to use from more than 85c to 105c by derating of rated voltage.

 40 HCP-S  series high pulse capacitor    permissible current data (r.m.s. value) 10 100 1,000 frequency (khz) 8.0 7.0 6.0 5.0 4.0 3.0 2.0 1.0 0.0 permissible current (arms) 2.2  f hcp450v series hcp630v(103-104) series hcp630v(154 - 225) series 10 100 1,000 frequency (khz) 10 100 1,000 frequency (khz) 10 100 1,000 frequency (khz) 10 100 1,000 frequency (khz) 10 100 1,000 frequency (khz) 8.0 7.0 6.0 5.0 4.0 3.0 2.0 1.0 0.0 7.0 6.0 5.0 4.0 3.0 2.0 1.0 0.0 permissible current (arms) 4.0 3.0 2.0 1.0 0.0 permissible current (arms) 1.0  f 0.68  f 0.47  f 0.33  f 0.15  f 0.22  f 0.1  f 0.068  f 0.047  f 0.1  f 0.068  f 0.047  f 0.033  f 0.022  f 0.015  f 0.01  f 1.0  f 1.5  f 0.68  f 0.47  f 0.33  f 0.22  f 0.15  f hcp1000v series hcp1250v(103 - 683) series hcp1250v(104 - 474) series permissible current (arms) 5.0 4.0 3.0 2.0 1.0 0.0 permissible current (arms) 7.0 6.0 5.0 4.0 3.0 2.0 1.0 0.0 permissible current (arms) 1.0  f 0.47  f 0.1  f 0.068  f 0.047  f 0.033  f 0.015  f 0.01  f 0.022  f 0.47  f 0.33  f 0.22  f 0.15  f 0.1  f metalized polypropylene film capacitor
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