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		  Datasheet File OCR Text:


		  dimensions inches mm dim min max min max note c               .750                 ---            19.00   --- d   ---              .250   ---   6.40 g  .125  --- 3.20  ---             a b c h g d e ac + - a   ---  .693   ---  17.60 b   ---  .504   ---  12.80 e .150   ---             3.80    ---            3pl/typ                        .320 0.80 h kbp3005 thru KBP310 3 amp  bridge rectifier    50 to 1000 volts  features   surge overload   ratings 8 0 amper e s peak  ideal for printed circuit board maximum ratings  operating temperature: -5 5  c to +125 c  storage temperature: -55 c to +150 c mcc catalog number device marking maximum recurrent peak reverse voltage maximum rms voltage maximum dc blocking voltage kbp3005        kbp3005               50v                 35v  50v kbp301          kbp301              100v 70v  100v kbp302          kbp302              200v 140v  200v kbp304          kbp304  400v 280v  400v kbp306          kbp306  600v 420v  600v kbp308          kbp308  800v 560v  800v KBP310          KBP310             1000v 700v  1000v electrical characteristics @ 25  c unless otherwise specified average forward current i f(av)  3.0a  t a   = 5 5 c peak forward surge current i fsm   80a  8.3ms, half sine maximum forward voltage drop per element v f   1.1v  i fm   = 1.0a per element; t a   = 25 c maximum dc reverse current at rated dc blocking voltage i r    10 ma   t j   = 25 c t j   = 100 c                       

   average forward rectified current  -  amperes  versus   ambient temperature  -   c   figure 1  forward derating curve   0   150   25   50   75   100   0       1     amps   125   2     3  
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