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		  Datasheet File OCR Text:


		  2-3 system cpu intel ?  atom? processor d525      (1.80ghz, 1mb l2 cache) system memory 1x ddr3-800 so-dimm, max. 4gb system chipset intel ?  82801hbm i/o controller (ich8m) bios ami watchdog timer 256 levels ssd 1x cfast  socket 1x cf type ii cf socket   only (IB815f) yes h/w monitor yes expansion slots 1x pci, 1x mini pci-e  graphics vga controller intel ?  ich8m integrated gma3150 vga memory max. shared memory C 224mb lcd interface supports vga and 24-bit single channel lvds lan controller realtek rtl-8111e pci-e gigabit lan connector 2x rj-45 on board multi i/o i/o chipset  nuvoton nct6627ud 1x kb, 1x mouse, 1x lpt, 1x irda 3x rs232, 1x rs-232/422/485, 2x sata ii  usb 8 ports via pin-header  (usb 2.0) audio intel ?  ich8m built-in audio w/ realtek alc662  codec for 5.1 ch others digital i/o(4-in.4-out), ismart +12v dc in or atx (12v only)  mechanical  and environmental dimensions 203mm x 146mm (8 x 5.75) max. power  requirement intel ?  atom? d525 1.80gb  w/ 4gb ddr3-1333   +12v: 1.652a operating  temperature 0c~60c (32f~140f) storage   temperature -20c~80c (-4f~176f) relative   humidity 10%~90% (non-condensing)  ordering i nformation IB815 intel ?  atom? processor d525 1.80ghz sc with cpu  cooler 5.25" disk-size sbc w/ vga+24-bit single  channel lvds, dual gigabit lan,cf, cfast, ismart id815 daughter card w/ 2x gbe rj45 connector ib72 cable kit w/ sata, com, vga, ps/2, usb, audio, power  cable, printer cable (for IB815) atx power pci mini pci-e ich8m cpu sata com1~com4 cf socket cfast dc in (+12v) lvds ddr3 so-dimm  socket intel ?  atom ? -based 8 usb(2.0) 4 com 2 sata ii 2 gbe lan intel ?  atom? d525  5.25" disk-size sbc w/ intel ?  ich8m chipset IB815 features  onboard intel ?  atom? processors d525, 1.80ghz  1x ddr3 so-dimm, max. 4gb     ismart - for eup/erp power saving,       auto-scheduler and power resume  supports crt and 24-bit single channel lvds  onboard dual pci-e gigabit lan  watchdog timer, digital i/o  8x usb 2.0, 4x com, 2x sata ii  1x pci, 1x mini pci-e new new ismart fanless ismart new fanless dimensions  for users manual & datasheet download, visit www.ibase.com.tw                                                                                                                                                                                                                                                                              
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