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		  Datasheet File OCR Text:


		  kemet electronics corporation, p.o. box 5928, greenville, s.c. 29606, (864) 963-6300 51 case size kemet eia l w h k 0.20 f 0.1 s 0.3  x(ref) t(ref)  a(min)  g(ref)  e(ref) d 7343-31 7.3  0.3 4.3  0.3 2.8  0.3 1.5 2.4 1.3 0.10  0.10 0.13 3.8 3.5 3.5 y 7343-40 7.3  0.3 4.3  0.3 4.0 max 1.9 2.4 1.3 0.10  0.10 0.13 3.8 3.5 3.5 x 7343-43 7.3  0.3 4.3  0.3 4.0  0.3 2.3 2.4 1.3 0.10  0.10 0.13 3.8 3.5 3.5 outline drawings features  highest cv in standard eia size  extremely low esr  125  c max, temperature capability  polymer cathode technology  high frequency capacitance retention  non-ignition failure mode  capacitance: 220 to 1500   f  voltage: 2.5v to 10v  molded case (pick-and-place precision)  100% accelerated steady state aging  100% surge current testing  utilizes multiple tantalum anode technology  volumetric efficiency  use up to 90% of rated voltage (10% derating)  self-healing mechanism  true smt capability dimensions - millimeters (inches)    	
 
 
 	 
        
     t530 ratings & part number reference polymer tantalum chip capacitors t530 series - multiple anode (1) to complete the kemet part number, insert the lead material designator as shown on page 52. w/d t= 20c @ -55c to 105c  w/d t= 2c @ 125c  470.0 d/7343-31 t530d477m2r5a(1)e006 118a 8.0 6.0 6.5 2.1 470.0 d/7343-31 t530d477m2r5a(1)e010 118a 10.0 10.0 5.0 1.6 560.0 d/7343-31 t530d567m2r5a(1)e005 140a 8.0 5.0 7.1 2.3 680.0 y/7343-40 t530y687m2r5a(1)e006 170a 8.0 6.0 6.6 2.1 680.0 d/7343-31 t530d687m2r5a(1)e006 170a 8.0 6.0 6.5 2.1 680.0 d/7343-31 t530d687m2r5a(1)e010 170a 8.0 10.0 5.0 1.6 x/7343-43 t530x108m2r5a(1)e006 250a 8.0 6.0 6.7 2.1 1000.0 x/7343-43 t530x158m2r5a(1)e005 375a 8.0 5.0 7.3 2.3 470.0 d/7343-31 t530d477m003a(1)e010 141a 8.0 10.0 5.0 1.6 680.0 d/7343-31 t530d687m003a(1)e010 204a 8.0 10.0 5.0 1.6 1000.0 x/7343-43 t530x108m003a(1)e010 300a 8.0 10.0 5.2 1.6 1500.0 x/7343-43 t530x158m003a(1)e008 450a 8.0 8.0 5.8 1.8 330.0 d/7343-31 t530d337m004a(1)e006 132a 8.0 6.0 6.5 2.1 470.0 d/7343-31 t530d477m004a(1)e010 188a 8.0 10.0 5.0 1.6 680.0 x/7343-43 t530x687m004a(1)e006 272a 8.0 6.0 6.7 2.1 680.0 x/7343-43 t530x687m004a(1)e010 272a 8.0 10.0 5.2 1.6 1000.0 x/7343-43 t530x108m004a(1)e006 400a 8.0 6.0 6.7 2.1 220.0 d/7343-31 t530d227m006a(1)e006 139a 8.0 6.0 6.5 2.1 330.0 y/7343-40 t530y337m006a(1)e006 208a 8.0 6.0 6.6 2.1 330.0 y/7343-40 t530y337m006a(1)e010 208a 8.0 10.0 5.1 1.6 330.0 d/7343-31 t530d337m006a(1)e010 208a 8.0 10.0 5.0 1.6 470.0 x/7343-43 t530x477m006a(1)e006 296a 8.0 6.0 6.7 2.1 470.0 x/7343-43 t530x477m006a(1)e010 296a 8.0 10.0 5.2 1.6 150.0 d/7343/31 t530d157m010a(1)e006 150a 8.0 6.0 6.5 2.1 220.0 d/7343/31 t530d227m010a(1)e010 220a 8.0 10.0 5.0 1.6 330.0 x/7343-43 t530x337m010a(1)e006 330a 8.0 6.0 6.7 2.1 330.0 x/7343-43 t530x337m010a(1)e010 330a 8.0 10.0 5.2 1.6 10 volt rating at 105c (6.6 volt rating at 125c) ripple current  (arms) @ 100 khz 2.5 volt rating at 105c (1.7 volt rating at 125c) 3 volt rating at 105c (2 volt rating at 125c) 4 volt rating at 105c (2.7 volt rating at 125c) capaci- tance f case size kemet part number dcl v r df %  120hz esr m w  @100 khz  25c max 6.3 volt rating at 105c (4.2 volt rating at 125c)

 kemet electronics corporation, p.o. box 5928, greenville, s.c. 29606, (864) 963-6300 52 polymer tantalum chip capacitors 2%	
& (" t 530 capacitance picofarad code case size d, x, y tantalum series t530 - multiple anode polymer tantalum x 158 m 003 s capacitance tolerance m -  20% lead material failure rate a - not applicable voltage note: 006 = 6.3 h - standard solder coated t  - 100% tin g - gold e008 esr a *s - 100% tin (sn) plated *refer to www.kemet.com for pb free transition information   !"#$%      &'( )(* )+* ,

!-% (**.-   	 
   km (km) kemet multi polymer  anode 158 405 rated voltage kemet id  picofarad co pwc* polarity indicator k3 ickd 5n(anpr) prg5n2sip5r 3h7777 7khh3w   	 
       	 
    
  	/	
	

 (**.- &'( )(* )+* ,

!-% component marking  2%series construction t530x/t510e/t491e 1,000f  t530x/t510e/t491e 1,000f capacitance vs. frequency impedance & esr vs. frequency recommended temperature/voltage derating
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