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		  Datasheet File OCR Text:


		  absolute maximum ratings (ta=25oc) i t e m s     s y m b o l   r a t i n g s   u n i t active area        0.1    mm operating temperature range    topr    -40 ~ +85    oc storage temperature range    tstg    -40 ~ +125   oc                                                                                           sensitivity wavelength range: 800nm ~ 1750nm the 1346 series from marktech, a high sensitivity and high reliability product series, is ideally suited for  optical communication devices. custom packaging options for this die are also available. f e a t u r e s >  high speed response (max: 2gbps) >  to-46 metal can package >  active area of 0.1mm / high sensitivity >  spectral range 800nm -- 1750nm a p p l i c a t i o n s >  high speed optical communications  >  optical lan > optical switches > ethernet fiber channel electrical & optical characteristics (ta = 25oc) i t e m s     s y m b o l     c o n d i t i o n s     m i n     t y p     m a x     u n i t breakdown voltage    vr    ir=10  a    5    --    --    v sensitivity range         vr=0v    800    --    1750    nm dark current    id    vr=2v    --    --    100    n a junction capacitance    cj   vr=0v    --    10    --    pf photo current at 1300nm *1    il    *2    --    10    --     a                                                                                                                                                               high speed ingaas pin photodiode product no:   m t p d 1 3 4 6 - 0 1 0 global headquarters, 3 northway lane north, latham, ny 12110, usa    www.marktechopto.com toll free:   1-800-984-5337  ?   phone:   518-956-2980  ?   fax:   518-785-4725  ?   email:   info@marktechopto.com 1 2012-04-03 *1: as mounted on to-46 gold header without resin coating. *2, vr=5v, ee=1mw/cm 2

 unit: mm, tolerance: 0.2 global headquarters, 3 northway lane north, latham, ny 12110, usa    www.marktechopto.com toll free:   1-800-984-5337  ?   phone:   518-956-2980  ?   fax:   518-785-4725  ?   email:   info@marktechopto.com high speed ingaas pin photodiode product no:   m t p d 1 3 4 6 - 0 1 0 2 2012-04-03 the information contained herein is subject to change without notice.
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