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		  Datasheet File OCR Text:


		      ultra precision 0.02%, 0.05%,  0.1%, 0.25%, 0.5%, tolerance  t hin film chip resistor   susumu co.,ltd  rg series  www.susumu.co. jp   ? high reliability and excellent stability  at different environmental conditions  ? low noise, thin film(nicr) construction  ? eia standard case size(0402, 0603, 0805, 1206)  ? rohs compliance and 100% lead-free (matte sn termination finished)   applications features ? automotive  ? test & measurement  ? optical & telecommunication  ? medical and industrial equipment     low (ultra precision) regular high (ohm) (ppm/ o c) 10-46.4 100(r) 47-100k 25(p), 10(n) 100-2.94k 5(v) 47-100k 25(p), 10(n) 100-2.94k 5(v) 47-100k 25(p), 10(n) 100-2.94k 5(v) 47-100k 25(p), 10(n) 100-2.94k 5(v)   + 0.02% (v) 100-2.94k 100-2.94k 25(p), 10(n), 5(v) 10-46.4 50(q) 47-360k 25(p) 47-274k 10(n) 100-4.99k 5(v) 47-274k 25(p), 10(n) 100-4.99k 5(v) 47-332k 25(p) 47-274k 10(n) 100-4.99k 5(v) 47-332k 25(p) 47-274k 10(n) 100-4.99k 5(v)   + 0.02% (v) 100-4.99k 100-4.99k 25(p), 10(n), 5(v) 10-46.4 50(q) 47-1m 25(p) 47-475k 10(n) 100-10k 5(v) 47-1m 25(p), 10(n) 100-10k 5(v) 47-1m 25(p) 47-475k 10(n) 100-10k 5(v) 47-475k 25(p) 47-475k 10(n) 100-10k 5(v)   + 0.02% (v) 100-10k 100-10k 25(p), 10(n), 5(v) 10-46.4 50(q) 10-1m 25(p), 10(n) 100-33.2k 5(v) 47-1m 25(p), 10(n) 100-33.2k 5(v) 47-1m 25(p), 10(n) 100-33.2k 5(v) 47-1m 25(p), 10(n) 100-33.2k 5(v)   + 0.02% (v) 100-33.2k 100-33.2k 25(p), 10(n), 5(v) 150v e-24, e-96 0.1w 0.125w 47-1m   + 0.5% (d) 0.25w   + 0.05% (w)   + 0.5% (d) 10-1m 47-332k   + 0.1% (b) 75v 100v   + 0.05% (w) 47-1m RG2012 0805 0.1w 0.25w   + 0.25% (c) 47-1m 0.125w 1206   + 0.25% (c) 47-1m   + 0.1% (b) 47-1m rg3216 rg1608 0603 0.063w 0.166w   + 0.05% (w) 47-475k   + 0.1% (b) 47-1m   + 0.25% (c) 47-274k   + 0.5% (d) 47-100k 0.125w   + 0.25% (c)  + 0.1% (b)   + 0.05% (w)   + 0.5% (d) 10-100k 0402 rg1005 resistance tolerance (code) type size e-24, e-96 e-24, e-96 e-24, e-96 10-360k resistance values (e-series) resistance range (ohm) temperature coefficient (code) power rating ar 85  o c max. operating voltage 0.032w 25v 0.063w electrical specification 

     ultra precision 0.02%, 0.05%,  0.1%, 0.25%, 0.5%, tolerance  t hin film chip resistor   susumu co.,ltd  rg series  www.susumu.co. jp   dimensions inch (mm)  performance  dimensions & footprints  pp l  w t    a b c lw p t .040.002 .020.002 .008.004 .014.002 (1.0  0.05) (0.5  0.05) (0.2  0.1) (0.35  0.05) .063  .008 .031  .008 .012  .008 0.016  .004 (1.6  0.2) (0.8  0.2) (0.3  0.2) (0.4  0.1) .079  .008 .049  .008 .016  .008 0.016  .004 (2.0  0.2) (1.25  0.2) (0.4  0.2) (0.4  0.1) .126  .008 .063  .008 .02  .01 0.016  .004 (3.2  0.2) (1.6  0.2) (0.5  0.25) (0.4  0.1) r g 3216 r g 1005 r g 1608 r g 2012 abc rg1005 0.5 1.6 0.6 rg1608 1.0 3.0 1.2 RG2012 1.2 4.0 1.7 rg3216 2.0 5.0 2.0   dimensions (mm)  o rdering information sldering temperature profile 300 250 200 150 100 50 0 10 sec. 1-5 o c/sec. 1-5 o c/sec. 1-9 o c/sec. 120 sec. peak temperature 260 o c power derating curve   :for operation above 85degc, power rating must be derated according to the following chart recommended reflow curve   rg  1608  n  t5  w 104 -  type  size  1005  1608  2012  3216  tcr  v=5ppm / o c  n=10ppm / o c  p=25ppm/ o c  q=50ppm / o c  r=100ppm / o c - r-values 3 digits for e24 series  (ex.104=100k  ohm )  4 digits for e96 series  (ex.4992=49.9k  ohm ) tolerance  p=0.02%   w =0.05%   b=0.1%  c=0.25%   d=0.5%   package t1=1000 t5=5000 -  

     ultra precision 0.02%, 0.05%,  0.1%, 0.25%, 0.5%, tolerance  t hin film chip resistor   susumu co.,ltd  rg series  www.susumu.co. jp       reliability test data   tape & reel dimensions (mm) 
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