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		  Datasheet File OCR Text:


		  mhz band ceramic resonators (smd) ssr-d series features ?miniature size (2.5  2.0  1.0 mm) ?wide frequency range ?high precision type is available for full speed   usb. applications ?cd-r/w ?hdd ?dvd-rom ?md ?printer ?cellular (cdma/pcs) ?portable electronic equipment ?memory card ?usb notice ?non washable how to order   ssr  33.86  d  r q series w oscillating frequency(mhz) e type r packaging : tape & reel      2000pcs/reel w qe r dimensions packaging : taping recommended reflow profile recommended land pattern (unit : mm) (unit : mm) (unit : mm) test circuit v dd  fosc r 3 1 2 v dd  : 5v     r : 1m ?   ic : mc74hcu04 4.0 2.0  1.5 2.5 8.0 3.5 1.75 4.0 (0.3) (5? 1.2 0.25  1.0 2.8 (0.3) (0.3) (5? (0.3) time (sec.) peak 230  5? over 200? 20sec. max 0 50 100 150 200 250 temperature (?) pre-heat 150 to 180? 60sec. min 0.5 0.5 0.5 0.95 1.1 1.1 3.2 0.95  frequency range      ic  standard frequency          (mhz)       mc74hcu04    20.00 to 60.0mhz    0.5%   0.3%    20.00, 33.86, 48.0       (motorola) temperature stability ( ? 20 to 80  c) frequency tolerance (25  c) ?  high precision type  frequency range     aging  ic   standard frequency       (10 years)   (mhz)     0.18%      mc74hcu04   30.00 to 60.0mhz     0.06%   0.01%   48.0    ( option   0.08% )      (motorola) temperature stability ( ? 20 to 70  c) frequency tolerance (25  c) please contact your local avx office for ic matching. 2.2  0.2 2.0  0.1 1 2.5  0.1 3-0.4  0.1 0.95  0.1 0.95  0.1 1.0max 0.4  0.2 2 3 q   e  input/output    w  gnd specifications ?  standard type ?  standard type    q  output    w  gnd    e  input ?  high precision typ rohs conforming
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