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		  Datasheet File OCR Text:


		                            description   the amphenol micromatch 1,27mm ( staggered ) contact spacing connectors,  are designed for board to board and wire to board interconnections offering a  large number of positions.  micromatch connectors are available in even number of positions from 4 to 26,  with fully tinned contacts.  polarization guide on male connectors to ensure the right orientation.  kinked contacts on connectors are intended to provide a significant connector  retention on pcb while soldering operations.  locking latches are available on female connectors.    application  the amphenol micromatch connectors meet a wide variety of needs in telecom  and industrial equipments.    product series :      tmm-1 : idc male connector   tmm-2 : idc paddle board connector.          tmm-3 : dip male connector.  tmm-4 : dip female straight connector.           tmm-5 : dip female right angle connector.             tmm-6 : smt female straight connector.              electrical data    current rating :  1,5a    voltage rating  :  230v           contact resistance : 20m   maxi   insulation resistance : 1000m    mini                   withstanding voltage : 500v ac                                                                 mechanical data                   contact : copper alloy                  plastic material : high temperature thermoplastic ul 94 v0 ? red. ( except  idc )                  contact plating : tin (sn)               pc board thickness : 1,6mm     environmental data                rohs compliant    operating temperature : -40c to +105c     available documents            drawings                                                 about amphenol  commercial products  amphenol?s commercial   products are used in a  variety of end user  applications including  networking, telecom,  server & computer,  storage & hdd,  consumer electronics  and entertainment,  professional audio &  industrial.    tmm-1 idc male.   tmm - 2  idc   paddle board.  tmm-4  dip female .  tmm - 5 dip   female   r/a .   tmm - 6  smt female   straight .   tmm connector series   new product     micromatch connec tors    tmm-3  dip male.  

           amphenol infocom europe copyright ? amphenol corporation 2006 ? all rights reserved   po box 63,   3990 db houten    the netherlands         www.amphenol infocom.eu                                  ordering information          series tmm : micromatch 1,27 mm pitch  connector type 1 : idc male 2 : idc paddle board 3 : dip male straight 4 : dip female straight 5 : dip female r/a 6 : smt female straight locking system 0 :  without l :  with lock packaging 1 : tape & reel with vacuum tapeonly fortmm-4 and tmm-6 2 : tube 3 : bag 4 : tape & reel withoutvacuum tape. number of positions 04 : 4      16 : 16 06 : 6      18 : 18 08 : 8      20 : 20 10 : 10    22 : 22 12 : 12    24 : 24 14 : 14    26 : 26 tmm x x xx x     micromatch 1,27mm pitch. 
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