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		  Datasheet File OCR Text:


		      dat asheet    |  july 2013      fiber op tics |   r ev  201 3.0 7 i n f o rmat ion cont ained herein is deemed reliab l e  and accurat e  as of  t he i ssue dat e.  emc o re  reserves t he right   t o  change t he desi gn or specif icat ion at  any t i me wi t hout  not ice.             features    able  to tr ansmi t u p  to  10 catv   chann els  ov er on e sin g le mo de  fib e r    supp orts  trans m i s s i on of s ub-ba nd ,  low-ban d, f m ,  mi d-ban d , a nd h i gh- band c han ne ls , a ddi ng f l ex ib ility  t o   the  syste m     built  in rf  in put  l e v e l in dic a t o r ai ds  in  commis s io n in g a n d  tro ubl es hoo tin g   the  link     idea l f o r us e as  catv retur n  pat h   link     compa t ib le wi th s t and ard  tel e v i s i on   indus try   vo lta ges  and imp e d anc es       idea l f o r sm all c o r porat e tv v i d eo  dis t ributi on,  cam p us  med i a r e triev a l   sy s t ems ,  tele-co n fere nc ing ,  a nd  m u c h   more        t he 2802 pro  10 cha n n e l c a t v  vsb/am  vide o link   offers a state-of-the-art soluti on for  hig h -qu a lit y ca t v  transmissio n .   t he 2802 p r o offers exce ption a l a nal og  ban d w i d th fro m   5 to 400 mhz a llo w i n g  transmi ssion of al l sub - ban d, lo w - b a n d , f m , mid-ban d, and hi gh- ban d cha nne ls.   t h is feature allo w s th e s y ste m  to deliver cu stom desig ne d vide o services.   in conju n ctio n w i t h  a vcr, ca mcorder, or  ca t v  feed, the 2802 pro can t r ansmit t v   chan nels  and t heir so und c a rriers, over a dist ance  of 1 0  km or more at 131 0 nm over on e  singl emo de fib e r.   t he link is i dea l for imple m entin g a cat v  return path li nk.  t he link  utilizes i n p u ts from standar d cat v  vsb/am m odul ators, processors, an d other anc ill ar y   equ ipme nt, making the 2 8 0 2  pro link an e xcelle nt plu g -a n d -pl a y  s y stem.  led in dicators  and b u ilt-i n rf  and o p tica l po w e r meters al lo w   for q u ick ass e ssment of the  link?s status.     10 channel singlemode transmitter and receiver part numbers  de sc ription  part number  stand-alone t ransmitter, 1310 nm, fc/apc optical connector  2802p-t-1310-fa  stand-alone t ransmitter, 1310 nm, sc/apc optical connector  2802p-t-1310-sa  stand-alone rec eiver, 1310/1500 nm fc/apc optical connector  2802p-r-fa  stand-alone rec eiver, 1310/1550 nm sc/apc optical connector  2802p-r-sa  note: po w e r s upp l y  p a rt nu mber ps09 5  in clud ed.    accessory  part  numb ers  de sc ription  part number  transmitter stan d-alone power supply, +9 volts dc  ps095  receiver stand- alone power supply, +9 volts dc  ps095        2802 pro  10 channel sin g lemode  catv vsb/am video link     http://

       dat ashee t    |  july 2013     fiber op tics |   r ev  201 3.0 7   i n f o rmat ion cont ained herein is deemed reliab l e  and accurat e  as of  t he i ssue dat e.  emc o re  reserves t he right   t o  change t he desi gn or specif icat ion at  any t i me wi t hout  not ice.   rf & optic a l characteristics    para mete r  min  typ  max  units  transmitter  optical output po wer  +2.0  +3.0  +4.0  dbm  receiver optical input power  -9.0  -  +4.0  dbm  optical loss range  0  -  12  db  operating wavelength  1290  1310  1330  nm  lo w e r ban d w i d th   -  -  5  mhz  upper bandwidth  350  400  -  mhz  rf impeda nce  -  75  -  ohms  0 db optical loss  -  +24  -  db  10 db optical lo ss  -  +4  -  db  composite triple beat (ctb)  -  -63  -57  dbc  composite second or der  (cs o )  -  -70  -65  dbc  carrier-to-noise ratio    see graph    db  s y stem p e rfor mance sp ecific ations i ndic a te d for use  w i th 9 / 125  m  sin g l e mode fib e r.    electrical characteristics    para mete r  min  typ  max  units  power suppl y vo ltage    +9    vdc  transmitter power supply current  -  205  260  ma  receiver power supply current  -  95  150  ma    ph y s ical characteristics  parameter  min  typ  max  units  weight (stand-alone tx/rx)  -  6  170  -  oz.  g  dimensions (stand-alone tx/rx)  -  5.75 x 2.95 x 1.143  146 x 75 x 29  -  in  mm    environmental characteristics  parameter  min  typ  max  units  operating temperature range  +10  -  +40  o c  storage temperature range  -20  -  +70  o c  relative humidity  0  -  95  %    2802 pro  10 channel sin g lemode  catv vsb/am video link  carrier-to-noise performance: 
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