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		  Datasheet File OCR Text:


		      dat asheet    |  july 2013      fiber op tics |   r ev  201 3.0 7 i n f o rmat ion cont ained herein is deemed reliab l e  and accurat e  as of  t he i ssue dat e.  emc o re  reserves t he right   t o  change t he desi gn or specif icat ion at  any t i me wi t hout  not ice.             features                                              able  to tr ansmi t u p  to  5 catv  chann els  ov er on e mu lti m o de f i ber     supp orts  trans m i s s i on of s ub-ba nd ,  low-ban d, f m ,  mi d-ban d , a nd h i gh- band c han ne ls , a ddi ng f l ex ib ility  t o   the  syste m     plug- and-p l ay  de s i gn as s u res  eas y   ins t all a ti on    mos t  com p re hens iv e prod uc t of  it ty pe  av ailab l e in  t he in dus try     idea l f o r sm all c o r porat e tv v i d eo  dis t ributi on,  cam p us  med i a r e triev a l   sy s t ems ,  telec o nf erenc in g ap plic a t i ons ,  or as a re turn  pat h  tra n smitt e r for   larg e r vid eo  sy s t ems         the 2801 pro 5 channel  catv vsb/am  video link provides a hi gh-quality  system for tra n sp orting five  video cha n n e ls over m u ltimode fibe r wi th complete  emi immunity.  the use of state-of -t he -a rt 1300 nm l e ds an d pin detecto rs  allows the 28 01 pro to op erate at exce ptional pe rformance levels.   the link  offers ex celle nt analog b a n d width that ra nge s from 5 to 350 mhz, a llowing  transmissio n of all sub-ban d, low-b and,   fm, mid-ba n d , and high -b and chan nel s.  this  system  also offers ex celle nt perfo rmance at lower ch ann el lo ading s. the  2801 pro provides a n  ine x pensive o p tion for tran smi tting high-q u a lity video,  makin g  it an obviou s  ch oice for video de livery servi c e s  usi ng multi m ode fibe r.      5 channel multimode transmitter & receiver part numb ers  description  part number  stand-alone transmitter, 1300 nm, st optical connector  2801p-t-1310-st  stand.-alone receiver, 1300 nm, st optical connector  2801p-r-st  note: po w e r s upp l y   part num ber ps09 5  inc l ude d.    accessory  part  numb ers  description  part number  transmitter stand-alone power supply, +9 volts dc  ps095  receiver stand-alone power supply, +9 volts dc  ps095        2801 pro  5 channel multimode   catv vsb/am video link  2801 pro  transmitter  2801 pro  receiver  multimode  fiber  rf in ( 5-350  mh z)  rf out  (5 -350  mhz)   http://

       dat ashee t    |  july 2013     fiber op tics |   r ev  201 3.0 7   i n f o rmat ion cont ained herein is deemed reliab l e  and accurat e  as of  t he i ssue dat e.  emc o re  reserves t he right   t o  change t he desi gn or specif icat ion at  any t i me wi t hout  not ice.   rf and optical characteristics  parameter  min  typ  max  units  operating wavelength  1290  1300  1330  nm  lower bandwidth  -  2  5  mhz  upper bandwidth  350  400  -  mhz  optical output power  -8.0  -7.0  -6.0  dbm  optical loss range  0  -  9  db  rf impedance  -  75  -  ohms  carrier -to- noise ratio    see gr aph    db  s y stem p e rfor mance sp ecific ations  i ndic a te d for use  w i th 6 2 .5/125  m  m u ltimod e fiber.    electrical characteristics    para mete r  min  typ  max  units  transmitter power supply voltage  +9.0  -  +11.0  vdc  receiver power supply voltage  +9.0  -  +11.0  vdc  transmitter power supply current  -  250  270  ma  receiver power supply current  -  100  110  ma    ph y s ical characteristics  parameter  min  typ  max  units  weight -  6  170  -  oz.  g  dimensions  -  3.75 x 2.95 x  1.12  95 x 75 x 29  -  in.  mm    environmental characteristics  parameter  min  typ  max  units  operating temperature range  +10  -  +45  o c  storage temperature range  -20  -  +70  o c  relative humidity  10  -  95  %    2801 pro  5 channel multimode   catv vsb/am video link  carrier-to-noise performance
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