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		  Datasheet File OCR Text:


		  digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200    fax +1.908.245-0555  sales@digitroncorp.com   www.digitroncorp.com    rev. 20130130  1n4156, 1n4157, 1n4453, 1n4829,  1n4830, 1n5179                           stabistors  mpd100 ? mpd400a                                             tight tolerance        available non-rohs (standard) or rohs compliant (add pbf suffix).  available as ?hr? (high reliability) screened per mil-prf- 19500, jantx level. add ?hr?  suffix to base part number.      maximum ratings  power rating:  500 mw  power derating:  4.0 mw/c above 50c  junction & storage temperatures:  -65c to 175c     electrical characteristics      maximum reverse current  i r       stored charge @  1.00ma  q s  (pc)          type  25c  na  150c   a  @ v r   volts  minimum reverse  breakdown voltage  v br (volts) @ 5   a  min max        maximum  capacitance  c(pf) @ 0  volts        number of  p-n  junctions  1n4156  50 50  20  30  50  500  25  2  1n4157  50 50  20  30  50  500  20  3  1n4453  50 50  20  30  50  500  30  1  1n4829  100  25 @ 100c  20  30 @ 100  a --  --  25  2  1n4830  100  25 @ 100c   20  30 @ 100  a --  --  20  3  1n5179  50 --  20  30  50  500  20  4  mpd100  30 50  30  30  75  300  30  1  mpd100a  30 50  30  30  800*  --  40  1  mpd200  30 50  30  30  75  400  30  2  mpd200a  30 50  30  30  800*  --  40  2  MPD300  30 50  30  60  75  400  30  3  MPD300a  30 50  30  60  800*  --  40  3  mpd400  30 50  30  90  60  300  30  4  mpd400a  30 50  30  90  800*  --  40  4  *q s  @ 10ma    forward voltage v f  (volts) at i f  @ 25c  i f   .010ma  i f   0.10ma  i f   1.00ma  i f   10.0ma  i f   100.0ma      type  min  max min  max  min  max min  max min  max  1n4156  0.740  1.090  0.970  1.220  1.210  1.410  1.380  1.580  1.540  1.840  1n4157  1.190  1.540  1.520  1.770  1.850  2.050  2.120  2.320  2.360  2.660  1n4453  --  --  0.510  0.630  0.600  0.710  0.690  0.800  0.800  0.920  1n4829  --  --  0.840  1.250  0.990  1.440  1.160  1.610  1.350  1.870  1n4830  --  --  1.350  1.800  1.630  2.080  1.900  2.350  2.150  2.690  1n5179  --  --  1.800  2.500  2.200  2.800  2.600  3.200  3.000  3.700  mpd100  0.450  0.500  0.535  0.590  0.618  0.677  0.700  0.765  0.790  0.880  mpd100a  0.450  0.500  0.535  0.590  0.618  0.677  0.700  0.765  0.790  0.880  mpd200  0.900  1.000  1.050  1.160  1.220  1.340  1.390  1.540  1.600  1.760  mpd200a  0.900  1.000  1.050  1.160  1.220  1.340  1.390  1.540  1.600  1.760  MPD300  1.400  1.540  1.620  1.780  1.840  2.030  2.100  2.330  2.400  2.650  MPD300a  1.400  1.540  1.620  1.780  1.840  2.030  2.100  2.330  2.400  2.650  mpd400  1.820  2.010  2.140  2.360  2.470  2.710  2.800  3.070  3.160  3.520  mpd400a  1.820  2.010  2.140  2.360  2.470  2.710  2.800  3.070  3.160  3.520 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  1n4156, 1n4157, 1n4453, 1n4829,  1n4830, 1n5179                           stabistors  mpd100 ? mpd400a                                             tight tolerance        mechanical characteristics      case:  hermetically sealed glass, do-35  thermal resistance:  200c/w typical  polarity:  cathode band      do-35  inches  millimeters     min max  min  max  bd  0.055  0.090  1.400  2.290  bl  0.120  0.200  3.050  5.080  ld  0.018  0.022  0.460  0.560  ll  1.000  1.500  25.400  38.100                      fax +1.908.245-0555  sales@digitroncorp.com   www.digitroncorp.com    rev. 20130130 
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