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		  Datasheet File OCR Text:


		  description applications: motor control industrial and domestic lighting heating static switching blocking voltage to 600 v on-state rms current to 4 a features pin description 1 2 3 tab main terminal 1 (t1) gate (g) main terminal 2 (t2) main terminal 2 (t2) unit symbol parameter value v drm 600 v i trms 4 a i tsm 38 a repetitive peak off-state voltages rms on-state current non-repetitive peak on-state current symbol parameter value unit r th j-a 60 simplified outline symbol t2 t1 g 1/5 http://www.haopin.com haopin microelectronics co.,ltd. sensitive gate triacs BTB04-600SL tm hpm passivated, sensitive gate triacs in a plastic envelope, intended for use in general purpose bidirectional switching and phase control applications, where high sensitivity is required in all four quadrants. junction to case (ac) /w 3 junction to ambient r th (j-c) /w 123 to-220

 hopin microelectronics co.,ltd. sensitive gate triacs tm hpm - - 1.5 0.85 100 - - v limiting values in accordance with the maximum system(iec 134) symbol parameter conditions min value unit symbol parameter conditions min v drm i t(rms) i tsm it 2 di/dt i gm i drm i rrm t stg t j p g(av) repetitive peak off-state voltages rms on-state current non repetitive surge peak on-statecurrent i t value for fusing 2 critical rate of rise of on-state current peak gate v=v drm rrm v=v drm rrm average gate power storage temperature range operating junction temperature range v a ma a w full sine wave full cycle, tj initial=25 t =10ms p ig=2x i ,tr 100ns gt t=20ms f=50h z f=100h z tp=20 s tj=125 tj=125 tj=125 tj=25 f=60h z t=16.7ms - - - - - - 4 - - - 0.5 5 1 -40 -40 600 125 150 t =25 c unless otherwise stated j o static characteristics i gt v gt i l i h v gd dv/dt (dv/dt)c dynamic characteristics v tm v r to d latching current v =v r =3.3k tj=125 d drm l l =5.5a tp=380 s tm threshold voltage dynamic resistance v =12v; rl=30 d v =12v; rl=30 d i=1.2i ggt i =100ma t all all v =67%v gate open;t =125 d drm j (dv/dt)c=1.8a/ms t =125 j t=25 j t =125 t =125 j j unit max typ - - - 0.2 75 10 15 1.3 - - - -- - ma v v 10 25 - - ma i-iii-iv ii i-ii-iii iv - - - - 15 25 ma a a a as 2 4 35 38 6 - - - v/ s v m - 50 a/ s 2/5 http://www.haopin.com haopin microelectronics co.,ltd. sensitive gate triacs BTB04-600SL tm hpm to-220ab t =105 c v/ s

 description 3/5 http://www.haopin.com haopin microelectronics co.,ltd. sensitive gate triacs BTB04-600SL tm hpm

 description 4/5 http://www.haopin.com haopin microelectronics co.,ltd. sensitive gate triacs BTB04-600SL tm hpm

 haopin microelectronics co.,ltd. tm hpm mechanical data 5/5 http://www.haopin.com sensitive gate triacs BTB04-600SL tm dimensions in mm net mass: 2g to-220ab
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