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		  Datasheet File OCR Text:


		  tel: +44 1460 256 100  fax: +44 1460 256 101 e-mail: sales@golledge.com    web: www.golledge.com 01 may 1998 	
 
 10.29 (max) 4.83 (max) 1.40 (max) 3.18 1.27 1.27 3.18 3.81 actual size 2 1 43 1.52 1.78 1.52 3.43 3.55 3.43 top view 43 12 8.64 pad 1 2 3 4 connection not connected or enable/disable ground output supply 	
 ? low power consumption ? hcmos / ttl compatible output ? military temperature range available ? tight tolerance options ? ceramic / metal package ? high shock resistance ? enable / disable tristate option product name + option codes (if any) + frequency eg: cxo 40.0mhz cxo/mt 40.0mhz option code x (eg cxo/x) denotes a custom specification. 	
  standard.  optional - please specify required code(s) when ordering option codes cxo product parameters scale 2:1 input (pad 1) output (pad 3) 		
 open ?1? level ?0? level enabled enabled high impedance 	
 frequency range: 614khz ~ 70.0mhz  calibration tolerance: 100ppm  5 ~ 10,000ppm  specify temperature stability: 100ppm  5 ~ 100ppm  specify operating temperature range: -10to +70c  -40 to +85c  i -55 to +125c  m storage temperature range: -55 to +125c  supply voltage (v dd ): +5.0v (10%)  +3.0v (10%)  l supply current: 12ma typ @ 24.0mhz  25ma typ @ 50.0mhz  driving ability: 15pf hcmos  2 ttl or 10 ls ttl  output voltage: ?0? level (v ol ) = 0.4v max  ?1? level (v oh ) = 90%v dd min  rise / fall times: 3ns typ, 6ns max  waveform symmetry: 40:60 max  enable / disable function: none (pad 1 nc)  tristate (control via pad 1)  t shock resistance: 3,000g, 0.3ms, ? sine  vibration resistance: 20g rms 10.0 ~ 2,000hz 
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