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		  Datasheet File OCR Text:


		  microwaveschottkyringquads s4 m1 e3 e7 approximatemax operatingfrequency (ghz) r @5ma (ohms) d (typ) d v @5ma (mv) f (max) c @0volts (pf) tl (max) v @1ma (mv) f (typ) case style part number electricalspecifications@25c  -lowbarrier(titanium) features lowinductanceleadlessrings highfco hightemperaturetri-metal mp2400 mp2401 mp2402 mp2403 mp2404 MP2405 mp2406 mp2407 mp2408 mp2409 mp2410 mp2411 mp2412 mp2413 mp2414 mp2415 mp2416 mp2417 mp2418 mp2419 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 20 26 26 18 12 16 18 18 16 12 12 18 12 12 8 6 8 6 4 4 20 20 20 20 20 15 15 15 15 15 10 10 10 10 10 8 8 8 8 8 e4 m1 e7 e3 s4 290 290 290 290 290 270 270 270 270 270 240 240 240 240 240 220 220 220 220 220 0.10 0.10 0.15 0.20 0.30 0.15 0.15 0.20 0.25 0.35 0.25 0.25 0.30 0.35 0.45 0.50 0.50 0.55 0.60 0.70 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 environmentalratings (maximum) operatingtemperature.--------65cto+200c storagetemperature----------65cto+200c powerdissipation@25c------100mwderate linearlytozeroat150c solderingtemperature-----230cfor5seconds  

 microwaveschottkyringquads mp2480 mp2481 mp2482 mp2483 mp2484 mp2485 mp2486 mp2487 mp2488 mp2489 mp2490 mp2491 mp2492 mp2493 mp2494 mp2495 mp2496 mp2497 mp2498 mp2499 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 26 26 18 12 16 18 18 16 12 12 18 12 12 8 6 8 6 4 4 20 20 20 20 20 15 15 15 15 15 10 10 10 10 10 8 8 8 8 8 e4 m1 e7 e3 s4 620 620 620 620 620 600 600 600 600 600 580 580 580 580 580 560 560 560 560 560 0.10 0.10 0.15 0.20 0.30 0.15 0.15 0.20 0.25 0.35 0.25 0.25 0.30 0.35 0.45 0.50 0.50 0.55 0.60 0.70 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 mp2460 mp2461 mp2462 mp2463 mp2464 mp2465 mp2466 mp2467 mp2468 mp2469 mp2470 mp2471 mp2472 mp2473 mp2474 mp2475 mp2476 mp2477 mp2478 mp2479 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 26 26 18 12 16 18 18 16 12 12 18 12 12 8 6 8 6 4 4 15 15 15 15 15 12 12 12 12 12 10 10 10 10 10 8 8 8 8 8 e4 m1 e7 e3 s4 520 520 520 520 520 500 500 500 500 500 480 480 480 480 480 460 460 460 460 460 0.10 0.10 0.15 0.20 0.30 0.15 0.15 0.20 0.25 0.35 0.25 0.25 0.30 0.35 0.45 0.50 0.50 0.55 0.60 0.70 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 electricalspecifications@25c-veryhighbarrier(platinum) approximatemax operatingfrequency (ghz) r(typ) @5ma (ohms) d max d v @5ma (mv) f maxc @0volts (pf) tl v @1ma (mv) f (typ) case style part number approximatemax operatingfrequency (ghz) r(typ) @5ma (ohms) d max d v @5ma (mv) f maxc @0volts (pf) tl v @1ma (mv) f (typ) case style part number electricalspecifications@25chighbarrier(palladium)  

 microwaveschottkyringquads electricalspecifications@25  c-intermediatebarrier(nickel) electricalspecifications@25  c-mediumbarrier(nichrome) approximatemax operatingfrequency (ghz) r @5ma (ohms) d (typ) d v @5ma (mv) f (max) c @0volts (pf) tl (max) v @1ma (mv) f (typ) case style part number approximatemax operatingfrequency (ghz) r @5ma (ohms) d (typ) d v @5ma (mv) f (max) c @0volts (pf) tl (max) v @1ma (mv) f (typ) case style part number mp2440 mp2441 mp2442 mp2443 mp2444 mp2445 mp2446 mp2447 mp2448 mp2449 mp2450 mp2451 mp2452 mp2453 mp2454 mp2455 mp2456 mp2457 mp2458 mp2459 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 20 26 26 18 12 16 18 18 16 12 12 18 12 12 8 6 8 6 4 4 20 20 20 20 20 15 15 15 15 15 10 10 10 10 10 8 8 8 8 8 e4 m1 e7 e3 s4 420 420 420 420 420 400 400 400 400 400 380 380 380 380 380 360 360 360 360 360 0.10 0.10 0.15 0.20 0.30 0.15 0.15 0.20 0.25 0.35 0.25 0.25 0.30 0.35 0.45 0.50 0.50 0.55 0.60 0.70 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 16 18 18 16 12 12 18 12 12 8 6 8 6 4 4 8 15 15 15 15 15 10 10 10 10 10 8 8 8 8 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 0.15 0.15 0.20 0.25 0.35 0.25 0.25 0.30 0.35 0.45 0.50 0.50 0.55 0.60 0.70 340 340 340 340 340 310 310 310 310 310 290 290 290 290 290 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 e4 m1 e7 e3 s4 20 20 15 0.10 360 e4 mp2420 26 20 15 0.10 360 m1 mp2421 26 20 15 0.15 360 e7 mp2422 18 20 15 0.20 360 e3 mp2423 12 20 15 0.30 360 s4 mp2424 mp2425 mp2426 mp2427 mp2428 mp2429 mp2430 mp2431 mp2432 mp2433 mp2434 mp2435 mp2436 mp2437 mp2438 mp2439  

 microwaveschottkyringquads 0.050 max 0.005 0.003 0.120 min 0.023 0.017 0.105 0.095 e3 cp=0.12pf lp=0.50nh 0.023 0.017 0.120 nom 0.055 0.045 e7 cp=0.07pf lp=0.35nh 0.050 nom 0.005 0.003 0.023 0.017 dia. 0.102 0.090 0.120 min 0.104 0.092 s4 cp=0.20pf lp=0.50nh 0.008 0.004 0.035 0.025 0.006 0.003 m1 assemblynotes: normallyinstalled bydieattachwith eitherepoxyorsolder. 0.006 rotationisclockwize whenviewedfromthetop low intermediate medium high veryhigh barrier powerin (dbm) 0to+3 +3to+6 +6to+9 +9to+12 +12to+18 suggestedl.o.powerrange  
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