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		  Datasheet File OCR Text:


		  ra-800p/m-c6 ra-151p/m-c6 ra-201p/m-c6 ra-231p/m-c6 ra-311p/m-c6 ra-351p/m-c6 ra-391p/m-c6 ra-501p/m-c6 ra-601p/m-c6 ra-102p/m-c6 ra-152p/m-c6 ra-202p/m-c6 ra-242m-c6 ra-272m-c6 ra-302m-c6 ra-302m-c6(ac) 132 electrical specifications - - - - - - -  * 4  * 4  * 4  * 4 -     - - - - - - - - - - - -  *1  *1  *3  *3 - - - -  *1  *1  *1  *1  *1  *1  *1  *1  *1  *1  *1  *1         - - - - - - - - features applications   fast response time.   large surge withstand capability 2,000a.   protects electronic components from impulse  breakdown voltage.   small inter-terminal capacity.   xdsl modems, splitters, bs tuner, crt, vcr,  telephone, modems, car audio and gps. ul ul cul semko :ul497b :ul1449 :ul1414 :c22.2 no.1 :iec61643-1 :en61643-11 e139599 e332107 e47474 se-44153 1020662 safety standard file no. dc sparkover voltage (v) 80 (64 ~ 96) 150 (120 ~ 180) 200 (160 ~ 240) 230 (184 ~ 276) 310 (264 ~ 356) 350 (280 ~ 420) 390 (312 ~ 468) 500 (400 ~ 600) 600 (480 ~ 720) 1,000 (800 ~ 1,200) 1,500 (1,200 ~ 1,800) 2,000 (1,600 ~ 2,400) 2,400 (1,920 ~ 2,880) 2,700 (2,160 ~ 3,240) 3,000 (2,400 ~ 3,600) 3,000 (2,700 ~ 3,900) 1,000 min. (dc50v) 1,000min. (dc100v) 1,000min. (dc250v) model number p: without marking m: marking - ac1,000v60s ac1,250v3s ac1,250v3s ac1,500v60s ac1,800v3s insulation resistance(m  )  impulse  discharge  current 8/20  s (a)  electrostatic capacitance 1mhz (pf) withstand voltage test impulse  life test 8/20  s 100a     v-t characteristics   impulse   absorption characteristics impulse sparkover voltage (kv) 0.0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 response time (s) 1  100  1m 10m 100m 1 10 10n 100n 10  10,000v/  s ra-601m-c6 ra-391m-c6 500v/s 100v/  s 1,000v/  s 100v/s ra-800m-c6 ra-311m-c6 ra-231m-c6 ra-201m-c6    dimensions unit: mm  6.1max. 7max. 25min. 15max.   0.45 "dumet" wire leads glicoat processed safety standard ul 497b ul 1449 ul 1414 cul semko 1.0 max. 2,000 300 times *2 *2 *2 *2 *2 *1 rated voltage ac125v: approved if it is connected to ul approved varistor (v1.0ma  270v, d ?  5mm). *2 rated voltage ac250v: approved if it is connected to ul approved varistor (v1.0ma  390v, d ?  7mm). *3 rated voltage ac250v: approved if it is connected to ul approved varistor (v1.0ma  390v, d ?  5mm). * 4  p: those with no markings are not semko compliant. * 5  reference value ra-c6  series 10 1 0  s/div s / d i v 1,000v/div 1 , 0 0 0 v / d i v 10 1 0  s/div s / d i v 1,000v/div 1 , 0 0 0 v / d i v surge protective devices 10/700  s, 6,000v surge waveform ra-391m-c6 absorbed surge waveform * 5 * 5 * 5 * 5 * 5 1,000min. (dc500v)

 133 o3a 102 eg)  in case of japan production model: ra-102m-c6 dc spark-over voltage:  1,000v tolerance: 20%  o calendar: 2013  3 manufactured month:  january  a    6.1 max. 7 max. 15 max. 25 min. 3 1 5 *1.5~2.5 min.   0.45 "dumet" wire leads glicoat processed unit: mm f p 1 l 1 p a l p 2 h 0 h 1 w 1 w dp 0  h  h t d 0    taping dimensions (ra-xxxp/m-c6-y) unit: mm    forming dimensions (ra-xxxp/m-c6-f)    description of marking +0.6 -0.2 * accumulative pitch error: 4 pitches 50.80.6mm,  20 pitches 2541.5mm description product height from board lamp pitch hole pitch pitch between leads declining paper width hole position lead clinch height product height hole diameter paper thickness dimension (mm) symbol height lamp diameter lead diameter ra 15.0 max.   6.1 max.   0.450.05 17.0 max. 12.71.0 12.70.3* 3.850.7 6.351.3 5.0    2.0 18.00.5 9.00.5 16.00.5 (33.5)   4.00.2 0.70.2 l a d l 1 p p 0 p 1 p 2 f  h w w 1 h 0 h 1 d 0 t hole position month symbol 1 a 2 b 3 d 4 e 5 f 6 g 7 h 8 j 9 k 10 l 11 m 12 n cde ??????  dc sparkover voltage   cd 10 e f ?????????????  t        : china production                  none  : japan production g ?????????????  tolerance  20% (symbol o)* 1 h ?????????????  last digit of the calendar year  eg.)  2013  3 i ?????????????  the month manufactured (see below) *1  tolerance of 311 15% (symbol m) ra-c6  series surge protective devices surge protective devices ra-c6-y:  2,000 pcs    packing q uantity per carton
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