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		  Datasheet File OCR Text:


		        general data   part number   frequency    range    frequency      accuracy   stability over    temperature   operating    temperature    aging for    10 years   bild - in  capacitor   ztacc - mg   zttcc - mg   2.00  -   8.00 mhz   0.5% at 25c   0.3% over  - 25/+85c   - 25/+85c   0.3%   no   yes   ztacr - mg   zttcr - mg   4.00  -   8.00 mhz   0.5% at 25c   0.3% over  - 25/+85c   - 25/+85c   0.3%   no   yes   ztace - mg   zttce - mg     8.00  -   12.00 mhz   0.5% at 25c   0.3% over  - 25/+85c   - 25/+85c   0.3%   no   yes   ztacs - mt   zttcs - mt     6.00  -   13.00 mhz   0.5% at 25c   0.4% over   - 25/+85c   - 25/+85c   0.3%   no   yes   ztacv - mt   zttcv - mt   8.00  -   13.0 mhz   0.5% at 25c   0.4% over   - 25/+85c   - 25/+85c   0.3%   no   yes   ztacs - mx   zttcs - mx   13.01  -   60.0 mhz   0.5% at 25c   0.3% over   - 25/+85c   - 25/+85c   0.3%   no   yes   ztacv - mx   zttcv - mx   16.00  -   60.0 mhz   0.5% at 25c   0.3% over   - 25/+85c   - 25/+85c   0.3%   no   yes   ztacw - mx   zttcw - mx   20.00  -   60.0 mhz   0.5% at 25c   0.3% over   - 25/+85c   - 25/+85c   0.3%   no   yes   ztacz - mx   zttcz - mx   24.00  -   60.0 mhz   0.5% at 25c   0.3% over   - 25/+85c   - 25/+85c   0.3%   no   yes   ztacp - mg   zttcp - mg   2.00  -   12.0 mhz   0.5% at 25c   0.3% over   - 25/+85c   - 25/+85c   0.3%   no   yes   other parameters are available on request / create here your specification         petermann - technik gmbh   lechwiesenstr. 13   d - 86899 landsberg am lech   fon: +49/8191/305395   fax: +49/8191/305397   www.petermann - technik.com   info@petermann - technik.com   premium quality by    petermann - technik   crystals   oscillators   ceramic resonators   ceramic filters   saw components   spec.01 ? rev.00 ? august   2013           rohs - 2 2011/65/e u   compliant   features     ?   high reliability for low cost      ?   small dimensions and low profile   ?   wide frequency range   ?   excellent clock signal generator      smd ceramic resonators     test circuit for mos ic   iso 9001:2008  

       petermann - technik gmbh   lechwiesenstr. 13   d - 86899 landsberg am lech   fon: +49/8191/305395   fax: +49/8191/305397   www.petermann - technik.com   info@petermann - technik.com   premium quality by    petermann - technik   crystals   oscillators   ceramic resonators   ceramic filters   saw components   spec.01 ? rev.00 ? august   2013   part number   l   w   h   p1   p2   t   ztacc - mg   zttcc - mg   7.40.2   3.40.2   1.80.2   1.20.2   1.20.2   5.00.2   2.50.2   ztacr - mg   zttcr - mg   4.50.2   2.00.2   1.2max   0.80.2   0.80.2   1.50.2   ztace - mg   zttce - mg   3.20.2   1.30.2   1.0max   0.40.2   0.40.2   1.20.2   ztacs - mt/mx   zttcs - mt/mx   4.70.2   4.10.2   (1.2+a)0.2   1.00.2   0.80.2   3.90.2   1.950.2   ztacv - mt/mx   zttcv - mt/mx   3.70.2   3.10.2   (1.0+a)0.2   0.90.2   0.70.2   3.00.2   1.50.2   ztacw - mx   zttcw - mx   2.50.2   2.00.2   1.2max   0.50.2   0.40.2   2.00.2   1.00.2   ztacz - mx   zttcz - mx   2.20.2   1.80.2   1.2max   0.40.2   0.50.2   1.70.2   0.850.2   ztacp - mg   zttcp - mg   6.00.2   3.00.2   1.80.2   1.50.2   1.70.2   1.20.2   1.20.2   5.00.2   2.50.2   note:  a stands for thickness of the ceramic element, which varies with the frequency. the range of the thickness difference    is 0.1 to 0.7 mm.     no middle terminal for zta series.   dimensions         iso 9001:2008  

       petermann - technik gmbh   lechwiesenstr. 13   d - 86899 landsberg am lech   fon: +49/8191/305395   fax: +49/8191/305397   www.petermann - technik.com   info@petermann - technik.com   premium quality by    petermann - technik   crystals   oscillators   ceramic resonators   ceramic filters   saw components   spec.01 ? rev.00 ? august 2013   packing approach               tape size         reel specification   iso 9001:2008  

       petermann - technik gmbh   lechwiesenstr. 13   d - 86899 landsberg am lech   fon: +49/8191/305395   fax: +49/8191/305397   www.petermann - technik.com   info@petermann - technik.com   premium quality by    petermann - technik   crystals   oscillators   ceramic resonators   ceramic filters   saw components   spec.01 ? rev.00 ? august   2013               recommended reflow    soldering conditions   recommended land pattern   test conditions of  peeling strength   iso 9001:2008  

       petermann - technik gmbh   lechwiesenstr. 13   d - 86899 landsberg am lech   fon: +49/8191/305395   fax: +49/8191/305397   www.petermann - technik.com   info@petermann - technik.com   premium quality by    petermann - technik   crystals   oscillators   ceramic resonators   ceramic filters   saw components   spec.01 ? rev.00 ? august   2013   ordering information         example: ztacc - 8.000mg 4   please indicate your required series   delivery form   options:   zta/zttcc   =4.000 pcs per reel    zta/zttcr   =3.000 pcs per reel    zta/zttce   =3.000 pcs per reel    zta/zttcs   =1.000 pcs per reel    zta/zttcv   =1.000 pcs per reel    zta/zttcw   =3.000 pcs per reel    zta/zttcp   =4.000 pcs per reel    zta/zttcz   =3.000 pcs per reel    ztacc       series       frequency   8.000       mg   model code        4   delivery  form   iso 9001:2008  
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