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		  Datasheet File OCR Text:


		  scp2, scr2 series scr2?17?32?f?00.50?s?s1 scp2?17?32?f?03.00?t?t www.samtec.com f-210-2 mates with: scr2 for complete speci cations  see www.samtec.com?scp2 insulator material: pbt terminal material:  brass alloy wire:  24 awg sealed overmold: pa66 rohs compliant:  ye s note:  some lengths,  styles and options are  non-standard, non-returnable. for complete speci  cations and  recommended panel hole layout  see www.samtec.com?scr2 insulator material:  pbt panel contacts:  phosphor bronze board contacts: phosphor bronze wire:  24 awg rohs compliant:  ye s mates with: scp2, ipl1  note:  this series is  non-standard, non-returnable. (42,00) 1.65 (1,02) .040 dia assembled length = wire length + (24,62) .969 (28,00) 1.102 (9,50) .374 dia also available single ended and custom  wire lengths available. other applications: ethernet: see scpe series usb: see scpu series power: see scp1 series tiger eye  : see scp3 series ?10 ?17 4- also available ?10 ?17 dca-10-02 dca-17-02 size scpx dust caps scrx dca-10-01 dca-17-01 ?10 ?17 size scrx scppa-10-01 scppa-17-01 panel plugs cable shipped with panel mount hardware but not assembled. application  specific option ?single ended and custom  wire lengths available. ? without  keyed polarization. call samtec. specifications specifications ip68   sealed  high  density  system plating plating wire length wire length end 2 option end 2 option end 1 option end 1 option ?s = socket (?10 only) ?t = terminal ?s = socket ?s = socket (?10 only) ?t = terminal ?bc = blunt cut ?se = socket  extension ?s1 = plastic  latch  mini mate ? socket ?s2 = metal latch  mini mate ? socket ?bc = blunt cut ?f = gold  flash ?f = gold  flash no. of pins no. of pins ?10 = 10 pins (size ?10 only) ?32 = 32 pins (size ?17 only) ?10 = 10 pins (size ?10 only) ?32 = 32 pins (size ?17 only) size size ?10, ?17 ?10, ?17 ?00.25 = (0.25m) 9.84?  ?00.50 = (0.50m) 19.69?  scp2 scr2 current rating ambient temp scp2/scr2/ipl1 20c 5a 40c 4.2a 60c 3.5a 75c 2.8a 6 positions (2x3) powered assembled length = wire length + (19,16) .754 a see ipd1  & mmsd series (48,45) 1.907 (39,90)  1.571  dia (31,80) 1.252 ?17 ?10 ?10 ?17 size a (9,5) .374 (12,7) .50 ?02.00 = (2m) 78.74? ?03.00 = (3m) 118.11?  ?05.00 = (5m) 196.85?




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SCR2-10-10-F-0050-BC 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























