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		  1 release date: 2009-03-19 13:34 date of issue: 2009-03-19 032797_eng.xml subject to reasonable modifications due to technical advances. copyright pepperl+fuchs, printed in germany pepperl+fuchs group ? tel.: germany +49 621 776-0 � usa +1 330 4253555 � singapore +65 67799091 � internet http://www.pepperl-f uchs.com cable connector V1-W-2M-PVC dimensions l 27.8 14.8 14.2 m12 x 1 35.1 model number V1-W-2M-PVC cable socket, m12, 4-pin, pvc cable features ? knurled nut suitable for tool assembly ? immunity to vibration, with mechani- cal latching ? gold plated contacts ? protection degree ip67 / ip68 / ip69k ? suitable for 2-, 3- and 4-wire technol- ogy technical data general specifications number of poles  4 connection 1  connector, female construction type 1  angled threading 1  m12 connection 2  free cable end electrical specifications operating voltage  u b max. 300 v dc test voltage  > 1500 v  eff  ac operating current  max. 4 a volume resistance  < 5 m ? ambient conditions ambient temperature  -25 ... 100 c (248 ... 373 k)  for temperatures over 80 c (353 k) reduced elongation at tear degree of soiling  3 mechanical specifications contact elements  spring-loaded contact socket pin diameter  1 mm protection degree  ip67 / ip68 / ip69k material   contacts  cusn / au contact surface  au handle  tpu, green cable pvc slotted nut  diecast zinc core isolation  pvc cable  fine-strand, flexible sheath diameter  ?4.8 mm bend radius  > 10 x conductor diameter, appropriate for conveyor chains colour grey cores  4 x 0.34 mm 2 conductor construction  19 x 0.15 mm ? length l 2 m flammability   contact material  94 v-2 housing 94 v-2 wire  flame-resistant electrical connection 1 1 bn 4 bk 2 wh 3 bu
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