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		  Datasheet File OCR Text:


		  TMPC400-72 400w medical atx pc power supply with low leakage tumbler technologies + trumpower 3350 scott blvd., building 13 ? santa clara, california 95054, usa  ?  408-988-6616  ?  sales@trumpower.com ? www.trumpower.com input specifications input voltage range ............................. 90~265 vac input frequency .................................... 47~63hz input current ......................................... 8a @  115 vac 4a @ 230 vac leakage current ................................... 90a  max. @264 vac output specifications output power ratings .......................... see rating chart load regulation ................................... see rating chart ripple & noise ...................................... see rating chart hold-up time ........................................ 20ms @ 115vac/60hz, 20ms @ 230vac/50hz overvoltage protection, +3.3v ............. + 3.7v to +4.5v +5v ................ + 5.7v to +6.5v +12v .............. +13.3v to +15.6v short-circuit protection ......................... on all outputs features ? 90-265 vac universal input with active pfc ? meets atx12v & eps12v standards ? low leakage current ? line input fuse protection ? long life ball-bearing fan with noise-killer ? active pfc meets en61000-3-2 standard general specifications efficiency ............................ 68% at full load operating temperature ...... 0  c to +50  c storage t emperature ......... -20  c to +80  c relative humidity ............... 5%  to 95% non-condensing mtbf ................................. 200k hours mininum at full load & 25  c ambient, calculated per mil-hdbk-217f standards & compliances emissions ..................... en  55011, class b conducted & radiated immunity ....................... en 61000-3-2, en 60601-1-2 safety standards .......... ul  60601-1, iec 60601-1 & en 60601-1 agency approvals ......... ul, tuv, cb, ce other compliance ......... rohs t r a h c g n i t a r t n e r r u c & e g a t l o v t u p t u o t u t p u o c d e g a t l o v m u m i n i m d a o l m u m i x a m * d a o l d a o l n o i t a l u g e r e s i o n & e l p p i r p - p . x a m v 3 . 3 +a 5 . 0a 0 3% 5 v m 0 5 v 5 +a 3 . 0a 0 3% 5 v m 0 5 v 2 1 + 1 a 1a 7 1% 5 v m 0 2 1 v 2 1 + 2 a 1a 7 1% 5 v m 0 2 1 v 2 1 -a 0a 8 . 0% 0 1 v m 0 2 1 b s v 5 +a 0a 2% 5 v m 0 5 v 5 -a 0a 3 . 0% 0 1 v m 0 0 1 . m u m i x a m w 0 0 4 s i r e w o p t u p t u o l l a r e v o e h t * . m u m i x a m w 0 8 1 s i v 5 + & v 3 . 3 + r o f r e w o p t u p t u o l a t o t e h t * . m u m i x a m w 0 8 3 : v 2 1 + & v 5 + , v 3 . 3 + r o f r e w o p t u p t u o l a t o t e h t * #tmpc40072-2011-0727 mechanical specifications *typical output cableset *custom output cablesets available
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