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		  Datasheet File OCR Text:


		  powerverter? 1250w ambulance/ems inverter/charger with 2 outlets model number:  EMS1250UL   description tripp lite's EMS1250UL inverter with integrated charging system provides automatic, uninterruptible dc-to-ac power for critical on-board equipment. ideal for installation by ambulance/ems vehicle manufacturers, dealer or ems service for oem, replacements and upgrades. supplies up to 1250 watts of continuous 120v ac power to 2 ac outlets from any 12v battery or automotive dc source. when ac cable is connected to a shore power source, commercial power passes through to connected equipment and the battery set is recharged via 3 stage, 14/55 amp selectable charging system. this unit can also function as a ups system, responding to blackouts and voltage fluctuations with a near instantaneous automatic transfer to battery-derived ac output. convenient anderson dc input quick connector on the unit with extra anderson dc input connector included in the box (user supplies batteries and cabling). reliable large transformer design with efficient pwm sine wave output and frequency control powers resistive electronic loads or large inductive motors, compressors and other items with high current needs on startup. included apsrm4 wired remote power switch with full status leds provides remote power inverter on/off switching and continuous status information (apsrm4 included). supports an unlimited amount of runtime with any number of user-supplied batteries connected. highly adaptable to a variety of applications and site conditions with adjustable charger settings for wet/gel battery types and selectable line to battery power transfer voltages. includes ac input surge suppression. includes hospital grade plug and outlets with gfi (ground fault interrupter) protection. tuv tested to ul458 (mobile inverter) and can/csa-c22.2 no. 107.1-01. meets gsa ambulance specification kkk-a-1822.  note: to protect against high current draw that may occur during inverter failure, a fuse link rated at 200a should be positioned no more than 18" from the EMS1250UL's battery in the positive line.  features EMS1250UL serves as an automotive or stationary dc-to-ac inverter with automatic line-to-battery transfer and integrated battery charger supports 120v ac output from a 120v ac line power source or 12v dc battery source 16.6 millisecond automatic transfer between line and battery power supports ups protection during blackouts highlights 12v dc or 120vac input; 120v ac output; 2 nema 5-15r hospital-grade outlets 1250 watts continuous, 1875 watts overpower? and 2500 watts doubleboost? inverter output 3 stage, 14/55 amp selectable wet/dry cell battery charger auto transfer switching option for battery backup / ups operation - includes wired apsrm4 remote control switch tested to vehicular inverter standards ul458 (usa) and csa-c22.2 no. 107.1-01 (canada). meets gsa ambulance specification kkk-a-1822 hospital-grade ac plug and gfci outlets; anderson quick connect dc wiring terminals meets osha requirements applications versatile inverter/charger system with auto-transfer switching serves as an automotive inverter for ems applications (ambulance, emergency or police vehicles); a standalone alternative power source for backup power operation and as an uninterruptible power supply (ups) for items compatible with a 16.6 millisecond transfer time. package includes EMS1250UL inverter/charger instruction manual with warranty information wired remote switch with full led status indicators (model apsrm4) 1 / 5   

 16.6 millisecond automatic transfer between line and battery power supports ups protection during blackouts and voltage fluctuations for equipment compatible with a one cycle transfer time 1250 watts continuous ac output in inverter mode, 1440 watts continuous ac output in ac mode double boost? inverter output supports momentary startup loads up to 200% of the continuous rating for up to 10 seconds overpower? inverter output supports longer duration overloads to 150% for 1-60 minutes under ideal battery and temperature conditions. (for best results, utilize overpower usage for as short of a duration as possible, ensure battery bank and cabling is able to provide full nominal dc voltage under load and allow inverter/charger to fully cool before and after overpower usage.) 3 stage, selectable 14/55 amp battery charger with adjustable settings for wet/gel battery types offers fast, reliable battery recharging anderson quick connect dc wiring terminals safely accept input from attached battery bank protected hardwire output passes 120v line power or inverter output through to connected equipment reliability enhanced large-transformer design tested to ul (usa) and csa (canada) standards moisture-resistant construction enables vehicular or marine operation in high humidity environments 3 position operating mode switch supports "auto" mode to enable automatic transfer between dc and ac modes, charge-only to maintain a full battery charge when ac is present without auto transfer and system off settings set of six front panel leds display ac/dc operational modes, overload status, dc voltage level, shutdown status and system fault status set of 4 configuration dipswitches support wet/gel battery charging profiles, adjustable 135/145v high voltage auto transfer during overvoltages and selectable 75/85/95/105v ac low voltage auto transfer during brownouts set of 4 additional configuration dipswitches support 4 levels of charger limiting relative to output load size, a battery equalization program and battery charger low/high/off settings resettable 12a charger ac input breaker and resettable 12a ac output breaker and automatic 2 speed cooling fan protect the inverter from load and temperature related failures grounding lug properly connects the inverter/charger system to earth ground or vehicle grounding system automatic overload and thermal shutoff safely turns off inverter as excessive loads or overheating conditions develop front panel remote control connector enables remote off/on switching (apsrm4 remote control switch with status led display and 50 ft cable included). apsrm4 accessory also includes user configurable jacks to support inverter shutoff or startup as a vehicle ignition is engaged load sensing control dial enables adjustable load threshold required to automatically turn the inverter on and off in dc mode as load conditions change specifications overview intended application ems/ambulance output frequency compatibility 60 hz output watts 1250 continuous output capacity (watts) 1250 peak output capacity (watts) 2500 output nominal voltage 120v output voltage regulation line power (ac): maintains 120v nominal sine wave output from line power source. inverter power (ac): maintains pwm sine wave output voltage of 120 v ac (+/-5%). apsrm4) 2 anderson dc connectors (1 on the unit and 1 included in the box) 2 / 5   

 output frequency regulation 60 hz (+/- 0.3 hz) overload protection includes 12a input breaker dedicated to the charging system and 12a output breaker for ac output loads outlet quantity / type 2 nema 5-15r outlet details 2 hospital-grade gfci duplex outlets input nominal input voltage(s) supported 120v ac recommended electrical service dc input: requires 12vdc input source capable of delivering 127a for the required duration (when used at full continuous capacity - dc requirements increase during over-power and double-boost operation). for automotive applications, professional hardwire maximum input amps / watts dc input: full continuous load - 127a at 12vdc. ac input: 32 amps at 120vac with full inverter and charger load (11 a max charger-only / combined input load to support charger and ac output is automatically controllable to 66%-33%-0% based on ac output lo input connection type dc input: 175a anderson dc connector. ac input: nema 5-15p hospital-grade input plug voltage compatibility (vac) 120 voltage compatibility (vdc) 12 battery expandable battery runtime runtime is expandable with any number of user supplied wet or gel type batteries dc system voltage (vdc) 12 battery charge 14a/55a (selectable) leds alarms & switches switches 3 position on/off/remote switch enables simple on/off power control plus "auto/remote" setting that enables distant on/off control of the inverter system when used in conjunction with included external switch for wired remote control of aps unit  apsrm4  ac front panel leds set of 6 leds offer continuous status information on load percentage (6 levels reported) and battery charge level (7 levels reported). see manual for sequences. surge / noise suppression ac suppression joule rating 760 physical shipping dimensions (hwd/in) 12.5 x 11 x 10.75 shipping dimensions (hwd/cm) 21.75 x 27.94 x 27.31 shipping weight (lbs) 24.8 shipping weight (kg) 11.2 unit dimensions (hwd/in) 7 x 8.75 x 9 unit dimensions (hwd/cm) 17.78 x 22.23 x 22.86 unit weight (lbs) 23.2 3 / 5   

 unit weight (kg) 10.5 cooling method multi-speed fan material of construction polycarbonate style heavy-duty with built-in battery charger form factors supported mounting slots enable permanent placement of inverter on any horizontal surface (see manual for additional mounting information) environmental relative humidity 0-95% non-condensing line / battery transfer transfer time from line power to battery mode 16.6 milliseconds (typical - compatible with many computers - verify transfer time compatibility of loads for ups applications) low voltage transfer to battery power in ac "auto" mode, inverter/charger switches to battery mode as line voltage drops to 75v (user adjustable to 85, 95, 105v - see manual) high voltage transfer to battery power in ac "auto" mode, inverter/charger switches to battery mode as line voltage increases to 145v special features appearance attractive gray color scheme load sensing optional load sense function enables automatic inverter shutoff and startup as connected equipment is powered off and on. front panel load sense potentiometer can be set to shutoff or turn on inverter power in response to loads of any level, up to 150 watts. remote control capability yes tvss grounding yes, includes front panel grounding lug certifications certifications tested to ul458 (usa) and can/csa-c22.2 no. 107.1-01 (canada) also meets kkk-a-1822 (ambulance). warranty product warranty period (u.s. & canada) 30-month limited warranty product warranty period (international) 1-year limited warranty product warranty period (mexico) 30-month limited warranty product warranty period (puerto rico) 30-month limited warranty related items optional products 4 / 5   

 model number description qty. apsrm4 remote control module - for tripp lite inverters and inverter/chargers  1 bp-260 ideal battery housing for use with tripp lite powerverter aps inverter/charger systems with a 12 or 24v dc system voltage.  1 98-121 12v dc sealed, maintenance-free battery  1 more information, including related products, owner's manuals, and additional technical specifications, can be found online at:  http://www.tripplite.com/sku/EMS1250UL . ? 2014 tripp lite. all rights reserved. all trademarks are the sole property of their respective owners. tripp lite has a policy of continuous improvement. specifications are subject to change without notice. photos may differ slightly from final products. 5 / 5   
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