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		  Datasheet File OCR Text:


		         power  t r ansformer   chassis mount: quick pack     f7-120     description:  the f7 -120  quick pa ck  small power transfo rm e r  of fers a  signifi ca nt redu ction    in size and  weight over a st anda rd tra n sforme r .   this t r an sform e r  can be u s ed  for a wide va riety of applica t ions. it is bobbin wound f o r re du ced  si ze an d small   operating sp a c e.      electrical s pecifications (@25c):  maximum po w e r:  56.0v a  input v o lt ag e:  1 15v a c @50/60 hz   output v o lt age:  12 0.0vct@0.5a    constructi on:  s p lit bobbing  non con c entri c win d ing eli m inates  co stly  electrost a tic shielding.  t e rmination  is  su it able for qui ck co nne ct s or solde r ing.    safet y :   ul  cl ass b e5314 8  f 1 23 b a c 5 4 d 10 6 8 e g         dimensions:                   a  b  c  d  e  f  g  2 . 2 5 0   3 . 1 2 5   3 . 6 8 7   1 . 8 1 2   2 . 6 8 7   . 1 8 7   dia   1.062 notes:  1.   uni t s:  inch es.   2.  t e rminal  size: .187? x 0.21?.  3.  w e ig ht: 1.70 lbs      schematic:      2 6 8 10 4                 input:  2   t o   4                        outpu t :  6 to10       rohs com p l i ance:   a s  of manufa c turi n g  date feb r u a ry 2005, all  st an dard  prod uct s  me e t  the require ment s of 200 2/95/ec, kno w n a s  the ro hs initiative.       

 49 | power transformers power transformers chassis mount: quick pack ? single primary dual primary dimensions wt. section 115 v 115 /230 v va output rating l w h a b ml lbs. f3-10 ? 10.0v ct @ 0.25a f3-12 ? 12.6v ct @ 0.2a f3-16 ? 16.0v ct @ 0.15a f3-20 ? 20.0v ct @ 0.12a a f3-24 ? 2.4 24.0v ct @ 0.1a f3-28 ? 28.0v ct @ 0.085a f3-36 ? 36.0v ct @ 0.065a f3-48 ? 48.0v ct @ 0.05a f3-56 ? 56.0v ct @ 0.045a f3-120 ? 120.0v ct @ 0.02a f4-10 fd4-10 10.0v ct @ 0.6a f4-12 fd4-12 12.6v ct @ 0.5a f4-16 fd4-16 16.0v ct @ 0.4a f4-20 fd4-20 20.0v ct @ 0.3a b f4-24 fd4-24 6.0 24.0v ct @ 0.25a f4-28 fd4-28 28.0v ct @ 0.2a f4-36 fd4-36 36.0v ct @ 0.17a f4-48 fd4-48 48.0v ct @ 0.125a f4-56 fd4-56 56.0v ct @ 0.11a f4-120 fd4-120 120.0v ct @ 0.05a f5-10 fd5-10 10.0v ct @ 1.2a f5-12 fd5-12 12.6v ct @ 1.0a f5-16 fd5-16 16.0v ct @ 0.8a f5-20 fd5-20 20.0v ct @ 0.6a c f5-24 fd5-24 12.0 24.0v ct @ 0.5a f5-28 fd5-28 28.0v ct @ 0.42a f5-36 fd5-36 36.0v ct @ 0.35a f5-48 fd5-48 48.0v ct @ 0.25a f5-56 fd5-56 56.0v ct @ 0.22a f5-120 fd5-120 120.0v ct @ 0.1a f6-10 FD6-10 10.0v ct @ 3.0a f6-12 fd6-12 12.6v ct @ 2.5a f6-16 fd6-16 16.0v ct @ 2.0a f6-20 fd6-20 20.0v ct @ 1.5a d f6-24 fd6-24 30.0 24.0v ct @ 1.25a f6-28 fd6-28 28.0v ct @ 1.1a f6-36 fd6-36 36.0v ct @ 0.85a f6-48 fd6-48 48.0v ct @ 0.63a f6-56 fd6-56 56.0v ct @ 0.54a f6-120 fd6-120 120.0v ct @ 0.25a f7-10 fd7-10 10.0v ct @ 5.0a f7-12 fd7-12 12.6v ct @ 4.0a f7-16 fd7-16 16.0v ct @ 3.5a f7-20 fd7-20 20.0v ct @ 2.8a e f7-24 fd7-24 56.0 24.0v ct @ 2.4a f7-28 fd7-28 28.0v ct @ 2.0a f7-36 fd7-36 36.0v ct @ 1.5a f7-48 fd7-48 48.0v ct @ 1.2a f7-56 fd7-56 56.0v ct @ 1.0a f7-120 fd7-120 120.0v ct @ 0.5a :: quick pack ct = center tap mounting hole size:  3 / 16 " 2 1 / 16 1 1 / 16 1 3 / 16 1 5 / 8 9 / 16 1 3 / 4 0.25 2 3 / 8 1 1 / 4 1 3 / 8 1 11 / 16 11 / 16 2 0.44 2 13 / 16 1 3 / 8 1 5 / 8 1 15 / 16 13 / 16 2 3 / 8 0.70 3 1 / 4 1 11 / 16 1 15 / 16 2 5 / 16 1 1 / 16 2 13 / 16 1.10 3 11 / 16 1 13 / 16 2 1 / 4 2 11 / 16 1 1 / 16 3 1 / 8 1.70 :: description the triad quick pack small power transformer series offers a significant reduction in size and weight for a given va rating. these transformers are available in six sizes for a wide variety of applications. they are bobbin wound for reduced size and small operating space. split bobbin nonconcentric winding eliminates costly electrostatic shielding. termination is suitable for quick connects or soldering. :: specifications primary: 115 v, 115/230 v, 50/60 hz va range: 2.4 to 100.0 output rating range: 10.0 v ct to 120.0 v ct class b ul recognized ul file e53148

 50 | power transformers single primary dual primary dimensions wt. section 115 v 115 /230 v va output rating l w h a b ml lbs. f8-10 fd8-10 10.0v ct @10.0a f8-12 fd8-12 12.6v ct @ 8.0a f8-16 fd8-16 16.0v ct @ 6.25a f8-20 fd8-20 20.0v ct @ 5.0a a f8-24 fd8-24 100.0 24.0v ct @ 4.0a f8-28 fd8-28 28.0v ct @ 3.6a f8-36 fd8-36 36.0v ct @ 2.8a f8-48 fd8-48 48.0v ct @ 2.0a f8-56 fd8-56 56.0v ct @ 1.8a f8-120 fd8-120 120.0v ct @ 0.85a :: quick pack continued ct = center tap mounting hole size:  3 / 16 " 4 1 / 32 2 1 / 4 2 9 / 16 3 1 / 16 1 5 / 16 3 9 / 16 2.75 :: outline dimensions technical notes 1. hi-pot tested at 2,500 vrms. 2. class b insulation for maxumim temperature of 130oc. 3. terminal size is .187 x .021. single primary dual primary
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