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		  Datasheet File OCR Text:


		      elektronische bauelemente  SD36L  voltage 36v  350w plastic encapsulate esd protection diodes     28-sep-2012 rev. a  page 1 of 2   http://www.secosgmbh.com/  any changes of specification will not be informed individually.     features  ?   350 watts peak pulse power(tp=8/20  s)  ?   small package for use in portable electronics  ?   suitable replacement for mlv?s in esd protection    applications  ?   low clamping voltage and leakage current  ?   in compliance with eu rohs 2002/95/ec directives    applications  ?   case  sod-323l, plastic  ?   terminals  solderable per mil-std-750, method 2026  ?   polarity  color band cathode  ?   approx. weight  0.0001 ounce, 0.0041 grams    package information  package mpq leadersize  sod-323l 5k  7? inch          maximum ratings  (t a =25c unless otherwise specified )  parameter symbol value unit  peak pulse power (tp = 8/20  s) p pk  350  w  esd voltage  v esd  25  kv  operating and storage temperature range  t j , t stg  -50~150  c      electrical characteristics  (t a =25c unless otherwise specified )  parameter symbol min. typ. max. unit conditions  reverse stand-off voltage  v rwm  -  - 36 v  -  reverse breakdown voltage  v br  39.9 - 45 v  i br =1ma  reverse leakage current  i r  - - 1   a v r =36v  clamping voltage (8/20   s) v c  - - 60 v  i pp =1a  -  30  -  pf  0vdc bias = f = 1mhz  off state junction capacitance  c j   -  1  -  pf  5vdc bias = f = 1mhz    rohs compliant product   a suffix of ?-c? specifies halogen & lead-free   sod-323l  e f b c d a millimete r  millimete r ref. min. max.  ref.  min. max. a 2.30 2.70  d  1.60 1.80 b 1.15 1.35  e  0.25 0.40 c 0.80 1.00  f  0.05 0.25

     elektronische bauelemente  SD36L  voltage 36v  350w plastic encapsulate esd protection diodes     28-sep-2012 rev. a  page 2 of 2   http://www.secosgmbh.com/  any changes of specification will not be informed individually.   ratings and characteristics curves                                              fig.1 \ pulse ? wave ? form ? fig.2 \ power ? deratin g ? curve fig.3 \ peak ? pulse ? power ? vs ? pulse ? time fig.4 \ t yp ical ? reverse ? volta g e ? vs ? ca p acitance
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