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		  Datasheet File OCR Text:


		  rev. aug. 11   website:  www.aemchina.com & www.aemcomponents.com  part number  current rating   (a)  voltage rating   (vdc)  nominal cold dcr   ( 
 ) 1 f0402fa0500v024t  0.5 24 0.380 f0402fa0750v024t  0.75 24 0.210 f0402fa1000v024t  1.0 24 0.120 F0402FA1500V024T  1.5 24 0.056 f0402fa2000v024t  2.0 24 0.035 f0402fa3000v024t  3.0 24 0.021 f0402fa4000v024t  4.0 24 0.014 ordering information:  solidmatrix ?  0402 fast acting surface mount fuses   shape and dimensions:  recommended land pattern:  solder fuse element  nickel  silver  metallization  0.020  0.004   (0.51 0.10) 0.039  0.004  (1.00  0.10)  0.020  0.004  (0.51  0.10)  0.010  0.004  (0.25  0.10)  0.063  (1.60) 0.016  (0.40) 0.028  (0.70) inch(mm) agency approval:  recognized under the components  program of underwriters laboratori es. file number: e232989  patents: u.s. patent numbers 6,034,589; 6,602,766;  7,268,661 b2; and other pending patents  1. measured at  ?  10% rated current and 25 o c ambient.  features: x multilayer monolithic structure with glass ceramic body and  silver fusing element  x silver termination with nickel and pure-tin solder plating,  providing excellent solderability  x standard eia0402/eiaj1005 size  x compatible with both wave and reflow soldering processes  x operating temperature range: -55 o c to +125 o c (with de-rating)  x rohs compliant  interrupting ratings: 35 a at rated voltage  clearing time characteristics (fast acting):  % of current rating  clearing time at 25 o c 100 %  4 hours min.  250 %  5 seconds max.  400 %  0.05 seconds max. 

 rev. aug. 11  website:   www.aemchina.com  & www.aemcomponents.com  0.0001 0.001 0.01 0.1 1 10 0.1 1 10 100 clearing time (s) average clearing time curves solidmatrix ?  0402 fast acting surface mount fuses   current (a)  0.5 a  0.75 a  1.0 a  1.5 a  2.0 a  3.0 a  4.0 a 

 rev. aug. 11   website:  www.aemchina.com & www.aemcomponents.com  0.0001 0.001 0.01 0.1 1 10 100 1000 0.0001 0.001 0.01 0.1 1 10 i 2 t (a 2 s) average i 2 t vs. t curves  solidmatrix ?  0402 fast acting surface mount fuses   time (s)  4.0 a  3.0 a  2.0 a  1.5 a  1.0 a  0.75 a  0.5 a 
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