

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						NJW1147			TC1071			SMAJ50			F1120			QXL2B104			704123			07K010			MCN7430L			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				DSA30C45PC Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  DSA30C45PC advanced low loss and soft recovery high performance schottky diode common cathode schottky diode gen 2 1 2/4 3 part number backside: cathode f = features / advantages: applications: package: ?  housing: ? _ industry standard outline ? _ epoxy meets ul 94v0 ? _ rohs compliant ?  very low vf ?  extremely low switching losses ?  low irm values ?  improved thermal behaviour ?  high reliability circuit operation ?  low voltage peaks for reduced    protection circuits ?  low noise switching ?  rectifiers in switch mode power    supplies (smps) ?  free wheeling diode in low voltage    converters to263 (d2pak) ixys reserves the right to change limits, conditions and  dimensions. 20120120 data according to iec 60747and per semiconductor unless othe rwise specified ? 2012 ixys all rights reserved  http://

 DSA30C45PC advanced v    =          v i r v i a v f 0.75 r 1.75 k/ w r 15 v v 250 t    =   25c vj t    =       c vj m a 2.5 v    =          v r t    =   25c vj i  =          a f v t  =       c c 155 p 85 w t    =   25c c r k/ w 15 45 max. non-repetitive reverse blocking voltage reverse current, drain current forward voltage drop total power dissipation t 0.91 t    =   25c vj 125 v v 0.42 t    =       c vj 175 r f 9.9 m 
 v 0.63 t    =       c vj i  =          a f v 15 0.79 i  =          a f 30 i  =          a f 30 threshold voltage slope resistance for power loss calculation only  a 125 v v 45 max. repetitive reverse blocking voltage t    =   25c vj c j 497 j unction capacitance v  =         v 5 t    =   25c f = 1 mhz r vj p f i t = 10 ms; (50 hz), sine; t    =   45c vj max. forward surge current v  = 0 v r t    =       c vj 175 140 a 45 d = rectangular 0.5 average forward current thermal resistance junction to case thermal resistance case to heatsink schottky 45 0.25 ixys reserves the right to change limits, conditions and  dimensions. 20120120 data according to iec 60747and per semiconductor unless othe rwise specified ? 2012 ixys all rights reserved  http://

 DSA30C45PC advanced product m a r k i n g date code part no. logo assembly code xxxxxxxxx ixys yyww z 000000 assembly line d s   a 30 c 45         pc     diode schottky diode low vf common cathode         to263ab (d2pak) (2)       = = =             dsa30c45hb to247ad (3) 45 current rating [a] reverse voltage [v] = = = =  package t c t c 150 storage temperature 55 g 2 virtual junction temperature f c n 60 mounting force with clip 20 i rms current 35 a per terminal 175 55 to-263  ( d2pak ) DSA30C45PC 512243 tape & reel 800 DSA30C45PC dsa30c45pb to220ab (3) 45 standard threshold voltage v 0.42 m 
 v r slope resistance * 6.8  equivalent circuits for simulation t    = vj i v 0 r 0 175c * on die level ixys reserves the right to change limits, conditions and  dimensions. 20120120 data according to iec 60747and per semiconductor unless othe rwise specified ? 2012 ixys all rights reserved  http://

 DSA30C45PC advanced w c2 a a1 c l e 2x e l1 d 3 2 1 3.81 (0.150) 1.78 (0.07) 2.54 (0.100) 3.05 (0.120) 10.92 (0.430) 9.02 (0.355) mm (inches) recommended min. foot print 3x b2 e1 2x b h d1 supplier option l2 4 m i nm a xm i nm a x a 4.06 4.83 0.160 0.190 a1 a2 b 0.51 0.99 0.020 0.039 b2 1.14 1.40 0.045 0.055 c 0.40 0.74 0.016 0.029 c2 1.14 1.40 0.045 0.055 d 8.38 9.40 0.330 0.370 d1 8.00 8.89 0.315 0.350 d2 e 9.65 10.41 0.380 0.410 e1 6.22 8.50 0.245 0.335 e e1 h 14.61 15.88 0.575 0.625 l 1.78 2.79 0.070 0.110 l1 1.02 1.68 0.040 0.066 w typ. 0.02 0.040 typ. 0.0008 0.002 dim. millimeter inches typ. 0.10 typ. 0.004 2.41 0.095 0.098 4.28 0.169 all dimensions conform with and/or within jedec standard. 2,54 bsc 0,100 bsc 2.5 1 2/4 3  outlines to-263 (d2pak) ixys reserves the right to change limits, conditions and  dimensions. 20120120 data according to iec 60747and per semiconductor unless othe rwise specified ? 2012 ixys all rights reserved  http://
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