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		  Datasheet File OCR Text:


		  1.18 30 15 .60 16 .63 2x,  .125 3.2 green   3 1    vcc (cable power) 2   - data 3   + data 4   gnd  (cable ground)        drain wire "j1" "p1" wiring diagram red        1 white     2 black   4 property of l-com, inc.  any reproduction in part or whole undimensioned features e d. castro a projection   43321   configuration details of 01845 scale: size cad file:                        dwg.  no. a sheet of rev. date approvals drawn by checked by approved by 1 2 3 4 5 may occur b c d 45 beechwood drive without the written permission of l-com, inc. is prohibited. a b c d 1 2 3 4 5 6 7 upmbb 01/04/2010 8   upmbb.slddrw 11 01/12/2010 revisions description approved rev e date ecn 6479: revise description to j1 from type a to b s. smith 01/13/2010 10/19/12           d.frisiello       category product description unless otherwise specified, dimensions are in inches [mm] d. parham 6 7 8 the  information  contained  in  this  drawing  is  the  sole may vary  none fscm no. ca usb-b pnl/usb-bm   usb color variations north andover, ma overall cable length tolerance:  12 [305] = +1 [25] / -0 >12 [305]   60 [1524] = +2 [51] / -0 >60 [1524]   120 [3048] = +4 [102] / -0 >120 [3048]   300 [7620] = +6 [152] / -0 >300 [7620] = +5% / -0% all other dimensional tolerances: .x =  .2 .xx =  .02 .xxx = .005 molded hood and strain relief, pvc, light gray (pantone 400c) molded hood and strain relief, pvc, light gray (pantone 400c) length .463 11.75 min usb series "b" plug contacts: 30 inches gold plating "p1" one 28awg stranded tinned copper twisted pair two 20awg stranded tinned copper conductors overall aluminized polyester shield with drain  wire plus tinned copper braided shield. pvc outer jacket,   light gray (pantone 400c) "j1" usb series "b" receptacle panel mount contacts: 30 inches gold plating pin 1 2x, 4-40 unc-2b threaded insert (embedded) pem "stkb-440-4" or equivalent .55 14 .71 18 pin 1 1.180 30 rohs compliant   ? recommended panel cutout 5.  cable assembly shall be  individually packaged in      accordance with l-com specification ps-0031. 2.  cable assembly shall  meet usb 2.0 requirements. 3.  cable assembly shall be tested for continuity. 4.  mounting hardware included: 2x #4-40 x .38 lg. phillips hd screw notes: 1.  cable assembly shall ha ve 360 shield termination. model  number length  meters [feet] upmbb-03m 0.3 [.98] UPMBB-05M 0.5 [1.64] upmbb-075m 0.75 [2.46] upmbb-1m 1.0 [3.28] upmbb-2m 2.0 [6.56] upmbb-3m 3.0 [9.84] upmbb-4m 4.0 [13.12] upmbb-5m 5.0 [16.41] e
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