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		  euroquartz limited  blacknell lane  crewkerne  somerset  uk  ta18 7he tel: +44 (0)1460 230000  fax: +44 (0)1460 230001    info@euroquartz.co.uk    www.euroquartz.co.uk euro quartz cmos 7 x 5 x 2.5mm smd, 'v' group EMV572T tcxo description   miniature 7 x 5 x 2.3mm smd package   wide frequency range: 27.0mhz to 200.0mhz   supply voltage 3.3 volts   frequency stability from 1ppm over -30 to +75c   rohs compliant EMV572T series tcxos are packaged in a miniature 4 pad ceramic smd  package.  with  squarewave  (cmos)  output,  tolerances  are available from 1.0ppm over -30 to +75c. the part has a 0.01 m f decoupling capacitor built in. emv57t - outlines and dimensions stability (ppm) 0.5 1.0 1.5 2.0 2.5 3.0 temp. range (c) 0 ~ +50 p p p p p p -10 ~ +60 ask p p p p p -20 ~ +70 x p p p p p -30 ~ +75 x p p p p p -40 ~ +85 x x x ask ask p p  = available, x = not available, ask = call technical sales specification product series code     tcxo:    EMV572T     vctcxo:   vEMV572T frequency range:      27.0mhz to 200.0mhz output waveform:      squarewave, hcmos initial calibration tolerance:    EMV572T33-200.00-2.5/-30+75 supply voltage   33 = 3.3 vdc frequency (mhz) stability over otr (ppm) operating temperature range (otr) (c) lower and upper limits series description tcxo =  EMV572T vctcxo = vEMV572T control voltage:  standard = +1.51.0volts for all input   voltages. frequency deviation:  6.0 ppm min. (vcon = +4.5v1.0v) slope polarity:  positive input impedance:  2m  minimum modulation bandwidth:  25khz minimum vEMV572T voltage control specification frequency stability offset 10hz 100hz 1khz 10khz 100khz part = emv57t33 at 77.760mhz (dbc/hz) -80 -110 -135 -130 -132 at 155.520mhz (dbc/hz) -80 -110 -125 -120 -125 ssb phase noise at 25c 27.0mhz to 200.0mhz




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of EMV572T 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























