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		  Datasheet File OCR Text:


		  cpu cards cpu cards for users manual & datasheet download, visit www.ibase.com.tw 6-5 intel ?   core tm  2 quad -based lga775 picmg 1.3 intel ?  core tm 2 quad / core tm 2 duo full-sized cpu card w/ intel ?  q35 chipset 4 usb 2 com 4 sataii 2 gbe lan features  support intel ?  core tm  2 quad / core tm  2 duo /     pentium ?  dual-core / celeron ?  processors,     800/1066/1333mhz fsb  2x ddrii dimm, max. 4gb   integrated vga(gma3100), crt support  2x gigabit lan   4x sata ii, 4x usb 2.0, 2x com, watchdog timer ib936 system cpu socket lga775 for intel ?  core tm  2 quad / core tm  2 dual / pentium ?  dual-core / celeron ?  processors system memory 2x ddr2 dimm, max. 4gb system chipset intel ?  q35 + ich9, 800/1066/1333mhz fsb bios award watchdog timer 256 levels ssd n/a h/w monitor yes expansion slots via backplane graphics vga controller intel ?  q35 gmch integrated graphics (gma3100) vga memory max. shared memory C 256mb display interface supports crt lan controller 2x realtek rtl8111e pci-e gigabit lan connector 2x rj-45 on board multi i/o i/o chipset winbond w83627ehg 1x ide, 4x sata ii, 1x kb, 1x mouse,    1x fdd, 1x irda,  1x rs-232, 1x rs-232/422/485 usb  4 ports on board audio built-in hd audio+ realtek alc892 codec others digital i/o(4-in/4-out) ddr2 sockets lpt atx power fdd lga775 crt vga kb/mouse com ports irda sataii external mouse intel ?  q35  chipset ich9 rj45 mechanical  and environmental dimensions 338mm x 122mm (13.31 x 4.8) max. power  requirement tbc operating  temperature 0c~60c (32f~140f) storage  temperature -20c~80c (-4f~176f) relative  humidity 10%~90% (non-condensing) ordering information IB936F lga775 picmg1.3 q35 full-size cpu card w/ vga and  dual gigabit lan                                                                                                                                                                                                                  
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