

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						PJ1916			BP206G			AD74111			LA7955			MCM51			50401			C3229			NMEAB			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SCS401F Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		      elektronische bauelemente  SCS401F  plastic-encapsulate schottky diode    11-nov-2009 rev. a  page  1  of  2     http://www.secosgmbh.com/  any changes of specification will not be informed i ndividually.     top view a l c b d g h j f k e 1 2 3 1 2 3 d9  cathode  cathode  rohs compliant product   a suffix of -c specifies halogen & lead-free     features     low forward voltage : v f =0.38v(typ.)     low reverse current : i r =50  a(max.)     small total capacitance c t =46pf(typ.)        marking                   absolute maximum ratings  (single diode, at ta = 25  c unless otherwise specified)   parameter  symbol  ratings  unit  non-repetitive peak reverse voltage  v rm   25  v  peak repetitive peak reverse voltage  v rrm   working peak reverse voltage  v rwm   dc blocking voltage  v r   20  v  forward continuous current  i fm   700  ma  average rectified output current  i o   300  ma  power dissipation  p d   100  mw  junction, storage temperature  t j , t stg   125, -55 ~ +125  c    electrical characteristics  (at ta = 25  c unless otherwise specified)   parameters  symbol   min.  typ.  max.   unit   test conditions  reverse breakdown voltage  v (br)r   20  -  -  v  i r  = 100   a  v f1   -  0.16  -  v  i f  = 1ma  v f2   -  0.22  -  v  i f  = 10ma  forward voltage  v f3   -  0.38  0.45  v  i f  = 300ma  reverse current  i r   -  -  50   a  v r  = 20v  capacitance between terminals  c t   -  46  -  pf  v r  = 0, f =1mhz     sot-323  millimeter   millimeter   ref.   min.   m ax.   ref.   min.   max.   a  1.80   2.20   g  0.100 ref.  b  1.80   2.45   h  0.525 ref.  c  1.15   1.35   j  0.08   0.25   d  0.80   1.10   k  -  -  e  1.20   1.40   l  0.650 typ.  f  0.20   0.40         anode  n.c    n.c  anode 
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