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		  Datasheet File OCR Text:


		   www.lairdtech.com sip-bro-chipbeads-0308 low current chips ( < 1 amp and < 400 ohms ) high impedance chips ( < 1 amp and > 400 ohms )              high frequency ( >5 ghz peak / page 4 ) low frequency ( page 4 ) hi   mi  hr da               chip bead chip array high current chips (  >  3 amps )  mid current chips ( 1 amp to < 3 amps )   high retention under bias 4 line chip array ( page 4 ) li hz hf lf hz 0402 a 152 r -10 product series code part size code ( eia ) rated continuous  current code impedance value  code packaging code additional  description 0603 part list continues on the next page. chip bead  part number description / special  features metric pkg. size typical impedance (  w  ) typical peak impedance (  w  ) peak  impedance  frequency (mhz) dcr max (  w  ) rated  i max (continuous) ma z @  25 mhz z @  100 mhz z @  500 mhz z @  1 ghz 0402 chip beads hz0402a152r-10 high impedance 1005 400 1,500 441 200 1,500 143 2.000 50 hz0402a601r-10 high impedance 1005 182 600 600 300 965 241 1.000 100 hz0402b102r-10 high impedance 1005 225 1,000 489 222 1,116 182 1.000 200 li0402b301r-10 low current 1005 96 300 454 351 549 374 0.800 200 li0402b800r-10 low current 1005 32 80 220 224 243 769 0.800 200 li0402c221r-10 low current 1005 72 220 443 243 453 440 0.350 300 li0402c470r-10 low current 1005 15 47 76 90 92 1402 0.150 300 li0402d121r-10 low current 1005 40 120 205 195 213 682 0.400 400 li0402e190r-10 low current 1005 6 19 43 56 92 1,519 0.100 500 li0402e300r-10 low current 1005 9 30 50 57 58 1,195 0.300 500 li0402e600r-10 low current 1005 29 60 90 57 97 801 0.300 500 0603 chip beads hi0603p600r-10 high current 1608 25 60 85 85 100 750 0.030 4,000 hz0603a152r-10 high impedance 1608 552 1,500 1,062 503 2,306 190 0.900 100 hz0603a182r-10 high impedance 1608 610 1,800 1,070 500 2,420 180 1.500 50 hz0603a222r-10 high impedance 1608 195 2,200 375 175 3,051 122 1.500 100 hz0603a252r-10 high impedance 1608 791 2,500 1,014 501 3,065 149 1.500 50 hz0603b102r-10 high impedance 1608 453 1,000 380 200 1,000 100 0.600 200 hz0603b112r-10 high impedance 1608 515 1,100 1,300 850 1,539 288 0.800 200 hz0603b751r-10 high impedance 1608 302 750 437 198 863 137 0.600 200 hz0603c601r-10 high impedance 1608 232 600 360 171 775 168 0.450 300 hz0603c651r-10 high impedance 1608 296 650 954 652 960 400 0.600 300 li0603b201r-10 low current 1608 70 200 340 210 362 420 0.400 200 li0603d301r-10 low current 1608 144 300 286 165 389 261 0.350 400 ferrite emi chip beads features: ? up to 10 amps (i max) continuous operating capability ? low dcr  ? vibration resistant  ? rugged monolithic  construction  ? small footprint  ? excellent retention under bias  ? superior impedance vs. frequency characteristics   ? economical  ? broad range of sizes ( from eia 0402 up to 3312 )  ? broad range of impedance values and current  ratings  ? lead free & rohs compliant  ? high bias current resistant versions (hr) available.  ? low frequency and high  frequency chip beads now available  ? spice models incorporating dc bias effects available on www.lairdtech.com. part numbering system example

  www.lairdtech.com sip-bro-chipbeads-0308 www.lairdtech.com www.lairdtech.com chip bead  part number description / special  features metric pkg. size typical impedance (  w  ) typical peak impedance (  w  ) peak  impedance  frequency (mhz) dcr max (  w  ) rated  i max (continuous) ma z @  25 mhz z @  100 mhz z @  500 mhz z @  1 ghz 0603 chip beads (continued) li0603e151r-10 low current 1608 61 150 197 131 209 331 0.250 500 li0603e470r-10 low current 1608 17 47 83 91 91 1,000 0.100 500 li0603g121r-10 low current 1608 52 120 156 113 177 389 0.200 700 li0603g221r-10 low current 1608 98 220 279 168 283 251 0.300 700 li0603g800r-10 low current 1608 32 80 100 91 100 500 0.200 700 mi0603j600r-10 mid current 1608 25 60 91 92 95 700 0.100 1,000 mi0603j680r-10 mid current 1608 35 68 106 99 110 650 0.100 1,000 mi0603j601r-10 mid current 1608 225 600 400 200 620 150 0.200 1,000 mi0603k300r-10 mid current 1608 12 30 43 45 45 1,000 0.090 1,500 mi0603l221r-10 mid current 1608 107 220 219 121 240 280 0.050 2,000 MI0603L301R-10 mid current 1608 50 300 225 120 410 200 0.100 2,000 mi0603m121r-10 mid current 1608 55 120 169 138 170 420 0.050 2,500 0805 chip beads hi0805o121r-10 high current 2012 61 120 140 80 167 270 0.020 3,500 hi0805q310r-10 high current 2012 12 31 42 44 45 800 0.025 4,500 hi0805r800r-10 high current 2012 38 80 70 38 100 200 0.010 5,000 hz0805b222r-10 high impedance 2012 648 2,200 419 213 2,200 100 0.800 200 hz0805b272r-10 high impedance 2012 400 2,700 400 150 2,900 88 0.800 200 hz0805c202r-10 high impedance 2012 350 2,000 300 150 2,000 100 0.500 300 hz0805d102r-10 high impedance 2012 280 1,000 328 168 1,268 113 0.300 400 hz0805d152r-10 high impedance 2012 289 1,500 333 166 1,525 110 0.400 400 hz0805e601r-10 high impedance 2012 277 600 304 151 696 155 0.300 500 li0805g201r-10 low current 2012 100 200 221 128 272 250 0.300 700 li0805g301r-10 low current 2012 124 300 248 146 350 205 0.200 700 hz0805g471r-10 high impedance 2012 221 470 286 150 572 149 0.200 700 li0805h121r-10 low current 2012 53 120 170 114 170 340 0.150 800 li0805h151r-10 low current 2012 73 150 207 150 210 400 0.150 800 li0805h750r-10 low current 2012 31 75 128 130 132 769 0.150 800 mi0805j102r-10 mid current 2012 195 1,000 226 108 1,112 120 0.150 1,000 mi0805k110r-10 mid current 2012 5 11 18 19 20 1,000 0.060 1,500 mi0805k400r-10 mid current 2012 19 40 60 63 69 903 0.050 1,500 mi0805k601r-10 mid current 2012 280 600 240 120 723 130 0.100 1,500 mi0805l301r-10 mid current 2012 135 300 271 147 350 200 0.060 2,000 mi0805m221r-10 mid current 2012 100 220 274 115 287 260 0.050 2,500 1206 chip beads hf1206j150r-10 high frequency 3216 0.25 2 7 15 111 5,450 0.060 1,000 hi1206n101r-10 high current 3216 41 100 144 145 150 600 0.035 3,000 hi1206n800r-10 high current 3216 38 80 120 129 130 800 0.035 3,000 impedance curves with multiple levels of applied dc bias are available on www.lairdtech.com. specifc part dimesionsions, land patterns and soldering profles available on www.lairdtech.com.

 www.lairdtech.com  www.lairdtech.com www.lairdtech.com sip-bro-chipbeads-0308 all current ratings ( i max ) are based upon continuous operation. all chart data can be sorted on www.lairdtech.com chip bead  part number description / special  features metric pkg. size typical impedance (  w  ) typical peak impedance (  w  ) peak  impedance  frequency (mhz) dcr max (  w  ) rated  i max (continuous) ma z @  25 mhz z @  100 mhz z @  500 mhz z @  1 ghz 1206 chip beads (continued) hi1206p121r-10 high current 3216 56 120 130 105 142 300 0.030 4,000 hi1206t161r-10 high current 3216 71 160 220 127 229 251 0.018 6,000 hi1206t500r-10 high current 3216 19 50 66 70 70 1,000 0.010 6,000 hz1206c202r-10 high impedance 3216 1,673 915 180 100 2,505 41 0.500 300 hz1206d102r-10 high impedance 3216 201 1,000 185 100 1,000 100 0.400 400 hz1206e152r-10 high impedance 3216 823 950 188 57 1,564 57 0.300 500 hz1206e601r-10 high impedance 3216 296 600 202 103 674 75 0.300 500  li1206h121r-10 low current 3216 53 120 144 135 145 422 0.150 800 li1206h151r-10 low current 3216 73 150 173 123 182 241 0.150 800 mi1206k260r-10 mid current 3216 12 26 44 46 46 1,000 0.060 1,500 mi1206k310r-10 mid current 3216 12 31 37 41 41 1,000 0.045 1,500 mi1206k601r-10 mid current 3216 300 600 250 130 650 80 0.080 1,500 mi1206k900r-10 mid current 3216 44 90 142 150 154 867 0.080 1,500 mi1206l391r-10 mid current 3216 100 390 160 90 460 130 0.050 2,000 mi1206l501r-10 mid current 3216 210 500 150 82 500 100 0.060 2,000 1210 chip bead mi1210k600r-10 mid current 3225 30 60 90 95 105 900 0.035 1,500 1612 high current chip bead hi1612x560r-10 high current 4131 23 56 75 79 79 1,000 0.004 10,000 1806 chip beads hi1806n910r-10 high current 4516 42 91 140 150 150 1,000 0.030 3,000 hi1806t600r-10 high current 4516 28 60 87 92 92 1,000 0.010 6,000 hz1806k102r-10 high impedance 4516 60 1,000 160 80 1,390 135 0.150 1500 li1806c151r-10 low current 4516 60 150 219 222 223 871 0.500 300 li1806e101r-10 low current 4516 45 100 157 164 166 966 0.300 500 li1806e800r-10 low current 4516 28 80 117 117 117 1,000 0.300 500 mi1806j800r-10 mid current 4516 34 78 114 118 119 903 0.030 1,000 1812 chip beads hi1812t800r-10 high current 4532 30 80 97 107 107 1,000 0.010 6,000 hi1812v101r-10 high current 4532 45 100 136 134 139 800 0.010 8,000 li1812d121r-10 low current 4532 55 120 182 184 186 738 0.400 400 mi1812k121r-10 mid current 4532 45 120 162 170 175 900 0.055 1,500 2220 chip beads hi2220p171r-10 high current 5620 78 170 256 237 256 500 0.030 4,000 hi2220p251r-10 high current 5620 100 250 172 91 390 200 0.015 4,000 hi2220p271r-10 high current 5620 110 270 360 250 390 300 0.035 4,000 hi2220p551r-10 high current 5620 180 550 670 343 850 300 0.035 4,000 hi2220p601r-10 high current 5620 220 600 184 106 600 100 0.025 4,000

  www.lairdtech.com sip-bro-chipbeads-0308 *insertion loss peaks at beyond 10 ghz visit www. lairdtech .com for additional and most up-to-date information. chip bead  part number description / special  features metric pkg. size typical impedance (  w  ) typical peak impedance (  w  ) peak  impedance  frequency (mhz) dcr max (  w  ) rated  i max (continuous) ma z @  5 mhz z @  10 mhz z @  25 mhz z @  100 mhz lf0805a252r-10 low frequency 2012 1,162 2,553 5,138 1,267 5,138 25 1.25 100 lf1206a302r-10 low frequency 3216 1,143 2,743 4,434 740 5,650 19 1.05 100 lf1206c202r-10 low frequency 3216 70 300 1,673 915 2,505 41 0.50 300 lf1206e152r-10 low frequency 3216 38 150 823 950 1,564 57 0.30 500 0805 & 1206 low frequency emi chip beads chip bead  part number description / special  features metric pkg. size typical impedance (  w  ) typical peak impedance (  w  ) peak  impedance  frequency (mhz) dcr max (  w  ) rated  i max (continuous) ma z @  100 mhz z @  1 ghz z @  2 ghz z @  4 ghz hf1206j150r-10 high frequency 3216 2 15 21 42 111 5,450* 0.060 1,000 1206 high frequency emi chip bead chip bead  part number description / special  features metric pkg. size typical impedance (  w  ) typical peak impedance (  w  ) peak  impedance  frequency (mhz) dcr max (  w  ) rated  i max (continuous) ma z @  25 mhz z @  100 mhz z @  500 mhz z @  1 ghz 2220 chip beads (continued) hi2220p701r-10 high current 5620 200 700 140 90 700 100 0.025 4,000 hi2220q401r-10 high current 5620 100 400 159 99 450 150 0.030 4,500 hi2220r151r-10 high current 5620 60 150 230 196 230 500 0.015 5,000 hi2220r181r-10 high current 5620 80 180 263 234 270 400 0.020 5,000 hi2220r301r-10 high current 5620 100 300 190 100 380 200 0.020 5,000 hi2220t101r-10 high current 5620 50 100 148 152 160 600 0.006 6,000 hr2220p601r-10 high retention 5620 200 600 150 75 600 100 0.025 4,000 hr2220v801r-10 high retention 5620 150 800 125 75 910 90 0.010 8,000 3312 high current chip bead hi3312x101r-10 high current 8531 39 100 160 172 172 1,000 0.004 10,000 1206 size chip arrays da1206b102r-10 array 3216 275 1,000 520 240 1,129 175 0.800 200 da1206b601r-10 array 3216 180 600 475 230 761 214 0.350 200 da1206c121r-10 array 3216 39 120 181 151 211 559 0.200 300 da1206d301r-10 array 3216 94 300 437 245 437 500 0.400 400 da1206d600r-10 array 3216 15 60 115 132 133 1,103 0.200 400 da1206e300r-10 array 3216 10 30 55 56 56 1,000 0.300 500
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